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Abstract- Due to the small volume and high efficiency, transformerless inverters have gained much popularity in grid-
connected PV applications, where minimizing leakage current injection is mandatory. This can be achieved either by 
modifying the modulation schemes or adding extra power switching devices, resulting in an uneven distribution of the 
power losses on the switching devices. Consequently, the device thermal loading is redistributed, and thus may alter the 
entire inverter reliability performance, especially under a long-term operation. In this consideration, this paper assesses 
the device reliability of three transformerless inverters under a yearly mission profile (i.e., solar irradiance and ambient 
temperature). The mission profile is translated to device thermal loading, which is used for lifetime prediction. Compar-
ison results reveal the lifetime mismatches among the power switching devices operating under the same condition, 
which offers new thoughts for a robust design and a reliable operation of grid-connected transformerless PV inverters 
with high efficiency. 

 
1. Introduction 

Power electronics converter technology has enabled more and 
more renewable energy installations in recent years, which is 
also associated with an increasing demand for higher effi-
ciency and higher reliability [1]-[7]. In order to reduce the 
cost of energy, the demand will be further strengthened in the 
future energy mix dominated by wind turbine systems and 
Photo-Voltaic (PV) systems [8]-[11]. Transformerless PV 
inverters have gained much reputation in the European mar-
ket in terms of high efficiency, small size, and low weight 
compared to their counterparts [7], [12]-[16]. Its popularity 
and its magnificence in conversion efficiency induce a shift 
in inverter technology in the United States recently [18]. 
Therefore, an even wide-scale adoption of transformerless PV 
inverters in the future grid-friendly systems is predictable.  

Till now, a vast of transformerless PV inverters have been 
developed [13]-[21], and many of those topologies have been 
successfully commercialized in residential PV applications, 
where size and efficiency are the main concerns. However, 
“transformerless” is also required to minimize the leakage 
current injections for safety due to the removal of the gal-
vanic isolation. This is typically achieved by either develop-
ing a special suitable modulation scheme or adding extra 
power switching devices [21]. For instance, in [19] and [20], 
optimization approaches have been proposed to improve the 
performance of transformerless PV inverters, while in [12]-
[14], additional power switching devices have been intro-
duced to the traditional full-bridge PV inverter. However, 
such software or hardware modifications will alter the power 
loss distributions on the power switching devices, thus con-
tributing to uneven thermal loading in the PV inverters.  

Due to the intermittency of solar energy, transformerless 
PV inverters have to handle with a fluctuating power. Thus, 
the thermal loading on each power switching device will be 
different under a long-term mission profile (e.g., a yearly 
solar irradiance and ambient temperature profile) [22]-[25]. 
The varying thermal loading (appears as fluctuating junction 
temperature) of the power switching devices is one of the 
main failure contributors for the power electronics devices 
[23]-[30]. As a consequence, the thermal stress difference 
among the power switching devices will possibly make the 
entire transformerless PV inverter fail to operate [26]-[33]. 
Although more advanced transformerless inverters with a 
main focus on efficiency are coming on market, there is still a 
lack of a reliability-oriented investigation considering mis-
sion profiles for those PV inverters. However, such an inves-
tigation allows new thoughts for a robust design and a relia-
ble operation of PV system. As a result, a reduction of the 
cost of can be attained since both the efficiency and the relia-
bility of transformerless PV inverters are enhanced.   

Taking the above into consideration, this paper explores 
the thermal performance of three selected transformerless PV 
inverters under a yearly mission profile, which thus allows a 
qualitative reliability assessment of the PV inverters beyond 
efficiency achievements. Firstly, a description of the selected 
transformerless PV topologies is presented in § 2. Focus has 
been put on the mission profile translation to the corre-
sponding device thermal loading of the transformerless in-
verters in § 3, where a mission profile based reliability evalu-
ation approach is also introduced. In accordance with the 
translated thermal loading profiles, § 4 thus conducts an as-
sessment of the device reliability in those PV inverters before 
the conclusions.  
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2. Selected Transformerless PV Inverters 

Depending on the power ratings, transferring PV energy to an 
AC power grid has several possibilities [1], [7], [34]. It can 
be modular PV converters, which typically harvest the energy 
using DC-DC converters (maximum power point tracking) 
[36]-[38], while the string or central inverters can be directly 
connected to the grid. Since the grid-connected PV systems 
are still dominantly for residential applications [34], the sin-
gle-phase transformerless PV inverter system is analyzed.  

Figure 1 shows the most commonly used single-phase 
Full-Bridge (FB) PV inverter topology, where the modulation 
schemes have to be modified for a smaller leakage current 
(iCMV). As it is shown in Figure 1, an LCL-filter is used for a 
better power quality. In some cases, a DC-DC converter is 
adopted to boost up the PV output voltage to an acceptable 
level for the PV inverters. Conventional modulation methods 
for the single-stage FB inverter topology include the bipolar 
modulation, the unipolar modulation, and the hybrid modula-
tion. When considering the leakage current injection in trans-
formerless applications, the bipolar modulation scheme is 
preferable [12], [22], which is chosen in this paper. Notably, 
optimizing the modulation patterns is an alternative to elimi-
nate the leakage currents [19].  

 
As mentioned early, transformerless structures are mostly 

derived from the FB topology by providing an AC path or a 
DC path using additional power switching devices. As a re-
sult, during the zero-voltage states, isolation between the PV 
modules and the grid is achieved, thus leading to a low leak-
age current injection. Figure 2 shows two examples of trans-
formerless PV inverters derived from the single-phase FB 
topology. As it can be seen in Figure 2(a), the H6 inverter 
topology [13] has a DC path, which isolates the PV panels 
from the grid at zero-voltage states. In contrast, although the 
Highly Efficient and Reliable Inverter Concept (HERIC) [14] 
inverter has the same number of power switching devices as 
that of the H6 inverter, it provides an AC path to eliminate the 
leakage current injection.  

It should be pointed out that there are also many other 
transformerless topologies reported in the literature in addi-
tion to the above two solutions [12], [39], [40]. For example, 
the Conergy Natural Point Clamped (NPC) transformerless 
PV inverter is based on the multi-level power converter tech-
nology [12], [20]. However, only the FB inverter with a bipo-
lar modulation scheme (FB-Bipolar), the H6 inverter, and the 
HERIC inverter are assessed in terms of reliability.  

 

3. Mission Profile Translation to Thermal Loading 
3.1. Mission Profile for PV Systems  
A mission profile is normally referred as a simplified repre-
sentation of relevant conditions under which the system is 
operating [28], [33]. As a result, for the grid-connected PV 
systems, the mission profile (i.e., solar irradiance and ambient 
temperature) is actually a reflection of the intermittent nature 
of the solar PV energy [35], and consequently it has an inher-
ent relationship with the entire system performance, including 
the thermal loading performance. The mission profile can be 
a series of multi time-scales, e.g., a minute mission profile or 
a yearly mission profile, and it is usually taken as the input 
for the reliability analysis in the field of power electronics 
converters [30], [41]-[44], which is also focused on in this 
paper. Figure 3 shows the mission profile applied to the 
above three transformerless PV inverters.  
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FIGURE 1: A single-phase single-stage grid-connected full-bridge PV invert-
er system with an LCL-filter, where vCMV is the common mode voltage and 
CP is the stray capacitor. 
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FIGURE 2: Examples of single-phase transformerless PV inverters derived 
from the single-phase full-bridge topology by adding extra power switching 
devices:  (a) H6 inverter [13] and (b) HERIC inverter [14]. 
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FIGURE 3: A yearly mission profile used for the selected transformerless PV
inverters (1 sec/sample): (a) solar irradiance and (b) ambient temperature. 
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With more accumulative real-field experience and more 
advanced real-time monitoring technology, better mission 
profiles are available for a reasonable lifetime prediction. 
Hence, a mission profile based analysis approach should be 
able to analyze the performance at different time scales, as it 
is shown in Figure 4. It can be observed in Figure 4(a) that, 
for short-term mission profiles at the level of milliseconds to 
several seconds, the thermal loading profile can be directly 
and instantaneously obtained. In contrast, for long-term mis-
sion profiles within a range of a few minutes to several 
months, obtaining the instantaneous thermal loading will be 
very time-consuming or even impossible when the mission 
profile has a high data-sampling rate. Alternatively, the ther-
mal loading profile can be obtained based on look-up tables 
[45], which are created in accordance to the short-term con-
stant mission profiles, as it is shown in Figure 4(b).  

 
3.2. Thermal Modelling of Power Switching Devices  
As it is shown in Figure 4, the translation from a mission pro-
file to the corresponding thermal loading profile requires a 
thermal model which links the electrical performance (power 
losses, Ploss) and the thermal behavior (junction temperature, 
Tj). The coupled relationship is demonstrated in Figure 5 in a 
FB PV inverter system, which shows that the power losses on 
the switching devices will introduce a temperature rise due to 
the thermal impedance in the power switching devices. The 
thermal impedance can be modeled as a Foster model [45]-
[49], as it is shown in Figure 6. Details of the thermal model-
ling of power semiconductors can be found in [48] and [49]. 

  

 
TABLE I: Thermal impedance parameters of a power switching devices from 

a leading manufacturer according to Figure 6.  
Impedance Zth(j-c) 

i 1 2 3 4 

IGBT Rthi (K/W) 0.074 0.173 0.526 0.527 
τi (s) 0.0005 0.005 0.05 0.2 

Diode Rthi (K/W) 0.123 0.264 0.594 0.468 
τi (s) 0.0005 0.005 0.05 0.2 

Typically, for such a model of the thermal impedance, the 
parameter data is provided in the datasheet. Table I shows the 
thermal parameters of the power switching device from a 
leading manufacturer used in the paper. Notably, all the de-
vices are the same in the three transformerless PV inverters 
for comparison in terms of thermal loading, and thus the 
benchmarking results, indicating the critical components of 
transformerless PV inverters, could be a guidance to select 
appropriate power switching devices in such applications.  

3.3. Translated Thermal Loading to Lifetime 
Based on the thermal model, simulations have been carried 
out in PLECS [45] according to Figure 4, where the system 
parameters are shown in Table II. In order to create the look-
up tables for long-term mission profiles, several constant op-
erating conditions (e.g., solar irradiance: 0.8 kW/m2, ambient 
temperature: 25 °C) have been simulated firstly, where a per-
turb-and-observe Maximum Power Point (MPP) tracking 
algorithm has been used [34]-[37]. Figure 7 exemplifies the 
simulation model for a full-bridge inverter system. A propor-
tional resonant current controller has been adopted to control 
the grid current considering power quality requirements [2]. 
Using the look-up table model, the yearly mission profile 
(Figure 3) has been resampled (5 mins/sample) and translated 
into the thermal loading of the corresponding power switch-
ing devices, as it is presented in Figure 8. 

TABLE II: System Parameters for Single-Phase Transformerless Grid-
Connected PV Systems. 

Parameter Symbol Value Unit 
Grid voltage  vg, RMS 230 V 
Grid frequency fg 50 Hz 

LCL filter 
L1 3.6 mH 
Cf 2.35 μF 
L2 4 mH 

Damping resistor Rd 10 Ω 
Switching frequency fs 10 kHz 
Parameters of PV Strings (3 strings, 15 panels for each string) 

at 25 °C and 1 kW/m2 
Power at MPP PMPP 2.99  kW 
Voltage at MPP VMPP 405 V
Current at MPP IMPP 7.38 A 
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FIGURE 4: Approach of the mission profile translation to thermal loading at 
different time-scales (MPPT – Maximum Power Point Tracking, Tj – junc-
tion temperature of the power devices): (a) short-term mission profiles and 
(b) long-term mission profiles. 
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FIGURE 6: Foster model of the junction to case thermal impedance Zth(j-c)

shown in Figure 5.  
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Although the transformerless PV inverters (both the H6 
and the HERIC) can maintain a higher efficiency as reported 
in the literature in contrast to the FB-Bipolar inverter, the 
thermal loading on those switching devices is unequal, as it 
can be seen in Figure 8. Specifically, the maximum junction 
temperature of the extra devices in a H6 inverter is the high-
est, indicating high power losses, since they are switched at a 
high frequency. However, this is not the case for the HERIC 
inverter, where only one of the extra switching devices is 
switched at the grid frequency during a half cycle. Therefore, 
the power losses are lower, and thus the thermal loading as it 
is shown in Figure 8. From the above qualitative analysis, it 

is implied that much attention has to be paid on the extra 
switching devices in transformerless PV inverters. Especially 
for the H6 inverter, power switching devices with lower con-
duction losses and higher rated maximum junction tempera-
ture are desirable, while the total cost has to be taken into 
considerations as well.  

When the thermal loading profile appearing in the power 
switching devices is available, a quantitative prediction of the 
device lifetime under the mission profile is enabled by a rain-
flow counting algorithm [43], [44]. The rain-flow counting 
algorithm is a quantitative representation of the thermal load-
ing, which extracts the temperature information in details in 

 
FIGURE 7. Simulation model of a single-phase full-bridge PV inverter system in PLECS. 
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FIGURE 8: Translated thermal loading (maximum junction temperature, Tjmax) of the power switching devices of the three different transformerless grid-

connected PV inverters under a yearly mission profile shown in Figure 3: (a) the yearly long-term thermal loading and (b) details of the maximum junction 
temperature of the power switching devices in a cloudy day of the year. 
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terms of the mean junction temperature Tjm, temperature cy-
cle amplitude Tj, cycle period ton, number of cycles n, and 
etc.. Then, the extracted temperature information can be used 
for the lifetime prediction according to a specific lifetime 
model. For example, a lifetime model of power switching 
devices is introduced in [50] and it can be expressed as,  

1 0 exp
1

jT on a
f j d

B jm

C t EN A T ar f
C k T

  

 (1) 

where Nf is the number of cycles to fail, fd is the diode effect, 
ar is the bond-wire aspect ratio, kB is the Boltzmann constant, 
Ea is the activation energy, and A, α, β0, β1, γ, C are the life-
time model parameters, as it is shown in Table III. The life-
time model also implies that the junction temperature has a 
significant impact on the number of cycles to fail, i.e. the 
reliability of the power switching devices.  

TABLE III: Parameters of the Lifetime Model for a Power Devices [50].  

Parameter Value Unit Experimental Condition 
A 3.4368×1014 -  
α -4.923 - 64 K ≤ ∆Tj ≤ 113 K 
β0 1.942 - 

0.19 ≤ ar ≤ 0.42 
β1 -9.012×10-3 - 
C 1.434 - 0.07 s ≤ ton ≤ 63 s 
γ -1.208 - 
fd 0.6204 -  
Ea 0.06606 eV 32.5 °C ≤ Tjm ≤ 122 °C 
kB 8.6173324×10-5 eV/K  

According to the Miner’s rule [25], [44], [50], the Life 
Consumption LC - the damage due to the thermal stress is the 
linearly accumulative damage from different thermal cycles. 
The LC can then be expressed as,  

 i

i fi

nLC
N

  (2) 

in which ni is the number of cycles at the stress ∆Tji extracted 
by the rain-flow counting algorithm, and Nfi is the number of 
cycles to fail based on (1). Subsequently, the lifetime of the 
power switching devices can be given as,  

 MP
P

tL
LC

  (3) 

with LP being the  predicted lifetime, and tMP being the mis-
sion profile period (e.g., a year).  

Using the above reliability analysis procedure, the lifetime 
of the power switching devices in the transformerless PV 
inverters can then be estimated as long as a mission profile 
and a lifetime model of high confidence are available. Figure 
9 summarizes the mission profile based analysis approach, 
which can also be used in other power electronics converters, 
e.g., wind turbine converters, where the mission profiles are 
available.  

 

4. Reliability Assessment 

According to Figure 9, the lifetime of the power switching 
devices in the three transformerless PV inverters under the 
yearly mission profile shown in Figure 3 can be obtained and 
evaluated. In order to benchmark the reliability quantitatively, 
the thermal loading profiles have to be interpreted first ac-
cording to (1) and Figure 9. A rain-flow counting algorithm 
has been adopted, and the results are presented in Figure 10. 
It can be observed in Figure 10 that the additional devices of 
the H6 inverter (i.e., S5 and S6) have a larger number of cycles 
compared to the other power switching devices of this topol-
ogy (S1~4). This indicates that the extra devices to realize an 
elimination of the leakage currents become the most critical 
components of the H6 inverter according to (2) and (3). As a 
consequence, more reliable power devices are preferable as 
the extra devices when designing an H6 based transformer-
less PV system. In the case of the HERIC inverter based 
transformerless PV systems, the extra devices have a smaller 
number of cycles compared to that of the H6 inverter. More-
over, the number of cycles of the other power switching de-
vices of the HERC inverter is even smaller than that of the 
FB-Bipolar inverter under the same mission profile. This 
means that the thermal stress on the power switching devices 
of the HERIC inverter is the lowest, and thus the highest reli-
ability under the same mission profile, while also maintaining 
a higher efficiency as it is reported in [12], [14]. The discus-
sion is in agreement with the analysis presented in § 3.3 
based on the translated thermal loading profiles.  

It should be noted that the life consumption and thus the 
lifetime of the power switching devices according to (2) and 
(3) can quantitatively be obtained on condition that the life-
time model of (1) and also the parameters given in Table III 
are at a high confident level. However, those parameters are 
extracted under specific conditions (e.g., 0.07 s ≤ ton ≤ 63 s) 
for the power switching devices introduced in [50]. There-
fore, quantitative prediction errors will be inevitable. In order 
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FIGURE 9: Flow-chart of the mission profile based reliability analysis ap-
proach for transformerless PV inverters. 
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to reduce the parameter dependency and also the reliability 
model dependency, the life consumption given in (2) is nor-
malized, and substituting (1) yields,    

   
1

1

/

/

e

e

ji a B jmi

jl a B jml

b

i
T E k T

i ji oni

l
T E k T

l jl onl

LCLC
LC

n

T ar C t
n

T ar C t

  (4) 

where LC is the normalized life consumption, and LCb is the 
base LC for normalization. For example, LCb can be chosen 
as the life consumption of the power switching devices of the 
FB-Bipolar inverter under the same mission profile. Then, the 
predicted lifetime can be expressed as,  

 
1

p pL L
LC

  (5) 

in which L'p is the predicted lifetime of the base system used 
for normalization.  

Figure 11 shows the normalized life consumption of the 
three transformerless PV inverters according to (4) and the 
counting results enabled by a rain-flow algorithm. The life 
consumption of the power switching devices of the FB-
Bipolar (i.e., S1~4) is selected as the base life consumption for 
normalization in Figure 11. It can be seen in Figure 11 that 
the extra power switching devices of the H6 inverter consume 
much more life compared to the other devices and also those 
of the HERIC inverter. It implies that the degradation of the 
additional devices of the H6 inverter happens much faster, 
and then the entire H6 system may fail to operate earlier than 
the other two transformerless PV inverters. This comparison 
further confirms that the HERIC inverter would be the most 
promising solution in terms of reliability.  

In addition, by comparing the rain-flow counting results 
shown in Figure 10 with the normalized life consumption 
shown in Figure 11, one interesting conclusion can be drawn 
is that, although there are a few cycles of a large temperature 
cycling amplitude (e.g., ten cycles of 55 °C to 65 °C for the 
extra devices S5,6 of the H6 inverter), they do contribute much 
more damage (e.g., 0.4% in Figure 11(b)) when the lifetime 
model of (1) is adopted. Large cycling amplitude are mainly 
induced by the mission profile, which confirms that the mis-
sion profile effect has to be taken into account in a reliability-
oriented design of power electronics converters. In a word, 
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FIGURE 10: Rain-flowing counting results (number of cycles distributions at 
the cycle amplitude ∆Tj and the mean junction temperature Tjm) of the ther-
mal loading profiles shown in Figure 8: (a) FB-Bipolar inverter, (b) H6 
inverter, and (c) HERIC inverter. 
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FIGURE 11: Normalized life consumption (lifetime comparison) of the three 
transformerless PV inverters under the same mission profile: (a) FB-Bipolar
inverter, (b) H6 inverter, and (c) HERIC inverter.  
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the reliability assessment in this paper reveals that much at-
tention has to be put on the thermal design of the critical 
components in an entire PV inverter in order to reduce the 
cost of energy.  

5. Conclusions 

In this paper, a qualitative reliability assessment of three se-
lected single-phase transformerless PV inverters has been 
carried out in accordance to a mission profile based reliability 
analysis approach. A real-field yearly mission profile has 
been applied to the selected transformerless candidates for the 
reliability assessment. The comparison results have revealed 
that, although minimizing leakage currents as well as main-
taining a satisfactory efficiency has been targeted by those 
inverters, the extra devices that are used for disconnection of 
the PV panels or the PV inverters might be heated up during 
operation. The high thermal loading will further induce fail-
ures of the power switching devices, being a big challenge to 
the entire system reliability. As a consequence, many efforts 
should be devoted to a reliability-oriented design of the criti-
cal components in a PV inverter, and thus a reduced cost of 
energy can be achieved.    
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