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Abstract

In this work, the novel concept of non-uniform temperature district heating system is proposed and 

analyzed. This system mainly works on a low-temperature supply mode for space heating, while it goes 

to high-temperature mode for domestic hot water supply only 4 hours a day. The system employs 

decentralized heat storage units to be charged during the high-temperature mode. In this way, the system 

operates based on a minimum rate of heat loss and there is no legionella risk due to thermal disinfection. 

The system is designed for a town in Brazil and a detailed thermodynamic model of the system is 

presented. The performance of this system is compared with other popular district heating schemes. 

With a total annual heat loss of 64 MWh, the proposed system outperforms the third generation 

technology in which the loss is almost double. As such, although the heat loss of the ultralow-

temperature system is 28% lower (i.e. around 50 MWh), the non-uniform temperature system is still 

preferred to this case as well. This is because not only the proposed case supplies both of the hot water 

and space heating demands of the buildings, but also it does not need any further actions for legionella 

prevention.

Keywords: District heating system; Non-uniform supply temperature; Decentralized storage unit; 

Energy performance; Stratified storage tank.
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1. Introduction

District heating is an important part of the future energy systems, so-called smart energy systems [1]. In 

the smart energy systems, there is a strong synergy between different energy systems/sectors so that the 

surplus energy in any sectors/systems can directly be utilized with others. Another main feature of the 

smart energy systems is the high integration of the renewable sources, where the district heating 

networks may facilitate the utilization of the low-grade renewable sources to a great extent [2]. 

Transition from the current state of the district heating technologies, i.e. the third generation (3GDH), 

to the next generation, so-called as the fourth generation (4GDH), is the cornerstone of a major part of 

the studies in this context [3]. The main futures of the 4GDH systems are the lower supply temperature, 

the big share of renewable energy, the two-way heat exchange with the end-users, the high integration 

of waste heat sources, etc. [4]. The first comprehensive report on the expected features of the 4GDH 

was given by Lund et al. [5]. Ziemele et al. [6] analyzed the transition of the Latvian district heating 

system to the fourth generation by considering various policies. Paiho and Reda [7] studied the smooth 

transformation of the Finnish district heating towards its fourth generation and discussed the challenges. 

Lund and Mohammadi [8] studied the insulation standards for a 4GDH system and proposed a combined 

heat loss and integrated energy system analysis method for the assessment of the insulation proficiency. 

Tereshchenko and Nord [9] studied the possible elements of the heat production chain in the future 

district heating systems considering various efficient energy conversion technologies, the economic 

aspects, and the technical limitations. Averfalk and Werner [10] highlighted the essential improvements 

in the future district heating systems, providing some recommendations on the design and construction 

strategies of the 4GDH. Kamal [11] accomplished a feasibility study for the methods of integrating the 

new coming 4GDH systems into the existing technology.

Apart from those studies investigating the transition to the 4GDH system, there are a large number of 

works that specifically study the possibility of decreasing the supply temperature, and consequently 

decreasing the rate of heat loss, in district heating systems. The concepts of low-temperature (LTDH) 

and ultralow-temperature (ULTDH) district heating systems as well as new substation designs are of the 

results of the efforts in this framework. In this regard, for instance, Olsen et al. [12] presented different 

recommendations for the district heating systems to enable the low temperature of 50 °C. Wang et al. 

[13] implemented a combination of high- and low-temperature district heating networks connected to 

an organic Rankine cycle for an energy efficient building. In this system, the organic Rankine cycle 

generates electricity using high-temperature district heat and the excess low-temperature heat is used to 

heat the building. Ancona et al. [14] presented several different layouts for the utility substations in the 

LTDH systems. Yang et al. [15] carried out a thorough energy, economy and exergy evaluation of the 

solutions for supplying domestic hot water (DHW) from an LTDH system with the supply temperatures 

of 65 oC, 50 oC, and 35 oC. Ommen et al. [16] investigated the optimal integration of booster heat pumps 
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in a ULTDH system. Yang and Svendsen [17] analyzed the return temperatures of different types of 

substations in a ULTDH system with a supply temperature in the range of 35-45 oC, and developed 

improvements in the substation designs for better energy efficiency. Chiu et al. [18] investigated the use 

of mobile thermal energy storage with phase change materials for utilizing industrial surplus heat flows 

for an LTDH network.

In this work, the new concept of non-uniform temperature district heating (NUTDH) system is proposed. 

This system works based on the predominant supply temperature of 40-45 oC (for 20 hours a day) and 

the periodic high temperature of 70-75 oC (for four hours a day). In the NUTDH system, the low-

temperature supply is mainly for space heating, and the high-temperature supply aims at providing the 

DHW of the network. Since the high-temperature supply is not available all the time, the network is 

equipped with decentralized heat storage units to be charged during the high-temperature supply mode 

and be discharged during the regular operation of the system. To assess the performance of this system, 

it is designed and simulated for a small town in the southern part of Brazil. The system is analyzed for 

an entire year of operation. In addition, in order to evaluate the system performance compared to the 

other district heating schemes, the most popular district heating schemes of today, i.e. the 3GDH and 

the ULTDH systems, are also designed and thermodynamically analyzed for the case study. In the end, 

the obtained results are compared and discussed.

2. The NUTDH, the 3GDH, and the ULTDH Systems

In this section, first, the main characteristics of the 3GDH and the ULTDH systems are discussed, and 

then, detailed information about the NUTDH system is presented. The main reason for assessing the 

3GDH and ULTDH schemes in this work is to address their weak points and explain why these 

technologies do not comply with the 4GDH system standards and also, to show how the NUTDH system 

properly addresses these drawbacks.

2.1. The 3GDH system

The 3GDH technology is, in fact, the currently in-operation district heating scheme in most of the 

world’s energy systems. In this system, the design supply temperature is mainly in the range of 70-85 
oC, while the design return temperature is in the range of 35-45 oC [19]. Apart from the dramatic change 

of heat production units, which is out of the scope of this work, the lower supply and return temperatures, 

the new generation of pipes, and the configuration of the substations are the main differences of the 

3GDH system with the second generation of district heating systems [20]. Two substation designs are 

normally used in the 3GDH system. These substations are the instantaneous heat exchange unit (IHEU) 

and the district heating storage unit (DHSU). In an IHEU, the DHW section has just a plate heat 

exchanger, while in a DHSU, besides that, there is a buffer tank that stores heat for peak shaving. The 
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storage tank in the substation results in a significant reduction of the size of piping and heat exchangers, 

however, it causes a bigger rate of heat loss in the system [12]. The space heating section in both of 

these substations has only a plate heat exchanger. Fig. 1 shows the schematic of an IHEU (a) and a 

DHSU (b). The figure presents information about the temperature values before and after the substations 

based on the Brazilian comfort standards. TA is the temperature of domestic cold water, which is equal 

to room temperature.

a b
Fig. 1 Sketch diagram of the two main substation types in the 3GDH systems; the IHEU (a), the DHSU (b); 

DH: district heating, DHW: domestic hot water, DCW: domestic cold water, HE: heat exchanger, TSV: 

thermostatic valve, FC: flow controller, P: pump, SH: space heating.

2.2.The ULTDH system

The ULTDH system is similar to the 3GDH system in various aspects, e.g. the piping system, heat 

suppliers, etc. The only difference between these systems is the extremely lower temperatures of the 

ULTDH scheme, where the supply and return temperatures are in the range of 40-45 oC and 20-25 oC, 

respectively. Naturally, as the supply temperature is below the comfort standard of DHW, direct supply 

of hot water may not be possible. Therefore, either the ULTDH system is for space heating only (an 

auxiliary heater in the building covers the DHW demand) or the substation is equipped with a heat pump 

to increase the supply temperature to 60 oC. This substation design is called heat pump furnished unit 

(HPFU). Fig. 2 represents the schematics of a substation with an individual electrical heater (IEHU) (a), 

and an HPFU (b). As seen in Fig. 2-a, the hot water supplied by district heating is used for space heating 

only (via a plate heat exchanger) while in Fig. 2-b, in addition to space heating, the district heating water 

temperature is boosted to 60 oC by a heat pump for covering the DHW demand of the building. A 

thorough explanation of various HPFU designs may be found in [16].

a b
Fig. 2 Sketch diagram of the substations in a ULTDH system; an IEHU (a), an HPFU (b), ST: buffer tank. 
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2.3.The NUTDH system

As explained, one of the focuses of the studies on district heating technologies is to reduce the rate of 

heat losses for which the primary measure is to decrease the supply temperature as much as possible. 

This, however, can be challenging due to the main reasons of (i) the comfort standard DHW temperature, 

and (ii) the risk of the legionella. The legionella problem appears as a concern when the water 

temperature is between 25-45 oC and the standing time is longer than 2 days [21]. Since there is an 

extensive literature about the legionella problem in heat distribution systems, no further information 

about this issue is presented here. The DHW standard temperature varies from one country to another. 

For Brazil, the standard comfort DHW temperature is 60 oC [22]. Also, the standard comfort room 

temperature in residential buildings must be set at 26°C during summer and at 22°C during winter [23]. 

The NUTDH system aims at providing the DHW demand of the network at the standard comfort 

temperature and preventing the legionella risk, while a very low rate of loss is achieved. In fact, in the 

NUTDH system, the space heating demand is supplied by the low temperature of about 40-45 oC, while 

the high-temperature of around 70-75 oC is applied for a short period during the day for DHW 

preparation. The design low and high supply temperatures are chosen based on the comfort standard 

temperatures, the temperature drop along the pipeline and the expected efficiency of the heat exchangers. 

As the NUTDH system is shortly on the high-temperature mode, the system needs heat storage units to 

be able to provide hot water for all day long. This work proposes the use of neighborhood-scale heat 

storage units. Fig. 3 presents the schematic diagram of the NUTDH system. 

Fig. 3 Schematic of an NUTDH system; ST: storage tank, red: supply line, blue: return line, solid-lines: flows 

directly from/into the district heating system, dashed-lines: flows from/into the storage tank.

According to the figure, the main district heating lines bring the heat to the neighborhood (the streets 
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here) and the street branch pipes distribute the heat along each neighborhood. There is a further street 

connection line for connecting the storage tanks to the end-users. This supply/return twin pipe is much 

smaller than the main street connection pipe because not only it just provides the DHW demand, but 

also the simultaneity factor is quite low (due to the large number of houses in each neighborhood).  

A further important point about this design is the way that the storage tanks are charged and discharged. 

As the storage tanks are to store district heating water, buffer tanks can be employed. Heat storage buffer 

tanks are stratified in various temperature levels (low temperatures below and higher temperatures 

above). The tank receives hot water from the top and the cold water goes out (to the return line) from 

the lower part of the tank. As the tank is charged, the temperature of the bottom of the tank also increases. 

If the control system does not work efficiently, the storage tank may discharge a considerable amount 

of heat back to the return line, causing a high rate of loss. For solving this problem, the storage tank 

employs a control valve that operates as a linear function of the temperature difference between the tank 

inlet and outlet flows, such that the lower the temperature difference gets (i.e. higher temperature of the 

bottom of the tank), the less the valve opens. Fig. 4 shows the storage tank configuration (a), and the 

control valve operating curve (b). In this figure, CV-1 is the electrical flow control valve for controlling 

the charging process, and CV-2 is the control valve that opens as much as the neighborhood demands. 

As seen in Fig. 4-b, the maximum temperature difference is 30 oC. As the temperature difference gets 

lower, the valve proportionally closes. The valve will be fully open for the higher temperature difference 

values than 30 oC. 

a b
Fig. 4 storage tank operation/control strategy; the tank configuration (a), the control valve opening 

strategy (b), CV: control valve.

Finally, Fig. 5 shows the operation strategy of the NUTDH system for a sample three-tank network 

when working in high-temperature mode (a) and low-temperature mode (b). 



ACCEPTED MANUSCRIPT

7

Fig. 5 Sketch of the NUTDH system operation strategy; high-temperature supply mode (a), low-temperature 

supply mode (b), N: neighborhood number; black valve: fully closed, white valve: fully open, black-white valve: 

partially open.

According to Fig. 5-a, if the system is in the high-temperature mode, the supply line charges all the tanks 

until they are fully charged. This figure shows that the storage tank of the second neighborhood is fully 

charged and as a result, its control valve is fully closed. In this case, neighborhoods 1 and 3 are being 

charged yet. As the temperature of the third tank is lower than the first one, its control valve opens more 

than the other one. Fig. 5-b shows the operating strategy of the system when the district heating system 

is on the low-temperature mode. In this case, the storage tanks are only charged if they are sufficiently 

cold. In the illustrated case, it is only the control valve of the third tank which is partially open due to 

the too low temperature of this tank. 

It should be noted that the district heating system could be off during most of the days in summer as 

there will not be any space heating demand and the system only comes into operation to charge the 

storage tanks during the high-temperature mode.

Table 1 presents information about the characteristics considered for the 3GDH, the ULTDH and the 

NUTDH systems in this work. 

Table 1 The features considered for the three different district heating schemes of this work.

InformationParameter 3GDH ULTDH NUTDH
Space heating temperatures (oC) 70/40 35/25 60/40 or 35/25
Design supply temperature (oC) 80 40 75/45 
Design return temperature (oC) 45 25 35/25

Substation design (DHW/SH) IHEU or 
DHSU/IHEU

IEHU or 
HPFU/IHEU IHEU/IHEU 

Nominal pressure (barg) 12
Space heating system Radiator

Pipe type Twin [27]
Insulation class Series II and series III [27]

Min pressure difference at the substation (bar) 0.3 
Max volume of each pipe after the substation (lit) 3

Maximum media speed (m/s) 2 
DHW supply temperature (oC) 60 

Room comfort temperature (oC) 22
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3. The case study

The small town of Urupema in the Santa Catarina state of Brazil, with the latitude of -28o and the 

longitude of -49.9o, is the case study of this work. This small municipality, as one of the coldest cities 

in Brazil, is located in the south region of the country [24]. The fairly cold climate along with the high 

share of renewable sources, such as solar thermal and electricity system, wind energy, etc., make this 

point an appropriate location to host the smart district heating system designs. A total of 100 detached 

houses in the medium-sized category (with 2-4 inhabitants) are considered to be covered by a district 

heating system.   

Generally, it is very challenging to find a database of heat consumption, and this gets even more difficult 

when information by category of consumption, i.e. space heating and DHW use, is required. The heat 

databases include the hourly heat consumption information and need to be refined to estimate what 

portion of this is used for space heating and what portion of the DHW demand coverage. In addition, 

such databases present the aggregated data instead of an individual building consumption. Therefore, it 

is not possible to drive an exact heat consumption profile for the buildings of the network. That is why, 

in this work, the heat consumption profiles of the individual buildings are created by calculating their 

space heating demand and randomization of a standard DHW draw-off pattern. This will be discussed 

comprehensively in the results section. In order to simplify the topology of the case study, the network 

shown in Fig. 6 is considered to be supplied by district heating. 

Fig. 6 Topology of the buildings in the network.

According to the figure, the network includes 5 streets, each with 20 detached-houses. The distance 

between the streets is 100 m, the distance of the houses in each street is 20 m and the houses are 10 m 

far from the street. The living area of each building is 150 m2 on a 15 m × 10 m field. 
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4. Mathematical Model    

In this section, the mathematical model of a district heating system is presented. For this, first, one 

should calculate the rate of heat loss and pressure drop along the pipeline. This would reveal at what 

temperature level the district heating water flow may reach the end-users, and how much work is 

required to drive the booster pumps for recovering the pressure drop along the way. Assuming a constant 

surface temperature for the pipe carrying the district heating water underground, Eq. 1 gives the 

temperature distribution profile of the water in the pipe [25]:

𝑇(𝑥) = (𝑇𝑖 ‒ 𝑇𝑠) 𝑒𝑥𝑝(𝑈𝐴𝑙𝑥

𝑚𝑐 ) + 𝑇𝑠 (1)

where, T is temperature, and the subscripts i and s refer to the pipe inlet condition and the soil 

surrounding the pipe. UAl is the overall heat transfer coefficient from the water within the pipe to the 

soil,  is the mass flow rate, c is the thermal capacity of water, and x is the length of the pipe. Calculating m

the temperature distribution profile, one may calculate the rate of heat loss from x meter of the pipe by: 

𝑄𝑙(𝑥) = 𝑈𝐴𝑙(𝑥)(𝑇 ‒ 𝑇𝑠); 𝒘𝒉𝒆𝒓𝒆: 𝑈𝐴𝑙(𝑥) = ( 1
ℎ𝑖𝑛𝜋𝑑𝑖𝑛𝑥 +

𝑙𝑛(𝑟𝑜𝑢𝑡

𝑟𝑖𝑛
)

2𝑘𝑝𝜋𝑥 +

𝑙𝑛(𝑟𝑖𝑛𝑠,𝑜𝑢𝑡

𝑟𝑖𝑛𝑠.𝑖𝑛
)

2𝑘𝑖𝑛𝑠𝜋𝑥 )
‒ 1

 (2)

where, rout, rin, rins,out and rins,in refer to the external and internal radiuses of the pipe and the insulation, 

respectively. kp and kins are the conductivity factors of the pipe and the insulation material. hin is the 

convective heat transfer coefficient. This parameter for a turbulent and a laminar flows through a pipe 

with a constant surface temperature may be, respectively, given by [25]:

ℎ𝑖𝑛 ‒ 𝑡𝑢𝑟 =
0.023𝑅𝑒0.8

𝐷 𝑃𝑟0.4𝑘

𝑑𝑖𝑛
 (3)

ℎ𝑖𝑛 ‒ 𝑙𝑎𝑚 =
3.66𝑘

𝑑𝑖𝑛
(4)

where, ReD is Reynolds number, Pr is Prandtl number, k is the conductivity of the fluid and din is the 

internal diameter of the pipe.

The rate of pressure drop through the pipe is given by:

; where: ∆𝑃𝑡 = ∆𝑃𝑓 + ∆𝑃𝑚𝑖𝑛𝑜𝑟 = 1.2 ∆𝑃𝑓 ∆𝑃𝑓(𝑥) =
𝑓𝑥𝜌𝑢2

2𝑑𝑖𝑛
(5)
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in which, ΔPf and ΔPminor are, respectively, the major pressure losses due to friction and the minor 

pressure losses through the pipe (approximately equal to 20% of the friction losses). ρ represents water 

density and u is the flow velocity. f is Darcy friction factor which is a function of the pipe roughness 

and Reynolds number as below:

𝑓 = {0.316𝑅𝑒 ‒ 0.25
𝐷 𝑖𝑓 𝑅𝑒𝐷 ≤ 20000

0.184𝑅𝑒 ‒ 0.2
𝐷 𝑖𝑓 𝑅𝑒𝐷 > 20000� (6)

Having the value of the pressure losses, one may calculate the rate of work used by the booster pumps 

in the network as [26]: 

𝑊𝑝(𝑥) = 𝑚𝑣∆𝑃𝑡 =
0.6𝑓𝑚𝑥𝑢2

𝑑𝑖𝑛
(7)

where, v is the specific volume of water. 

The next step is modeling of the storage tanks. Practically, a storage tank may operate with significant 

degrees of stratification, i.e. the top of the tank hotter than the bottom. In a multi-node tank simulation 

approach, a tank is modeled as divided into N nodes (sections), with energy balances written for each 

of the nodes. The result is a set of N differential equations that can be solved for the temperature of the 

nodes as a function of time. Fig. 7 illustrates the arrangement of the nodes as well as the energy flows 

into/out of such a storage tank.

Fig. 7 Schematic of a multi-node heat storage tank; Aux. Heat: auxiliary heat source if any, M.F: mixing flows.
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In this work, a five-node model is considered for modeling the neighborhood-scale storage tanks. For 

these tanks, the district heating water enters the tank from the top at the temperature of Tdh,s. The coming 

hot water flow lies in the first layer of the tank. Then, the same amount of water initially residing in the 

first node goes to the second node. Similarly, the water in each node moves to the lower node, and the 

same amount of water goes out to the district heating return line from the bottom node at Tdh,r. When 

discharging, the hot water supplied to the substations exits from the first node and it comes back to the 

tank through the bottom node. In addition to the energy transfer between the nodes due to mass transfer, 

the water layers exchange heat via thermal conduction due to the temperature differences. 

Based on the first law of thermodynamics, the energy balance on each node of the tank can be written 

as follow [27]:

𝑄𝑠𝑡𝑑
⏞

𝑚𝑗𝑐
𝑑𝑇𝑠𝑡,𝑗

𝑑𝑡

=
𝑄𝑠𝑝
⏞

𝐹𝑑ℎ
𝑗 𝑚𝑑ℎ𝑐(𝑇𝑑ℎ,𝑠 ‒ 𝑇𝑠𝑡,𝑗)

‒
𝑄𝑙
⏞

𝑈𝐴𝑙,𝑗(𝑇𝑠𝑡,𝑗 ‒ 𝑇𝑎)
‒

𝑄𝑙𝑑
⏞

𝐹𝑑ℎ𝑤
𝑗 𝑚𝑑ℎ𝑤𝑐(𝑇𝑠𝑡,𝑗 ‒ 𝑇𝑑ℎ𝑤,𝑟)

+
𝑄𝑒𝑥
⏞

𝑘𝐴𝑗

(𝑇𝑠𝑡,𝑗 ‒ 1 + 𝑇𝑠𝑡,𝑗 + 1 ‒ 2𝑇𝑠𝑡,𝑗)
𝑦𝑗

+
𝑄𝑚𝑖𝑥
⏞

{𝑚𝑚𝑖𝑥,𝑗𝑐(𝑇𝑠𝑡,𝑗 ‒ 1 ‒ 𝑇𝑠𝑡,𝑗) 𝑖𝑓 𝑚𝑚𝑖𝑥,𝑗 > 0
𝑚𝑚𝑖𝑥,𝑗𝑐(𝑇𝑠𝑡,𝑗 ‒ 𝑇𝑠𝑡,𝑗 + 1) 𝑖𝑓 𝑚𝑚𝑖𝑥,𝑗 + 1 < 0�

(8

)

In this equation, the subscripts/superscripts j, dh, dhw, mix, st, l, s and r refer to the number of the node, 

district heating water flow, DHW flow, mixing flows between the nodes, the storage tank, heat losses, 

supply line and return line, respectively. Also, m, dt, A, y are, respectively, the mass of water in each 

node, the duration of each time step (10 s), the cross-section area of each node and the height of each 

node. 

Besides, two important parameters in this equation are  and . The value of these parameters Fdh,s
j Fdhw,s

j

is either 1 or 0.  indicates which node the district heating water lies into, and the  reveals Fdh,s
j Fdhw,s

j

which node the DHW return flow resides in. During the high-temperature mode, according to the 

explanation given,  is equal to 1 for the first node and 0 for the other nodes, while  should be Fdh,s
j Fdhw,s

j

1 for the bottom node and 0 for the others. Overall, these two factors may be calculated by:

𝐹𝑑ℎ
𝑗 = {1 𝑖𝑓 𝑗 = 1 𝐚𝐧𝐝 𝑇𝑑ℎ,𝑠 > 𝑇𝑠𝑡,𝑗

1 𝑖𝑓 𝑇𝑠𝑡,𝑗 + 1 < 𝑇𝑑ℎ,𝑠 < 𝑇𝑠𝑡,𝑗 ‒ 1
0 𝑖𝑓 𝑜𝑡ℎ𝑒𝑟𝑤𝑖𝑠𝑒 � (9)
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𝐹𝑑ℎ𝑤
𝑗 = {1 𝑖𝑓 𝑗 = 𝑁 𝐚𝐧𝐝 𝑇𝑑ℎ𝑤,𝑟 < 𝑇𝑠𝑡,𝑗

1 𝑖𝑓 𝑇𝑠𝑡,𝑗 + 1 < 𝑇𝑑ℎ𝑤,𝑟 < 𝑇𝑠𝑡,𝑗 ‒ 1
0 𝑖𝑓 𝑜𝑡ℎ𝑒𝑟𝑤𝑖𝑠𝑒 � (10)

As marked in Eq. 8, each of the statements on the left and right sides of the equation represent an energy 

flow in the control volume. Here, , , , ,  and  refer to the rate of heat stored in each Qstd Qsp Ql Qld Qex Qmix

control volume, the injected heat into each node, the heat loss from each node, the heat load flow for 

DHW preparation, the heat exchanged between the nodes via conduction and the heat transferred among 

the nodes due to the mixing flows effect. 

The above equation set can be solved by several numerical techniques such as the explicit Euler, the 

implicit Crank-Nicolson and Runge-Kutta methods. Fourth order Runge-Kutta method was employed 

in this work [28].

Regarding the substations, as discussed, each substation includes two plate heat exchangers.  

Considering counter-flow plate heat exchangers and an effectiveness factor of 0.8, the following 

equation series may be applied [29]:

𝑄ℎ𝑥 = 𝑄𝑑ℎ𝑤 𝑜𝑟 𝑄𝑠ℎ = 𝑈𝐴ℎ𝑥∆𝑇𝑙𝑚 (11)

where, Qhx is the heat transferred from the district heating water to the secondary side of the heat 

exchanger, and should be equal to the DHW demand (Qdhw) or space heating demand (Qsh) of the 

buildings. UAhx is the overall heat transfer coefficient of the heat exchanger and ΔTlm is the logarithmic 

mean temperature difference. The temperatures of the hot and cold flows outgoing from each heat 

exchanger are calculated by:

𝑇𝑚𝑎𝑥,𝑒 =

𝜀ℎ𝑥

𝑄𝑚𝑎𝑥
⏞

𝑚𝑚𝑖𝑛𝑐𝑚𝑖𝑛(𝑇𝑚𝑎𝑥,𝑖 ‒ 𝑇𝑚𝑖𝑛,𝑖)

𝑚𝑚𝑎𝑥𝑐𝑚𝑎𝑥
+ 𝑇𝑚𝑎𝑥,𝑖

(12)

𝑇𝑚𝑖𝑛,𝑒 = 𝑇𝑚𝑎𝑥,𝑖𝜀ℎ𝑥 + (1 ‒ 𝜀ℎ𝑥)𝑇𝑚𝑖𝑛,𝑖 (13)

in which, the subscript min refers to the fluid with the lower value of  and the superscript max C = mc

refers to the other fluid. In this equation,  is the maximum possible heat transfer rate through the Qmax

heat exchanger and εhx is the heat exchanger effectiveness factor given by:

𝜀ℎ𝑥 =
𝑈𝐴ℎ𝑥/𝐶𝑚𝑖𝑛

1 + 𝑈𝐴ℎ𝑥/𝐶𝑚𝑖𝑛
(14)
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The heat demand in the DHW section depends on the hot water draw-off the building. This includes the 

small hand-washing tapings, the draw-offs for taking a shower, dishwashing, etc. and cannot be 

calculated or estimated. Instead, there are some standard taping profiles for families with different sizes 

that can be used as sample draw-off patterns. The energy demand for space heating, on the other hand, 

depends on the local standard comfort temperature, the ambient temperature, the building stuck energy 

performance, the performance of the heat distribution facilities and personal preferences. The following 

equation calculates the rate of demand for space heating:

𝑄𝑠ℎ,𝑏 =
𝑄𝑠,𝑏
⏞

𝜌𝑎𝑉𝑎,𝑏 (𝑇𝑖𝑛
𝑡 + 1 ‒ 𝑇𝑖𝑛

𝑡)
+

𝑄𝑙,𝑏
⏞

𝜌𝑎𝑉𝑣𝑒𝑛 (𝑇𝑖𝑛 ‒ 𝑇𝑜𝑢𝑡) + 𝑈𝐴𝑙,𝑏(𝑇𝑖𝑛 ‒ 𝑇𝑜𝑢𝑡)
+

𝑄𝑠𝑡𝑑,𝑏
⏞

𝜌𝑏𝑚𝑉𝑏𝑚 (𝑇𝑏𝑚
𝑡 + 1 ‒ 𝑇𝑏𝑚

𝑡)
‒

𝑄𝑔,𝑏
⏞

𝑀

∑
𝑛 = 1

(𝐴𝑛IT(𝜏𝛼)𝑎𝑣𝑔)

(15

)

in which, the subscripts a, in, out, b and bm refer, respectively, to the air within the building, the indoor 

condition, the ambient condition, the building and the building stuck material. The superscript t is the 

time step counter (in seconds), and V represents the volume. As marked, each of the statements on the 

right side of the equation represents an energy flow coming in or going out of the building. The first 

term on the right is the rate of heat required to increase the indoor temperature. The summation of the 

second and the third terms calculate the total rate of heat losses from the building via ventilation and 

heat loss to the ambient. In these two terms,  is the volume flow rate of air replaced by fresh air for Vven

ventilation, and   is the overall heat loss coefficient of the building through the walls and windows. UAl,b

The fourth term indicates the rate of energy stored in the building stuck which will be zero in steady 

state conditions, and the last item calculates the rate of heat gain of the building due to solar irradiation. 

In this item, IT is the solar irradiation through the windows, An is the area of each of the windows and 

 refers to the average transmission-absorption coefficient of the windows and the internal (τα)avg

elements of the building exposed to the sun rays. M is the total number of apertures letting sun rays 

coming into the building. 

Calculating the energy demand of the network and the temperature drop through the pipe, one could size 

the pipeline of the district heating system. This includes dimensioning of the main distribution pipes, 

the street branches and house-connection pipes. For this, information about the supply and return 

temperatures are required. Naturally, the pipeline is such sized that it may carry the maximum heat load 

of the network based on the maximum allowed velocity through the pipes, i.e. 2 m/s. The following 

equation is used for sizing the pipeline:

𝑑𝑛,𝑝 = ( 4𝑄𝑚𝑎𝑥

𝜌𝜋𝑢𝑚𝑎𝑥𝑐∆𝑇)0.5

(16)
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where, dn,p is the nominal diameter of each section of the pipeline,  is the maximum heat load of Qmax

the given pipeline section, umax is the maximum velocity of water in the pipe, and ΔT is the temperature 

difference between the return and supply lines. 

It bears mentioning that the simulation of the performance of the system via the above presented 

mathematical model is accomplished via programming in MATLAB. 

5. Results and discussions

In this section, the results of the simulations on the NUTDH system and the other district heating 

schemes are presented. For this, first, one needs to create rational demand profiles for the network. For 

DHW draw-off profile, the following standard draw-off pattern (detailed in Table 2), which is 

recommended for a medium-sized family, is used. According to the table, there are several hand washing 

draw-offs (A) with a flow rate of 3 lit/min each, two shower draw-offs a day (B) with the flow rate of 6 

lit/min each, and two further draw-offs with the flow rate of 4 lit/min (C and D). 

Table 2 Standard DHW tapping pattern for a medium-sized dwelling.

min 00 05 30 01 15 30 45 00 30 30 30 45 45 30 30 30 00 15 30 00 30 15 30

Time
hr 7 7 7 8 8 8 8 9 9 10 11 11 12 14 15 16 18 18 18 19 20 21 21

Draw-off Type A B A A A A A A A A A A C A A A A A A A D A B

Information A: 0.105 kWh;  3 lit/min
C: 0.315 kWh; 4 lit/min

B: 1.4 kWh; 6 lit/min
D:  0.735 kWh; 4 lit/min

The total daily draw-off of this pattern is 100 lit for each building. As this profile seems lighter than 

real-life water tapping, a correction factor of 25% is used to weight up the loads in each category. For 

making the DHW profile of the whole network, this profile is randomized for all of the buildings. This 

is simply done in MATLAB. Fig. 8 shows the resultant DHW demand of the whole network over a 

sample day. In practice, a larger draw-off trend should be observed during early-morning and early-

evening hours. Although this trend is not observed in the figure, the logical total daily tapping value and 

the fluctuating trend of the profile make the pattern an appropriate reference for the simulations.   
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Fig. 8 DHW draw-off profile of the entire network during a day.

The space heating demand of the network is calculated by considering several factors, such as the 

ambient temperature, the standard comfort temperature, the buildings stuck thermal performances, etc. 

Fig. 9 illustrates the ambient temperature of Urupema in a monthly averaged format over the entire year 

2015 [30].
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Fig. 9 Information about the ambient temperature of Urupema city in 2015.

As an important factor on the space heating demand of the network, the solar irradiation in this area is 

also needed. Fig. 10 presents information about the minutely measured solar irradiation on a horizontal 

surface with 1 m2 area in Urupema during 2015 [30]. 
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Fig. 10 solar irradiation availability in the case study during 2015.

For the buildings of the network, according to [31], an average overall heat loss factor of 0.93 W/m².K 

is considered. This is based on 2.32 W/m².K for windows (20% of the building shell surface), 0.625 

W/m².K for walls (30%), 0.5 W/m².K for roofs (25%) and 0.625 W/m².K for the floor including cold 

bridges (25%). As all the buildings in the network are considered to be residential, the average hourly 

air exchange rate for ventilation is 0.5 m³/h per m³ of the heated building volume. The average daily 

internal gain of the building due to the inhabitants’ metabolism effects is 2.3 oC [31].

In Brazil, the standard NR 17-Ergonomics from 1990 defines the acceptable thermal comfort conditions 

by defining the limits of effective temperature between 20 and 23 °C, air velocity is set to be less than 

0.75 m/s and humidity should be above 40% [32]. In this work, the desired indoor temperature is set on 

22 oC. Having said all these, one may calculate the space heating demand of each of the buildings, and 

subsequently, the entire network. Fig. 11 presents information about the heating demand of each of the 

buildings over the year. Clearly, as the comfort temperature and the characteristics of the buildings are 

considered the same, similar heat demand profile is obtained for all of the end-users in the network. 
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Fig. 11 Space heating demand of each building in the network over the year.

Having the randomized draw-off profile of the network and the space heating demand of the buildings, 

one may calculate the instantaneous total demand (space heating + hot water) of the entire network for 

each of the considered district heating schemes. Fig. 12 shows how different designs could result in the 

change of the district heating load. The figure is presented for three days of summer and three days in 

winter. The data is not presented for the entire year because this makes the graphs unreadable.  

Fig. 12 The heat demand of various district heating systems for the case study over sample days.

According to the figure, the NUTDH system has a peak demand twice a day, i.e. when the heat storage 

units are charged. This decreases the load considerably during the rest of the day, even to a zero during 

the hot season. Between the two schemes of the ULTDH system, it is well observed how the IEHU 

would lead to a lower load because this system is for space heating only. 

The main advantage of the heat pumps is enabling the ULTDH system to cover the DHW demand of 

the buildings, though it makes the substation be dependent on the electricity of the building and increases 

the cost of the substation dramatically. The heating duty of the ULTDH-HPFU system is calculated as:

𝑄𝑢𝑙𝑡 ‒ ℎ𝑝𝑓 = 𝑄𝑠ℎ + 𝑄 '
𝑑ℎ𝑤; 𝒘𝒉𝒆𝒓𝒆: 𝑄 '

𝑑ℎ𝑤 = 𝑄𝑑ℎ𝑤 ‒ 𝑄𝑐𝑜𝑛𝑑 ‒ ℎ𝑝 (17)

in which,  is the total heat load of a building when employing a ULTDH-HPFU scheme,  Qult ‒ hpf Q '
dhw

is the share of the district heating system in DHW preparation of the building,  is the heat Qcond ‒ hp

provided via the condenser of the heat pump for DHW supply. The electricity required to derive the heat 

pump is calculated by: 

𝐸ℎ𝑝 =  
𝑄𝑐𝑜𝑛𝑑 ‒ ℎ𝑝

𝛽ℎ𝑝
=

𝑄𝑑ℎ𝑤 ‒ 𝑄 '
𝑑ℎ𝑤

𝛽ℎ𝑝
 (18)
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where,  is the coefficient of performance of the heat pump, assumed to be equal to 3 in this work.βhp

Regarding the 3GDH scheme, it can be seen how employing a local storage tank can help for peak 

shaving in the network, decreasing the design capacity of the network. This peak shaving effect can be 

much more sensible if the draw-off is based on a large-scale family rather than the medium-sized 

families considered in this work. 

Having the profiles of the instantaneous heat demands, and taking into account the design supply and 

return temperatures, one could see the differences between the flow rates of district heating water 

through the main distribution pipelines in each of the five different schemes. Fig. 13 gives information 

about this parameter. According to the figure, the flow rate in the 3GDH system is considerably lower 

than the other two designs. This is mainly because of the larger temperature difference between the 

supply and return lines in this scheme. In the ULTDH system, expectedly, the flow rate for the IEHU is 

smaller because it is only responsible for space heating. 

Fig. 13 Flow rate of district heating water through the pipeline of each of the considered cases.

Having the demands and flow rate profiles, the first step for analyzing the district heating systems is 

sizing the pipeline of each of the considered schemes. Table 3 presents detailed information about the 

size of pipes in various cases for the case study. It should be mentioned that for both of the 3GDH-

DHSU and the ULTDH-HPFU systems small house connection pipes are obtained, however, these 

values are adjusted to 10 mm as the smallest possible house connection pipes. Note that the obtained 

dimensions for each of the systems may be different from the realistic systems and the main reason for 

this is the lack of realistic data for the DHW draw-off of the network.   

Table 3. Size of the pipes for each of the considered systems.

3GDH ULTDH NUTDH
DHSU IHEU IEHU HPFU DHW Line SH Line

House Connection (Ø, mm) 10 11 10 15 10 10
Street Branch, 0-200 m (Ø, mm) 24 27 40 42 17 40
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Street Branch, 201-400 m (Ø, mm) 17 21 28 31 14 28
Main Pipe, Part I (Ø, mm) 54 56 89 91 60
Main Pipe, Part II (Ø, mm) 49 51 79 81 54
Main Pipe, Part III (Ø, mm) 42 44 69 71 46
Main Pipe, Part IV (Ø, mm) 34 37 56 58 38
Main Pipe, Part V (Ø, mm) 24 26 40 41 27

As seen, a 3GDH system with a DHSU substation configuration results in the smallest pipe dimensions. 

The main reason for this is the peak shaving that the storage tanks provide. On the other hand, the 

ULTDH system, with both substation types, requires the largest dimensions of the pipes. This is due to 

the small temperature difference of the district heating medium in the supply and return lines, i.e. only 

15 oC. The NUTDH system needs the second largest pipes in the network because of the sharp sudden 

increase in the heat load of the system when the high-temperature supply starts. This can be modified 

through an optimization of the charging process of the heat storage units and the operation strategy of 

the flow control valves, which is the next part of this research project.  

Having the dimensions of the pipelines and the flow rate of the water through the pipelines, one could 

make a comparison between the levels of pressure drop in each of the five scenarios. Naturally, when 

the pressure drop value is known, the amount of work required for the booster pumps to compensate the 

pressure losses may be calculated. Fig. 14 presents information about the instantaneous rate of pressure 

loss over the whole network for the various cases. The pressure drop profiles are only presented for 10 

days in February as the hottest and 10 days of July as the coldest periods of the year. As seen, both of 

the 3GDH schemes show the lowest rates of pressure drop with a maximum rate of 1.7 MPa, because of 

the smaller flow rate of water through the pipeline. The NUTDH presents the highest rate of pressure 

drop with a peak value of 3.9 MPa.

Fig. 14 Pressure loss rate in the entire pipeline for various cases.

Fig. 15 (a, b and c) shows the rate of heat losses in the five considered scenarios. 
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Fig. 15 The rate of heat losses in the entire pipeline of the considered scenarios for an entire year.

As seen, expectedly, both of the ULTDH systems show the best performances among the considered 

cases. This is mainly due to its ultralow temperature of supply along the pipeline all the time. Among 

these two, the system with the electrical heater performs insignificantly better because of the lower 

heating duty and consequently lower mass flow rate and smaller dimension of the pipes. It can be seen 

that the NUTDH system performs far better than both of the 3GDH schemes and its heat loss rate is not 

considerably higher than the ULTDH cases. Among the 3GDH systems that show the poorest 

performances among the five scenarios, the system with IHEU substation shows a better performance 

because of the heat losses from the storage tanks in each substation.  

Considering the presented information about the performance of the various systems, Table 4 gives 

statistics about the total annual heat loss from the pipeline and the total annual pump work in each 

system. The table also presents the annual rate of heat loss, defined as the total annual amount of heat 

dissipated from the systems divided by that supplied to the network over the whole year. According to 

the table, and confirming the discussion above, it can be seen that the 3GDH-DHSU has the highest 

annual heat lost rate of 138.6 MWh and the low required pump work of 1.4 MWh. The 3GDH-IHEU 

system offers the lowest required amount of pump work with only 1.1 MWh while its annual heat loss 

is about the high value of 110 MWh. The high operating temperatures (that not only cause the highest 

rate of heat losses but also make the utilization of low-grade renewable energy and waste heat flows 

difficult) is the main reason why the 3GDH system is not compatible with the 4GDH system standards.  

On the other hand, the ULTDH-IHEU and ULTDH-HPFU systems offer the lowest rate of losses of 45 

MWh and 49.5 MWh, and the low pump works of 1.2 MWh and 1.4 MWh, respectively. A ULTDH 

system should definitely present the lowest rate of loss because of its ultralow-temperature all the time. 

As such, its low rate of pump work is because this system is in off during many periods of the year. 

Although the ULTDH system, in both substation types, presents the lowest rates of losses, this 

technology is not compatible with the 4GDH system requirements. The first reason for this is that it does 
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not provide the DHW of the end-users, and it needs an auxiliary heater for this purpose (i.e. the electrical 

heater and the heat pump). As seen in the last row of the table, the ULTDH schemes are the only 

technologies that do not cover all the heating demand of the network, i.e. 75% demand coverage by the 

IEHU and 83% coverage by the HPFU. The table shows that the ULTDH-IEHU and ULTDH-HPFU 

systems consume a total annual of 231.2 MWh and 77.1 MWh electricity in the buildings, respectively. 

This is in contrast with the main objective of district energy systems, i.e. to make the buildings 

independent of standalone energy systems. In addition, the previous studies show that the ULTDH-

HPFU system does not offer a good cost-effectiveness, mainly due to the high cost of the heat pump in 

the substation [33]. Besides, the ULTDH systems require additional legionella prevention/elimination 

processes as the temperature range of 25-45 oC is the most appropriate condition for legionella growth 

and multiplication. 

Finally, according to the table, the NUTDH system offers the highest pump work of 6.9 MWh for a year. 

This is not considered as a drawback as long as this system can provide the very low rate of heat loss of 

64.2 MWh, which is almost half the 3GDH systems losses. This is equal to the interesting annual heat 

loss rate of 3.6%. Note that these values are much smaller than real life district heating systems where, 

for example, a regular 3GDH presents about 25-30% of heat loss. This is because, in this work, the heat 

loss from the distribution pipes is not taken into account by considering the heat production chain just 

near to the network. For the transmission losses of different cases, the given loss rate values could be 

simply scaled with the same ratios to each other. 

Considering the presented results, one may conclude that the proposed NUTDH system may be an 

appropriate solution for the 4GDH system. This can be concluded because:

(i) it offers a very low rate of loss, 

(ii) its very low average supply temperature facilitates the utilization of low-grade renewable 

technologies and waste heat flows.

(iii) the risk of legionella is totally solved via the periodic thermal disinfections (high-temperature 

operations). 

Table 4 The details of the overall performance of various district heating cases in an entire year.

DH Scheme 3GDH ULTDH
Substation Configuration IHEU DHSU IEHU HPFU

NUTDH

Total Annual Work of Pump (MWh) 1.1 1.4 1.2 1.4 6.9
Total Annual Heat Lost (MWh) 109.2 138.6 45.0 49.5 64.2

Rate of Heat Loss (%) 6.2 7.8 2.8 2.9 3.6
In-Building Electricity Use (MWh) 0 0 231.2 77.1 0

Rate of Demand Coverage (%) 100 100 75 83 100

Hereafter, some of the key factors in the design and dimensioning of the NUTDH system are discussed. 

One of the key parameters in designing the NUTDH system for the case study is the size of the storage 

tanks for each neighborhood/street. Naturally, the larger the storage tanks are, the slower they are 



ACCEPTED MANUSCRIPT

22

discharged. Meanwhile, a larger storage tank has a higher cost and a larger rate of loss. Technically, 

based on the Brazilian DHW standard, the minimum top-node temperature of the storage tank should 

be 60 oC. Considering the effectiveness factor of the heat exchangers, the storage tank volume that 

provides the minimum top-node temperature of 65 oC during the year is opted as the optimal tank volume 

in this work. Fig. 16 shows the minimum top-node temperature observed among all the storage tanks in 

the network for various volumes. According to the table, a heat storage unit with 0.61 m3 is the best 

choice for this system. 

Fig. 17 shows the supply temperature of the storage tanks in the network over the two-hour charging 

periods in two typical seasonal days, i.e. one in summer and another in winter. This is an index of 

showing how the temperature drops along the pipeline. As seen, the level of temperature drop is larger 

for the further storage tanks because of the longer distance that the fluid passes and due to the reduction 

of the mass flow rate after each street, which increases the rate of heat losses. In addition, it is observed 

that the temperature drop during the summer day is larger. This is reasonable because the mass flow rate 

through the pipes is smaller in the summer and this causes a larger temperature drop along the pipe. 

Overall, the level of temperature drop is not significant due to the small length of the pipeline.

Fig. 16 Dimensioning the storage tanks in the NUTDH system.
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Fig. 17 Supply temperature of the storage tanks in two different sample days, ST: storage tank.

The next step is to present the results of the simulations accomplished on the heat storage tanks. Before 

that, one should validate the model and the numerical method used for this purpose. For this, the 

numerical results are compared with the experimental results reported in [34] for a storage tank with the 

height of 1.93 m, a diameter of 1.16 m, and an insulation thickness of 0.05 m. The tank is initially at the 

uniform temperature of 20.5 oC and is charged with a hot water flow at 39 oC and specific flow rates. 

The detailed characterisics of the tank and the experiment conditions are given in the reference work 

[34]. Fig. 18 makes a comparison of the numerical and experimental results for the given heat storage 

tank when hot water with a mass flow rate of 1364 kg/h is applied to charge the tank for 0.5 h, 1 h, and 

1.5 h.
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Fig. 18 Comparison of the numerical and experimental storage tank temperature distribution profiles.
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As can be seen, there is a strong agreement between the layer temperatures predicted by the model and 

those reported by the experimental work. Therefore, the numerical model and method used for the 

stratified heat storage tanks can be reliably used in this work. 

Fig. 19 shows the variation of the temperature of the storage tanks (at three levels of bottom, middle and 

top) over a sample winter day. This figure shows how the storage tank is charged during the charging 

time and how it is discharged when the system is in low-temperature mode. As the figure shows, all the 

nodes approach the supply high temperature during the charging phases. It is seen that the temperature 

profile of the bottom node of the tanks fluctuates more sharply. This is because the hot water of the 

upper nodes is replaced by the colder yet warm water of their below nodes, whereas for the bottom node, 

it is replaced by the cold water of the district heating return line (at 35 oC). 

Fig. 19 Temperature of the tanks in different nodes over a sample winter day.

As discussed, the NUTDH system has two supply lines after the heat storage units, one for space heating 

and the other for supplying the DHW demand of the users. Fig. 20 and 21 compare the supply 

temperatures of a few buildings (building 1 in street I, building 10 in street III and building 20 in street 

V) in their DHW and space heating lines, respectively. These graphs are also presented for one winter 

day and one summer day. Note that, the DHW flow with a temperature higher than the standard value 

is mixed with cold water to reach the desired temperature level. 
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Fig. 20 DHW supply temperature of a few buildings in the network.

Fig. 21 Space heating supply temperature of a few buildings in the network.

6. Conclusion

In this work, the novel concept of NUTDH system was proposed and thermodynamically analyzed. The 

main objective of this work is to introduce the new heat supply technology that strongly meets the 4GDH 

systems’ criteria, i.e. a very low heat loss rate; low supply/return temperatures so that low-grade 

renewable technologies and waste heat sources may integrate, etc. The system was precisely designed 

and sized in all the components and its performance was analyzed for a case study in Brazil. The results 

were compared with those obtained for the performance of other competitive district heating schemes, 

i.e. ULTDH and 3GDH systems with different substation configurations. The results showed that the 

system might sufficiently provide the required heat of the whole network for both space heating and 

DHW uses. It was proved that the NUTDH system, with a total annual loss of about 64 MWh, is 
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extremely more efficient than the 3GDH in both substation configurations with the annual heat losses 

of about 109 MWh and 138 MWh. The NUTDH loss is slightly higher than the ULTDH schemes with 

the annual heat losses of about 45 MWh and 50 MWh. Even though the loss of the proposed system is 

higher than the ULTDH schemes, it is still superior because not only the ULTDH schemes do not cover 

the DHW demand of the end-users and require in-building electricity supply, which is a serious 

drawback, but also they need additional legionella prevention measures. In addition, the ULTDH-HPFU 

system suffers from the too high cost of capital of the substation. Overall, the NUTDH system showed 

a high feasibility for being a dominant district heating scheme in the future, though it still needs more 

investigations in various techno-economic aspects to address the technical and practical gaps before 

being broadly implemented. 
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 The concept of non-uniform temperature district heating is proposed and analyzed.

 The system works based on both ultralow- and medium-temperature modes every day. 

 Neighborhood-scale storage tanks are used for domestic hot water demand coverage.

 The performance of the system is simulated and analyzed over an entire year.

 The system shows better efficiency and demand coverage compared to other schemes.


