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Abstract 

Under the concept of "Industry 4.0", production processes will be pushed to be increasingly interconnected, 
information based on a real time basis and, necessarily, much more efficient. In this context, capacity optimization 
goes beyond the traditional aim of capacity maximization, contributing also for organization’s profitability and value. 
Indeed, lean management and continuous improvement approaches suggest capacity optimization instead of 
maximization. The study of capacity optimization and costing models is an important research topic that deserves 
contributions from both the practical and theoretical perspectives. This paper presents and discusses a mathematical 
model for capacity management based on different costing models (ABC and TDABC). A generic model has been 
developed and it was used to analyze idle capacity and to design strategies towards the maximization of organization’s 
value. The trade-off capacity maximization vs operational efficiency is highlighted and it is shown that capacity 
optimization might hide operational inefficiency.  
© 2017 The Authors. Published by Elsevier B.V. 
Peer-review under responsibility of the scientific committee of the Manufacturing Engineering Society International Conference 
2017. 

Keywords: Cost Models; ABC; TDABC; Capacity Management; Idle Capacity; Operational Efficiency 

1. Introduction 

The cost of idle capacity is a fundamental information for companies and their management of extreme importance 
in modern production systems. In general, it is defined as unused capacity or production potential and can be measured 
in several ways: tons of production, available hours of manufacturing, etc. The management of the idle capacity 

Procedia Manufacturing 28 (2019) 114–120

2351-9789 © 2019 The Authors. Published by Elsevier B.V.
This is an open access article under the CC BY-NC-ND license (https://creativecommons.org/licenses/by-nc-nd/4.0/)
Peer-review under responsibility of the scientific committee of the International Conference on Changeable, Agile, Reconfigurable 
and Virtual Production.
10.1016/j.promfg.2018.12.019

2351-
This i
Peer-r
Produ

P

bS

Abst

Incre
the m
deve
produ
the p
ident
that 
aspec
manu
 
© 20
This 
Peer-
and V

Keyw

 
* C

E

-9789 © 2019 Th
is an open access
review under resp
uction.  

Internatio

Invest
Platform

aD
School of Enginee

tract 

easing product v
main drivers f
loped and utili
ucts and manuf
platform-based 
tify practices fo
has successfull
cts of the co-de
ufacturing syste

019 The Author
is an open acce

-review under re
Virtual Producti

words: Co-develop

 

Corresponding aut
E-mail address: al

A

he Authors. Publis
s article under the
ponsibility of the

onal Confer

tigating 
m-based C

A
epartment of Mat

ering, Departmen

variety, rapid n
for developing 
ized jointly wit
facturing system
co-developmen

or platform-bas
ly transitioned 

evelopment pro
ems, in order to

rs. Published by
ess article unde
esponsibility of 
ion. 

pment; Changeab

thor. Tel.: +45 61
la@mp.aau.dk 

Available onlin

Sci
Procedia Man

shed by Elsevier 
e CC BY-NC-ND
e scientific comm

rence on Ch

the Tran
Co-deve

Ann-Louis
terials and Produ
t of Industrial En

new product intr
changeable an

th product plat
ms remain limit
nt project and 
ed co-developm
towards chang

cess and projec
o achieve chang

y Elsevier B.V. 
r the CC BY-N

f the scientific co

ble manufacturing

167 6375. 

e at www.scie

enceDire
nufacturing 00 (20

B.V. 
D license (https://c

ittee of the Intern

hangeable, A

nsition to
elopment

Syst
se Anderse
uction, Aalborg U
ngineering and M

roductions, vola
nd reconfigurab
forms. Howeve
ted in previous 
process. There

ment of product
geability throug
ct, providing ini
geability and rec

NC-ND license (
ommittee of the

g; Reconfigurable

encedirect.com

ect 

019) 000–000 

creativecommons
national Conferen

Agile, Recon

owards C
t of Prod
tems 
ena,* and C
University, Fibige

Management, Jönk

atile market dem
able manufactu
er, methodolog
research, includ

efore, the objec
ts and manufac
gh platform-ba
itial insight into
configurability.

(https://creative
e International C

e manufacturing; 

m 

s.org/licenses/by-
nce on Changeabl

nfigurable a

Changea
ducts an

arin Rösiö
erstraede 16, Aalb
köping University

mands, and pre
ring systems c

gies to support
ding lack of kn
ctive of the res
turing systems 

ased co-develop
o how to enable
   

ecommons.org/l
Conference on C

Co-evolution; Pl

www.elsevier.

nc-nd/4.0/) 
le, Agile, Reconfi

and Virtual 

ability th
d Manuf

b 
borg 9220, Denm
y, Gjuterigatan 5,

ssure for cost re
constituting pla
platform-based
owledge on suc
earch presented
through a case 

pment. The fin
e joint developm

licenses/by-nc-n
Changeable, Agi

latforms.  

.com/locate/proce

figurable and Virt

Production

hrough 
facturing

mark
 Jönköping, Swed

reductions are a
atforms that ca
d co-developme
ccessful practic
d in this paper

e study of a com
ndings cover va
ment of product

-nd/4.0/) 
ile, Reconfigura

edia 

tual 

n 

g 

den

among 
an be 
ent of 

ces for 
r is to 
mpany 
arious 
ts and 

able 

10.1016/j.promfg.2018.12.019 2351-9789

© 2019 The Authors. Published by Elsevier B.V.
This is an open access article under the CC BY-NC-ND license (https://creativecommons.org/licenses/by-nc-nd/4.0/)
Peer-review under responsibility of the scientific committee of the International Conference on Changeable, Agile, Reconfigurable 
and Virtual Production.

2351-
This i
Peer-r
Produ

P

bS

Abst

Incre
the m
deve
produ
the p
ident
that 
aspec
manu
 
© 20
This 
Peer-
and V

Keyw

 
* C

E

-9789 © 2019 Th
is an open access
review under resp
uction.  

Internatio

Invest
Platform

aD
School of Enginee

tract 

easing product v
main drivers f
loped and utili
ucts and manuf
platform-based 
tify practices fo
has successfull
cts of the co-de
ufacturing syste

019 The Author
is an open acce

-review under re
Virtual Producti

words: Co-develop

 

Corresponding aut
E-mail address: al

A

he Authors. Publis
s article under the
ponsibility of the

onal Confer

tigating 
m-based C

A
epartment of Mat

ering, Departmen

variety, rapid n
for developing 
ized jointly wit
facturing system
co-developmen

or platform-bas
ly transitioned 

evelopment pro
ems, in order to

rs. Published by
ess article unde
esponsibility of 
ion. 

pment; Changeab

thor. Tel.: +45 61
la@mp.aau.dk 

Available onlin

Sci
Procedia Man

shed by Elsevier 
e CC BY-NC-ND
e scientific comm

rence on Ch

the Tran
Co-deve

Ann-Louis
terials and Produ
t of Industrial En

new product intr
changeable an

th product plat
ms remain limit
nt project and 
ed co-developm
towards chang

cess and projec
o achieve chang

y Elsevier B.V. 
r the CC BY-N

f the scientific co

ble manufacturing

167 6375. 

e at www.scie

enceDire
nufacturing 00 (20

B.V. 
D license (https://c

ittee of the Intern

hangeable, A

nsition to
elopment

Syst
se Anderse
uction, Aalborg U
ngineering and M

roductions, vola
nd reconfigurab
forms. Howeve
ted in previous 
process. There

ment of product
geability throug
ct, providing ini
geability and rec

NC-ND license (
ommittee of the

g; Reconfigurable

encedirect.com

ect 

019) 000–000 

creativecommons
national Conferen

Agile, Recon

owards C
t of Prod
tems 
ena,* and C
University, Fibige

Management, Jönk

atile market dem
able manufactu
er, methodolog
research, includ

efore, the objec
ts and manufac
gh platform-ba
itial insight into
configurability.

(https://creative
e International C

e manufacturing; 

m 

s.org/licenses/by-
nce on Changeabl

nfigurable a

Changea
ducts an

arin Rösiö
erstraede 16, Aalb
köping University

mands, and pre
ring systems c

gies to support
ding lack of kn
ctive of the res
turing systems 

ased co-develop
o how to enable
   

ecommons.org/l
Conference on C

Co-evolution; Pl

www.elsevier.

nc-nd/4.0/) 
le, Agile, Reconfi

and Virtual 

ability th
d Manuf

b 
borg 9220, Denm
y, Gjuterigatan 5,

ssure for cost re
constituting pla
platform-based
owledge on suc
earch presented
through a case 

pment. The fin
e joint developm

licenses/by-nc-n
Changeable, Agi

latforms.  

.com/locate/proce

figurable and Virt

Production

hrough 
facturing

mark
 Jönköping, Swed

reductions are a
atforms that ca
d co-developme
ccessful practic
d in this paper

e study of a com
ndings cover va
ment of product

-nd/4.0/) 
ile, Reconfigura

edia 

tual 

n 

g 

den

among 
an be 
ent of 

ces for 
r is to 
mpany 
arious 
ts and 

able 
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1. Introduction 

Changeability is defined as the ability of the manufacturing system to accomplish early and foresighted 
adjustments of structures and processes in response to change impulses [1]. A continuous adaption of the 
manufacturing system enables a symbiotic co-evolution between variants, parts, and features in the product domain 
and processes, equipment, and capabilities in the manufacturing domain [2]. Such symbiotic relations and changes 
can happen e.g. when a need for higher production volume occurs, when new variants are introduced, or with the 
introduction of new product families, which requires changes in the manufacturing system to varying extent 
depending on the magnitude of the change in the product domain [2]. Usually, changes and evolution in the product 
domain are managed through the use of modular product architectures and product platforms, which to some extent 
support reuse of processes and equipment across different product variants, thereby increasing adaptability of the 
manufacturing systems [2, 3]. However, in the manufacturing domain, adaptability can be further increased either 
through flexibility that is built-in a priori or through reconfigurability that ensures functionality and capacity on 
demand, as well as provides customized flexibility to reduce the traditional trade-off between scale and scope [4]. In 
order to achieve this fast adaption, the reconfigurable manufacturing system is built on a modular system 
architecture and constitutes a platform that can be developed and utilized jointly with the product platforms, which 
promotes platform-based co-development of products and manufacturing [5]. However, methodologies to support 
platform-based co-development of products and manufacturing systems remain limited in previous research, 
including lack of knowledge of successful practices for the platform-based co-development project and process. 
Therefore, the objective of the research presented in this paper is to identify practices for platform-based co-
development of products and manufacturing systems, in order to increase knowledge on how to successfully 
transition towards changeability and reconfigurability. 

2. Related Research 

2.1. Product and Manufacturing System Platforms 

Platform-based co-development of products and manufacturing systems can be defined as a particular type of co-
development, where pre-defined platforms for the product and for the manufacturing system exist and instantiations 
of these platforms emerge in symbiosis through e.g. reconfiguration, redesign, or new developments [5]. Within the 
product domain, platforms, modular architectures, and product families have been researched extensively and 
applied widely in practise for supporting efficient production of variety through reuse of manufacturing processes 
and equipment across different product variants, thereby increasing adaptability of the manufacturing systems [2, 3]. 
In the manufacturing domain, changeable manufacturing paradigms have been emphasized for supporting high 
product variety and volatile market demands, e.g. flexible and reconfigurable manufacturing concepts [4, 6]. The 
concept of the reconfigurable manufacturing system (RMS) was introduced in the 1990’s as an intermediate 
manufacturing system paradigm in-between the extremes of the flexible manufacturing system (FMS) with general 
built-in a priori flexibility and the dedicated manufacturing system (DMS) with high efficiency, but limited 
functionality [7]. The key principles of the RMS are modularity, integrability, customization, and diagnosability, 
which supports the system being both changeable in functionality and capacity, as well as efficient during operation 
[7, 8]. Thus, the concept of RMS is closely connected to the platform concept, as the system is built on modular 
system architecture and as such constitute a platform that can be developed and utilized jointly with the product 
platform [5].  

2.2. Platform-based Development and Co-Development 

Platform-based product development including modular architectures and product families have received 
extensive attention in previous research [9], e.g. how to develop modular products [3], development and 
visualisation of product families [10], and holistic development for product families [11]. Likewise, on the 
manufacturing side, the design of platform-based manufacturing systems has received attention as well, e.g. design 
of changeable and reconfigurable manufacturing systems [12-14], development of modular manufacturing [15], and 

http://crossmark.crossref.org/dialog/?doi=10.1016/j.promfg.2018.12.019&domain=pdf
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1. Introduction 

Changeability is defined as the ability of the manufacturing system to accomplish early and foresighted 
adjustments of structures and processes in response to change impulses [1]. A continuous adaption of the 
manufacturing system enables a symbiotic co-evolution between variants, parts, and features in the product domain 
and processes, equipment, and capabilities in the manufacturing domain [2]. Such symbiotic relations and changes 
can happen e.g. when a need for higher production volume occurs, when new variants are introduced, or with the 
introduction of new product families, which requires changes in the manufacturing system to varying extent 
depending on the magnitude of the change in the product domain [2]. Usually, changes and evolution in the product 
domain are managed through the use of modular product architectures and product platforms, which to some extent 
support reuse of processes and equipment across different product variants, thereby increasing adaptability of the 
manufacturing systems [2, 3]. However, in the manufacturing domain, adaptability can be further increased either 
through flexibility that is built-in a priori or through reconfigurability that ensures functionality and capacity on 
demand, as well as provides customized flexibility to reduce the traditional trade-off between scale and scope [4]. In 
order to achieve this fast adaption, the reconfigurable manufacturing system is built on a modular system 
architecture and constitutes a platform that can be developed and utilized jointly with the product platforms, which 
promotes platform-based co-development of products and manufacturing [5]. However, methodologies to support 
platform-based co-development of products and manufacturing systems remain limited in previous research, 
including lack of knowledge of successful practices for the platform-based co-development project and process. 
Therefore, the objective of the research presented in this paper is to identify practices for platform-based co-
development of products and manufacturing systems, in order to increase knowledge on how to successfully 
transition towards changeability and reconfigurability. 

2. Related Research 

2.1. Product and Manufacturing System Platforms 

Platform-based co-development of products and manufacturing systems can be defined as a particular type of co-
development, where pre-defined platforms for the product and for the manufacturing system exist and instantiations 
of these platforms emerge in symbiosis through e.g. reconfiguration, redesign, or new developments [5]. Within the 
product domain, platforms, modular architectures, and product families have been researched extensively and 
applied widely in practise for supporting efficient production of variety through reuse of manufacturing processes 
and equipment across different product variants, thereby increasing adaptability of the manufacturing systems [2, 3]. 
In the manufacturing domain, changeable manufacturing paradigms have been emphasized for supporting high 
product variety and volatile market demands, e.g. flexible and reconfigurable manufacturing concepts [4, 6]. The 
concept of the reconfigurable manufacturing system (RMS) was introduced in the 1990’s as an intermediate 
manufacturing system paradigm in-between the extremes of the flexible manufacturing system (FMS) with general 
built-in a priori flexibility and the dedicated manufacturing system (DMS) with high efficiency, but limited 
functionality [7]. The key principles of the RMS are modularity, integrability, customization, and diagnosability, 
which supports the system being both changeable in functionality and capacity, as well as efficient during operation 
[7, 8]. Thus, the concept of RMS is closely connected to the platform concept, as the system is built on modular 
system architecture and as such constitute a platform that can be developed and utilized jointly with the product 
platform [5].  

2.2. Platform-based Development and Co-Development 

Platform-based product development including modular architectures and product families have received 
extensive attention in previous research [9], e.g. how to develop modular products [3], development and 
visualisation of product families [10], and holistic development for product families [11]. Likewise, on the 
manufacturing side, the design of platform-based manufacturing systems has received attention as well, e.g. design 
of changeable and reconfigurable manufacturing systems [12-14], development of modular manufacturing [15], and 
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development of classification schemes for manufacturing as a basis for process platform identification [16]. 
Nevertheless, research within each of these domains does not explicitly focus on co-development and on how to 
successfully develop platform-based systems in concert with each other. In regard to this, Michaelis and 
Johannesson address the importance of modelling interfaces and interactions in the product and manufacturing 
system domains, as well as between the two domains [5]. In line with this, Michaelis et al. [17] propose an 
integrated platform model for product and manufacturing to support development and Levandowski et al. [18] 
propose a set-based approach for development of an integrated product and manufacturing system platform. The 
modelling of products and processes was also addressed by Brunoe et al. [19] using a product-process ontology. The 
concept of co-evolution, which can be enabled by platform-based co-development, was introduced by ElMaraghy 
and AlGeddawy [2]. Accordingly, a methodology for co-platforming was introduced by ElMaraghy and Abbas [20, 
21] for synthesizing manufacturing systems through mapping product platform and non-platform features to 
platform and non-platform machines and capabilities using matrix formulation and manipulation and optimization. 
Tolio et al. [22] propose a model for co-evolution of products, processes, and manufacturing systems that can be 
used for analysing the level of integration and evolution of a company’s configuration approach in each domain, 
considering the impact of the structure of the organization. 

2.3. Methodology for Platform-based Co-development 

A design methodology is usually considered as containing knowledge in three areas to support practitioners: 1) 
models and rationalizations of the design and development process including activities and their sequence, 2) 
methods, tools, and techniques to be used within the process, and 3) corresponding terminology and concepts [23]. 
As described above, methodologies exist for both design and development within the domains of platform-based 
products and manufacturing. However, methodologies for platform-based co-development that cover the three 
aforementioned aspects are limited, as most related research cover methods and techniques to support the co-
development process. Systematic methodologies including steps, activities, and their sequences to be conducted in 
practice appear limited. Moreover, in previous research, co-development is largely approached solely from the 
process perspective, while both process and project perspectives on development are important determinants for 
success, as the process has to be appropriate for the task and the development project has to be designed accordingly 
[23].  

Conducting platform-based co-development is fundamentally different from traditional “over-the-wall” product 
and manufacturing development [17], which emphasizes the need for not only addressing co-development as a 
development process, but also as a project, e.g. how to organize the project in terms of length, size, organizational 
structure, resources, team composition, management, planning, decision-making, and task division. Consequently, 
the objective of the research presented in this paper is to identify practices for platform-based co-development of 
products and manufacturing systems, considering both the overall approach and supportive tools, as well as the 
organization of the development project. 

3. Case Study Methodology 

In order to address the research objective, a case study was conducted within a large Scandinavian company that 
has recently transitioned towards changeable and reconfigurable manufacturing systems through platform-based co-
development. The company has several customer segments and a broad product portfolio covering a range of 
product families for different applications. The company has various manufacturing and assembly sites worldwide. 
Recently, the company introduced a global strategy of increasing profitability, growth, and sustainability by 
developing common product architectures with shared technology based on standardized assembly processes, 
considering both current and future products and how to enable changeable multi-product assembly platforms. The 
company initiated product and assembly co-development in 2010 and successfully launched the first platform-based 
assembly line in 2017. The journey in between the project start and the launch of the new changeable assembly lines 
is the unit of analysis of this paper. In order to collect data, a case study protocol was developed containing 
procedures for on-site data collection and interviews in three areas: 1) the co-development process including applied 
methods and tools, 2) the organization and structure of the development project, and 3) the output of the co-
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development initiative, e.g. the final changeable setup and the product platform. In each area, further details were 
included regarding in which aspects and dimensions to seek data. Multiple sources of information were used; 1) 
semi-structured interview with one of the managers involved in the conceptual development, 2) archival records, 
incl. project documentation, meeting documentation, project presentation, etc., 3) semi-structured interview with 
project manager at specific site where detailed development and implementation was conducted, and 4) on-site 
observation at the new assembly line. In the following, the findings of the case study are presented.  

4. Case Study Findings 

4.1. Platform-based Co-Development Project 

 The company in which the case study was conducted is a market leader within its industry. Recently, the 
company initiated a new global strategy for product and manufacturing development, which involved joint 
development of platforms, in order to deal with increased variety and complexity in e.g. product volume, mix, sizes, 
parts, as well as in assembly tasks and tooling, thereby improving lead-times, increasing changeability in operations, 
and reducing development costs. To support this strategy, a global central project was initiated in 2010 with the aim 
of developing the concept for new changeable assembly setups built on a shared technology platform, in order to 
produce any existing and new variant of the product platform. This initial concept development project was 
conducted as a joint effort between product and manufacturing, aiming at developing a modular product architecture 
and platform, as well as increase changeability within assembly and logistics through a shared technology platform. 
The project commenced in different phases and lasted from 2010-2016 before the platform concepts were finally 
handed over to specific assembly sites for detailed development and implementation. The initial global co-
development project consisted of members from product development, technology, manufacturing, finance, and a 
notable number of participants from academia such as researchers with expertise on product realization, platform-
development, and changeable manufacturing. Moreover, the overall project was divided into parallel sub-projects 
within different specialisations, e.g. development of modular architecture or development of manufacturing 
concepts, however, extensive communication and joint involvement occurred in order to address interfaces and 
interactions in the product and manufacturing system domains. The primary outcomes of this initial global platform-
based co-development project was aligned concepts for a modular product architecture with defined standard 
interfaces including design guidelines for new products, and a concept for a manufacturing platform of standard 
technologies and enablers to deal with change and complexity. In 2016, these concepts were handed over to selected 
global sites for detailed development and implementation. In each of these sites, local projects were initiated with 
the aim of changing existing sites and assembly systems towards changeability through adaption of the product in 
accordance with the new product platform concept and implementation of the shared technology enablers. In the 
first site to launch these new platforms, the local project organization was led by an external project leader, hired 
with limited previous experience from the company. During the whole project a supporting organization was created 
and both blue and white-collar workers participated in strategic development tasks and operational tasks, which 
created a positive attitude towards the project. Planning was made in three dimensions, daily, weekly, and long-
term. One long-term plan that affected the project was e.g. dismantling a part of the warehouse to give space for the 
future line, which in the end proved to be crucial to finalize the project in time.  

In Fig. 1, an overview of the platform-based co-development project in the case is presented from initial central 
project start to implementation.  
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Fig. 1. Overview of the platform-based co-development project in the investigated case 

4.2. Platform-based Co-Development Process 

In the studied case company, the goal of the co-development process was to eventually transition from multiple 
dedicated assembly lines into fewer changeable assembly lines, by the use of shared technology platform and a 
common modular product architecture with standard interfaces. Thus, a high degree of joint development activities 
was needed, as both the existing product and assembly concepts needed to be revised in accordance with each other. 
As described previously, the entire co-development project was roughly divided into two sequential project phases, 
where the first had a global scope and covered all main modules of the final product being assembled at different 
specialized sites, whereas the last co-development phases were conducted as local projects at the different sites. 

The aim of the initial co-development project was to develop the concept for a generic product architecture and 
platform across existing variants and create the concept for a shared technology platform to accommodate 
changeable and multi-product assembly lines. Thus, the product platform was developed particularly for the purpose 
of accommodating generic assembly sequences and interfaces, and the assembly concept was developed as a 
technology platform of enablers to deal with different types of product-related change drivers. Moreover, the initial 
project defined a development methodology for subsequent local development projects, regarding how to adapt the 
product to manufacturing and vice versa. 

In the local projects conducted at the different assembly sites, the development process can be described as 
follows: 1) specification of objective and requirements for the product and manufacturing domains, 2) analysis of 
existing products and re-design into a generic modular product architecture with increased commonality across 
variants and standard interfaces, including definition of common assembly sequences, 3) analysis of existing 
assembly lines, including existing layout, equipment and tools, content of work, part presentation, and review of 
current performance, 4) identification of requirements for redesign to accommodate the new product concept e.g. 
need for different tooling, need for layout change, or need for accommodating varying work content, and 5) 
development of assembly concept built on common technology platform and enablers, such as reconfigurable 
fixtures, flexible tools, etc. to manage variation and complexity. Within this development process, product and 
manufacturing development were conducted jointly and each activity required both information sharing, 
collaboration, overlapping activities, and joint decision making across both domains. Specific methods and 
supportive tools used for this include interface mapping, process mapping, product grouping matrices based on e.g. 
dimensions, tooling, sequence, and discrete event simulation. Moreover, in local projects, paper sketches and models 
were used to communicate future results between product development, project management team, and assembly 
operators. At present, several sites has successfully developed and implemented changeable manufacturing systems 
based on the common product architecture and manufacturing platform concepts. As such, each assembly site has 
instantiated assembly lines from the common technology platform, as well as adapted existing products to the new 
modular architecture. For instance, the assembly site specially investigated for this research, transitioned from three 
dedicated assembly lines to one changeable multi-product line with an increased efficiency of more than 8%. 
Products were assembled in a mixed flow with three main variants that differed both in size and components. This 
was realized by a main line with low variations and high stability, as well a different sub-flows. Handling, 
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positioning, and tightening were performed in the same way on all variants due to standard product interfaces, and 
generic modular tools could be used as well. Moreover, volume increases and uncertainty were dealt with by pre-
assembly stations and scaling of operators. In Fig. 2, an overview of the platform-based co-development process 
conducted in the case is presented. 
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 Task: develop methodology for implementation of platform-based co-development globally and develop concept for 
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assembly sites.  
 Team: product development, technology, manufacturing, and extensive involvement from academic experts. 
 Length: 5 years for development of product and assembly platform concepts.  

Local projects at sites for detailed development/implementation: 
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technology platform/generic enablers to deal with required change and complexity.  
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 Team: External leader, local engineering functions, and high operator involvement.  
 Length: Initiated after global project, implemented within app. 1 year due to high project prioritization.  

Process Process for co-development conducted at sites: 
 Analysis of requirements for the product and production domains. 
 Analysis of existing products and re-design into a generic modular product architecture. 
 Analysis of existing assembly lines and design of assembly concept built on common technology platform and enablers.  
 Performance evaluation.  

Supportive methods: 
 Interface mapping, process mapping, product grouping matrices, and discrete event simulation. 

5. Conclusions 

In this paper, a case study was presented with the aim of identifying successful practices for platform-based co-
development of products and manufacturing systems. In the studied case, a largely structured way of working was 
present in the platform-based co-development project, and responsibilities were redefined in the organization to 
accommodate the new way of making product and manufacturing development. The specific development process 
required not only coordination between product and manufacturing domains, but rather required joint design due to 
tasks being highly interdependent between design domains. Moreover, the process methodology applied in the case 
company shares similarities with design methodologies for changeability and reconfigurability, which center around 
analyzing drivers of change and implementing enablers of changeability, utilizing a high degree of product 
commonality. Moreover, in the case study, some challenges regarding conducting platform-based development of 
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products and manufacturing were highlighted, e.g. training of operators for new changeable setup and work content, 
need for redefining organizational setup, and need for redefining organizational responsibilities. Likewise, the need 
for including knowledge and competences from central platform project in later detailed design and implementation 
projects was highlighted as a success factor.  

The findings reported in this paper represent initial insight on how platform-based co-development can be 
successfully conducted considering both the overall approach and supportive tools, as well as the organization of the 
development project. However, future research should focus on this in a broader context, as significant differences 
in approach to co-development is expected across different types of companies. Furthermore, while this research 
highlights some practices for platform-based co-development that have been applied in real-life, other approaches 
and methods related to platform-based co-development can be identified in previous research. Thus, determining 
best-practices or different maturity levels of platform-based co-development could be a viable future research 
direction, as well as the creation of generic methodologies specifically targeting the joint development of product 
and manufacturing system platforms.    
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