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ABSTRACT In this paper, a nonlinear, bounded, distributed secondary control (DSC) method is pro-
posed to coordinate all the distributed generators (DGs) in islanded AC microgrids (MGs). This proposed
consensus-based DSC strategy can not only guarantee the restoration control of frequency and voltage but
also realize an accurate active power sharing control. Through introducing a nonlinear dynamic from beta
cumulative distribution function (CDF), the convergence speed of DSC is accelerated, the asymptotical
convergence of DSC is ensured, and the transient overshoot of DSC is diminished compared with traditional
DSC. Moreover, by ensuring the Lipchitz continuity characteristic of the control algorithm, the common
chattering phenomenon in non-Lipchitz DSC scheme is eliminated. The stability and performance of the
proposed DSC are also analyzed in this paper. An islanded ACmicrogrid test systemwith four inverter-based
DGs is built in MATLAB/SIMULINK to further validate the effeteness of the proposed DSC strategy.

INDEX TERMS Nonlinear distributed secondary control, islanded microgrid, multi-agent system, Lipchitz
continuity, chattering phenomenon.

I. INTRODUCTION
Microgrid is a localized group of Distributed Genera-
tion (DG), Energy Storage System (ESS) and local loads that
normally connect to and synchronous with the main grid, but
also intentionally or unintentionally disconnect to islanded
mode [1]. In this way, a microgrid can effectively supply
emergency power, changing between islanded and connected
modes. In islanded mode, the microgrid is easier to suffer
from frequency and voltage deviation due to its low power
capacity, weak network structure and frequent fluctuations
of loads. Thus, a wide-used operation scheme called hierar-
chical control is implemented in islanded microgrid, and it
usually has three control levels [2]–[4].

The primary control level normally adopts the Pω and QV
droop control strategy, or some improved forms in special
application scenarios. The control effect is stabilizing volt-
age and frequency with some inherent deviations between
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reference and practical values. Then the secondary control
level is implemented to compensate these deviations and
further realize the active or reactive power sharing. Finally,
the tertiary level can determine the optimizing and economic
operation. In this paper, we mainly focus on the secondary
control level.

In general, secondary control structures can be central-
ized [5]–[7] or distributed [8]–[17], which are two commonly
utilized secondary control methods in microgrid. Comparing
with the traditional centralized way, a distributed way, pro-
posed in recent years, only requires information exchange
among several neighboring local controllers, and the compu-
tation burden can be shared through all the local controllers
rather than a centralized MGCC. In this way, the problems
caused by single-point failure and communication congestion
can be much more relieved.

Consensus-based control methods of multi-agent sys-
tem (MAS) are widely used as a distributed secondary control
in microgrid [10]–[17]. In [10]–[12], the traditional linear
consensus feedback control scheme is used, where all the
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agents reach consensus in an asymptotical convergence time.
However, considering the intermittent of DGs and constantly
changing of local loads, the traditional linear asymptotical
convergence property may not suitable for the fast-changing
operating conditions.

Base on this, some nonlinear consensus-based finite-
time convergence control methods are proposed to achieve
a finite settling time for the secondary control [13]–[17].
In [13] and [14], the voltage and frequency restoration con-
trol with accurate real power sharing are achieved in finite-
time. In [15], a finite-time nonlinear convergence control
is proposed, which considers the synchronization control
for the frequency and voltage and active power sharing
whenmicrogrid having switching communication topologies.
Given that there is a tradeoff between voltage regulation and
reactive power sharing, a novel observer-based distributed
voltage regulator involving certain reactive power sharing
constraints is proposed in [16], which can realize reactive
power sharing with a bounded voltage. Still a novel nonlinear
consensus-based DSC method is also proposed to restore the
frequency and achieve the active power sharing. Moreover,
in order to accommodate the intermittent renewable genera-
tions and constantly changing load demands, a distributed,
bounded and finite-time convergence secondary control is
proposed in [17] by using the inverse hyperbolic tangent
(tanh) nonlinear dynamic technique.

Almost all the nonlinear finite-time DSC methods pro-
posed in the literatures above adopt some sort combin-
ing techniques of sign function, saturation function, and
fractional power integrator. In most cases, these types of
control algorithms are called right side non-Lipchitz func-
tions [18]–[20]. Adopting these types of DSC methods can
realize a relatively fast finite-time convergence. However,
in the meantime, an inherent, non-negligible chattering phe-
nomenon happened at steady state will be introduced in
the system dynamic [21], especially in active power shar-
ing control, which are rarely discuss in recent research
papers.

The main contribution of this paper is that, we propose
a nonlinear, Lipchitz-continuous, and bounded convergence
secondary control method for an islanded AC microgrid to
restore the frequency and voltage and meantime realize an
accurate active power sharing for each DGwithout chattering
phenomenon. Using a nonlinear dynamic inspired by the Beta
CDF technique combining with the sign function and satu-
ration function, the higher convergence speed is preserved
and the transient overshot is greatly reduced comparing with
the traditional DSC. Moreover, the chattering phenomenon in
non-Lipchitz dynamic system is discussed, and the Lipchitz
continuity is ensured to eliminate the chattering in steady
state comparing with the finite time DSC in [16] and [17].
The Lyapunov function is presented to certify the Lyapunov
stability of this proposed DSC method. An islanded AC
microgrid test system with four inverter-based DGs in Mat-
lab/Simulink is presented to validate the effectiveness of the
proposed distributed control strategy.

The main contributions of the paper are summarized as:
1) Both output voltages and frequency of DG in the

islandedmicrogrid are restored to their reference values
while keeping active power sharing accuracy by using
a nonlinear distributed control. This proposed method
can greatly suppress the dynamic transient overshoot
and in the meantime have a relative faster convergence
speed comparing with the traditional control method.

2) Through adopting a Lipchitz continuous control
scheme, the common chattering phenomena happened
in the most non-Lipchitz finite-time control are totally
avoided, the control accuracy is preserved.

The rest of the paper is organized as follows. Section II
presents the preliminaries of graph theory and the conven-
tional droop-based primary control scheme. Section III intro-
duces the proposed nonlinear distributed control algorithm
for frequency restoration and active power sharing control.
Section IV provides the Lyapunov stability proof and dis-
cusses the chattering phenomenon in non-Lipchitz dynamic
system and its elimination method to improve the dynamic
performance. Section V discusses the simulation results, and
Section VI provides the conclusion.

II. PROBLEM FORMATION AND PRELIMINARIES
A. PRABLEM FORMATION
In this paper, we mainly focus on an islanded AC microgrid
with N inverter-based DGs. Each DG consists of an ideal DC
source, a DC/AC inverter, and an Inductance-Capacitance-
Inductance (LCL) filter. Its basic control diagram includes
inner voltage and current control loops as well as the primary
and proposed secondary control scheme, which can be pre-
sented in Fig. 1.

FIGURE 1. The control loops for a multi inverter-based DG microgrid.

As seen in Fig. 1, the current, voltage, and power con-
trol loops are employed in each DG. The primary control
procedure is implemented during the power control loop
with the nominal set points Vni and ωni generated by the
secondary control procedure. Then, with the reference values,
V ref
odi and V

ref
oqi , provided by the power loop, the outer voltage

loop generates the current reference, irefLdi and irefLqi, for the
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inner current loop. Finally, the current error is calculated and
further used to regulate the output of the inverter by the
sinusoidal pulse width modulation (SPWM) mode [1].

In this paper, we propose a nonlinear consensus-based
DSC method through the information exchanges among the
several neighboring DGs in a sparse communication network
to update Vni and ωni in each primary control process, and
further restore the output voltage Vi and frequency ωi, to their
reference values. The reference values, Vref and ωref , are
provided by a so-called virtual leader DG, which can be
offered by the main grid in grid-connected mode or obtained
by a specific command DG in islanded mode.

The output impedance characteristic of each DG is highly
inductive due to the LCL filter circuit, so that the following
conventional Pω and Q-V droop-based primary control strat-
egy can be used in the power control loop [1], [3]:

ωi = ωni − KPiPi{
Vi = Vni − KQiQi
Vodi = Vi

(1)

where Vodi and ωi are the output voltage magnitude and
frequency respectively, here we choose the d-axis output
voltage orientation principle. Pi and Qi are the average active
and reactive powers after low-pass filters, KPi and KQi are
the corresponded droop coefficients, and their magnitudes
are commonly designed according to their rating power
Pi,max and Qi,max

B. PRELIMINARIES OF COMMUNICATION NETWORK
The communication structure of an microgrid with multi
DGs is a typical multi-agent system, where each DG follows
the consensus-based convergence rule. Here the algebraic
digraph theory is introduced in [22], and the communication
network can be modeled as a directed graphG(v, ε,A), where
v = {v1, v2, . . . , vN } denotes the node set of DG, ε ⊆ v × v
denotes the communication link, and A = (aij)N×N denotes
the weighted adjacency matrix. What’s more, the adjacent
weight aii = 0, aij ≥ 0, and aij > 0 if and only if the link (vi,
vj) ∈ ε

The set of DGi’s neighbors is given by Ni = {vj ∈ v: (vi,
vj) ∈ ε}. The Laplacian matrix of A is defined as L(A) =
(lij)N × N , lij = −aij, i 6= j, and lij =

∑N
k=1 aik for all i,

which satisfies L(A)1N = 0 with 1N = (1, . . . , 1)T ∈ RN

Diagonal matrix D = diag{a10, . . . , aN } is called the
virtual leader adjacency matrix, where ai > 0 if follower
DGi is connected to the leader DG0 through the link (v, vi),
otherwise ai = 0.

III. PROPOSED DISTRIBUTED SECONDARY CONTROL
Much researches have concluded that the dynamics of the
voltage and current control loops are much faster than the
dynamics of the power control loop if the whole control
parameters are well set [23]. In other words, a typical AC
microgrid with multi inverter-based DGs is a multi-time
scale system and processes a high time-separating dynamics.

Thus, in this paper, we mainly focus on the stability and
dynamic performance issue of the power control loop, and
simply implement the traditional PI controllers for the voltage
and current inner control loops.

Differentiating the equations in (1) yields{
ω̇ni = ω̇i + KPiṖi = uωi + uPi
V̇ni = V̇i + KQiQ̇i = uVi + uQi

(2)

where uωi = ω̇i, uVi = V̇i, uPi = KPiṖi, and uQi = KQiQ̇i are
the DSC controllers outputs for the frequency, voltage, active
power and reactive power, respectively.

Now that the nominal set points for the primary power
controller can be designed as,

ωni =

∫
(uωi + uPi)dt

Vni =
∫ (

uVi + uQi
)
dt

(3)

Noticing that in an islanded AC microgrid, the frequency is
a global variable, but the output voltages of DGs are local
variables and may be somehow different. Therefore, there is
always an inherent contradiction existing between the precise
voltage regulation and reactive power sharing especially in
low-voltage MGs [1], [12]. In this paper, we mainly focus on
the precise voltage regulation.

Thus, we use a traditional DSC controller to restore the
output voltages of all DGs, and meanwhile design a proposed
nonlinear DSC method to faster restore the frequency and
realize an accurate active power sharing. The control objec-
tives can be expressed as follows.

1) All DGs’ frequency and voltage regulation can be
achieved asymptotically, i.e,

lim
t→∞

∣∣ωi(t)−ωref ∣∣=0, lim
t→∞

∣∣Vi(t)− Vref ∣∣ = 0,∀i.

(4)

2) The accurate active power sharing can also be achieved
as below,

lim
t→∞

∣∣KPiPi − KPjPj∣∣ = 0, ∀i 6= j (5)

3) The reactive power control inputs, uQi, can be adopted
from [12], as uQi = −KQi(ωcQi + ωcqi), where ωc is
the cutoff frequency of the low-pass filters, KQi is the
reactive droop coefficient and qi is the instantaneous
reactive power component.

A. PROPOSED NONLINEAR DSC METHOD FOR
FREQUENCY RESTORATION AND ACCURATE
ACTIVE POWER SHARING
In a traditional droop-based AC microgrid, the primary
control can automatically achieve the active power sharing
but having the inherent frequency deviation. However, sim-
ply implementing the secondary frequency control without
adding the auxiliary active power control may lead to inac-
curate active power sharing. The restoration control of fre-
quency and active power sharing control should be considered
thoroughly as an integral.

VOLUME 7, 2019 36845
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In order to faster restore the system’s frequency and
realize an accurate active power sharing, a nonlinear
consensus-based DSC method is designed as follow.

We first calculate the global errors of frequency and active
power for DGi through the communication networks, G(Aω)
and G(AP)eωi =

∑
j∈Nωi

aωij (ωi − ωj)+ a
ω
i0(ωi − ωref )

ePi =
∑

j∈NP
i
aPij(KPiPi − KPjPj)

(6)

where the adjacent weights of communication network for
frequencyG(Aω) and active powerG(AP) are aωij ∈ R

N×N and
aPij ∈ R

N×N respectively. The corresponding adjacent weights
of leaders for frequency is aωi0 where aωi0 > 0 if and only if
DGi can access to the reference values ωref , otherwise they
equal to zero. Here we assume only one DG can be connected
to the virtual leader DG0.
To achieve a fast convergence speed frequency regulation

and accurate active power sharing, as well further avoid the
transient overshoot and chattering phenomenon, a nonlin-
ear and right-side Lipchitz continuity dynamic function is
adopted to construct controllers, where the idea is inspired
by the Beta Cumulative Distribution Function (CDF). Thus,
the DSC outputs uωi and uPi can be designed as,{

uωi = −CωFB(eωi, βω, rω)
uPi = −CPFB(ePi, βP, rP)

(7)

where FB(·) is self-defined function which can be viewed as
a special case of an Beta PDF function (case: assuming shape
parameters α = 1 and β ≥1), Cω, CP > 0 are the proportion
gains, rω, rP > 0 are the scaling parameters, and βω, βP ≥ 1
are the shape parameters. The detail expression of FB(·) can
be further shown as (8) and (9),

FB(x, β, r) = sign(x) · (1− (1− rsat1/r (|x|))β ) (8)

where sign (·) is the sign function, and sat (·) is the saturation
function defined as,

sat1/r (u) =


u|u| ≤

1
r

sign(u) 1r |u| >
1
r

(9)

Note that the dynamic system in (8) become the traditional
linear DSC system with saturation constant 1/r when β = 1.
The further detailed certification process for the asymptotical
stability is given in Section IV, here we obtain the following
conclusion.
Theorem 1: If diagraph G(AP) and G(Aω) are strongly

connected, and there is at least one DG can access to the
virtual leader reference ωref , then the droop control law (1)
combining with the proposed DSC method, (7) and (8), can
guide all DGs’ frequencies to their reference values asymp-
totically whilemaintaining the active power sharing accuracy.

B. DISTRIBUTED SECONDARY CONTROL
FOR VOLTAGE RESTORATION
As for the voltage restoration control, what we concern
in this paper is that we realize the voltage restoration in
a relative slow time scale. Since we have already regu-
lated all DGs’ frequency with a faster convergence speed
while maintaining the active power sharing [16], [17].
If we can design the frequency and voltage controllers
separately at different convergence pace, the inherent cou-
pling between voltage and frequency can be reduced to
some extent especially when the line impedance are not so
matched.

Therefore, we simply use the traditional linear DSC
asymptotic convergence to solve the leader-followers’ con-
sensus for voltage [11], so the continuous-time distributed
controllers can be constructed as

uVi = −CV eVi (10)

where CV > 0, and eVi can be derived as,

eVi =
∑

j∈NV
i
aVij (Vi − Vj)+ a

V
i0(Vi − Vref ) (11)

here the adjacent weights of communication network
for voltage G(AV ) is aVij ∈ RN×N . The correspond-
ing adjacent weights for voltage leader is aVi0 and we
also assume only one DG can access to the voltage
reference Vref

IV. STABILITY AND PERFORMANCE ANALYSIS
In this section, the Lyapunov method is used at first to illus-
trate the stability issue of Theorem 1 for frequency and active
power. Then, we further discuss a common problem happened
in non-Lipchitz dynamic control algorithm called chattering
phenomenon and analyze its negative effects to the system
performance.

A. PROOF OF THEOREM 1
In order to better derive the stability of (7), first let ω̄ =
[ω̄1, ω̄2, . . . , ω̄n]T , with ω̄i = ωi − ωref , x = [x1,
x2, . . . , xn]T , with xi = KPi · Pi, and y = [y1, y2, . . . , yn]T ,
with yi = eωi, z = [z1, z2, . . . , zn]T , with zi = ePi
So here we can get yi =

∑
j∈NP

i
aωij (ω̄i − ω̄j) + a

ω
i0ω̄i, and

zi =
∑

j∈NP
i
aPij(xi − xj), further presented in matrix form as

y=(Lω + Dω)ω̄, z = LPx
We differential the two side of the expressions above

as,

{
ẏ = −sign(y)Cω(Lω+Dω)(1−(1− rωsat1/rω (|y|))

βω )
ż = −sign(z)CPLP(1− (1− rPsat1/rP (|z|))

βP )

(12)
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Choosing the Lyapunov candidates V = V (t, y) + V (t, z)
where V (t, y) and V (t, z) can be chosen respectively as

V (y, t) =
n∑
i=1

[rω|yi| −
1

βω + 1

× (1− (1− rωsat1/rω |yi|)
βω+1)]

V (z, t) =
n∑
i=1

wi[rP|zi| −
1

βP + 1

× (1− (1− rPsat1/rP |zi|)
βP+1)]

(13)

where wi ∈ w is a positive column vector element meeting
the requirement as wTL(A) = 0.
The time derivative function of Lyapunov function V (y, t)

can be denoted as

V̇ (t, y) = −Cωrω[1− (1− rωsat1/rω |y|)
βω ]T

× (Lω + Dω)[1− (1− rωsat1/rω |y|)
βω ] (14)

where V (t, y) ≥ 0 and is globally positive defined giving
that ∂V (t, y)/∂y ≥ 0 and V (t, 0) = 0. The detail theoretical
analysis of (14) is given in Lemma 1. According to the
definition of strongly connected graph in Lemma 2, Lω+ Dω

is a positive defined matrix, so we simply get V̇ (t, y) ≤ 0
Similarly, we obtain V (t , z) ≥ 0 and is globally positive

defined Its time derivative function can be further written as

V̇ (t, z) = −CPrP(1− (1− rPsat1/rP |z|)
βω )T

· dig(w)LP(1− (1− rPsat1/rP |z|)
βω )

≤ −CPrPλ2(M )
n∑
i=1

(1− rPsat1/rP |zi|)
βω )2 ≤ 0

(15)

where M is called mirror matrix of dig(w) LP, which can be
denoted as 1/2(dig(w)LP+ (LP)T dig(w)), λ2 is the second
smallest positive eigenvalue of M [24].
Thus combining (14) and (15), we yield,

V̇ = V̇ (t, y)+ V̇ (t, z) ≤ 0 (16)

For the case of V̇ = 0, we yield (yT , zT )T = (0, 0)T . Since
y = (Lω + Dω)ω̄ with the positive definite matrix Lω + Dω,
then ω̄i = 0 and thus ω1 = ω2 = . . . = ωN = ωref .
Moreover, since z = −LPP with rank(LP) = N − 1 due to
the strongly connection of G(AP), z = implies that KP1P1 =
KP2P2 = . . . = KPNPN . Therefore, the frequency and active
power control problem can be solved within a finite time.

B. CHATTERING PHENOMENON ANALYSIS
The traditional linear DSC (TDSC) algorithm, the finite time
DSC (FDSC) algorithms in [16] and [17], and the proposed
nonlinear DSC (PDSC) algorithm in this paper are chosen as
objects, to further compare their dynamics.

The general form of traditional DSC consensus method
with saturation function can be shown as,u1(Pi) = −k1satδ1 (e(Pi))e(Pi) =

∑
j∈NP

i
aPij(KPiPi − KPjPj)

(17)

where k1 > 0 and e(Pi) represents global error of DGi active
power

In order to realize a finite time frequency control and
accurate active power sharing with a relative fast convergence
speed, in themeantime suppress the transient overshoot, some
sort combination technique of sign function, bounded control
(saturation function or tanh function) and fractional power
integrator are proposed in [16] and [17].

The general dynamic control scheme for active power
sharing [16] can be simply presented as,u2(Pi) = −satδ2 (k2e(Pi)− k3sign(e(Pi))

α1 )

e(Pi) =
∑

j∈NP
i
aPij(KPiPi − KPjPj)

(18)

where k2 > 0, k3 > 0, 0 ≤ α1 ≤ 1, sign(·)α =sign(·)| · |α ,
and satδ(·) = δsign(·) with Saturation constant δ.

In [17], however, the tanh function combined with frac-
tional power integrator technique is proposed in control
scheme, which can be simply shown as,u3(Pi) = −k4fe(Pi)fe(Pi) =

∑
j∈NP

i
aijsign(tanh(k5(KPiPi − KPjPj)))α2

(19)

where k4 > 0, k5 > 0, 0 ≤ α2 ≤ 1.
However, it is known that there is an undesirable oscilla-

tion around the equilibrium, called chattering phenomenon,
usually occur in the finite-time convergence. Because of their
right-side non-Lipschitz dynamics, the uniqueness of solu-
tions for such systems is thus not guaranteed even in forward
time [25], [26]. The further explanation of Lipchitz conti-
nuity characteristic can be seen in Lemma 3. In this paper,
we propose a bounded Lipschitz dynamic DSC, which can
at best emulate the finite-time consensus but also avoiding
chattering phenomenon. In this section, we rewrite the active
power sharing control method of 12 as follow.

u4(Pi)=−CPsign(e(Pi))
· (1−(1−rPsat1/rP (|e(Pi)|))

βP )

e(Pi)=
∑

j∈NP
i
aPij(KPiPi−KPjPj)

(20)

where CP > 0, rP > 0, βP ≥ 1.
In order for easier comparison and explanation, here we

only investigate a basic analysis scenario with 2 DGs and
0-1 adjacent weight; the analysis result can be easily extended
to the multi-DGs scenario. The differential equations
of (17)-(20) can be simply obtained and further represented
as (21),

∂u1(Pi)/∂e(Pi) =

{
−k1 |e(Pi)| ≤ δ1
0 |e(Pi)| > δ1

∂u2(Pi)/∂e(Pi) =


−k2 − k3α1|e(Pi)|α1−1

|e(Pi)| ≤ M (δ2)
0 |e(Pi)| > M (δ2)

∂u3(Pi)/∂e(Pi) = −α2k4k5 |tanh (e(Pi))|α2−1

×
(
1− tanh2(e(Pi)

)
∂u4(Pi)/∂e(Pi) = −CPβPrP(1− rP|e(Pi)|)βP−1

(21)

VOLUME 7, 2019 36847
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where M (δ2) is the saturation constant corresponding
to δ2

The control algorithm for active power sharing control of
u4(Pi) in this paper has different dynamics with different
shape parameters βP according to (20), the result can be pre-
sented in Fig. 2(a), here we set scaling parameter rP = 1. The
corresponding derivative functions of (20) and its dynamic
performance can be depicted in Fig. 2(b).

FIGURE 2. Dynamic behaviors of different DSC scheme algorithms.
(a) PDSC dynamic function. (b) PDSC differential function. (c) Dynamic
functions comparison. (d) Differential functions comparison.

In Fig. 2(c), we compare the dynamics of the TDSC
method with saturation function (k1 = 1, δ1 = 1), the FDSC
method in [16] and [17] (k2 = k3 = k4 = k5 = 1, α1 =
α2 = 0.5, δ2 = 1), and the PDSC method in this paper
(rP = 1, βP = 2.5). Fig. 2(d) further depicts their differential
functions.

As seen in Fig. 2(a) and 2(b), adopting proposed DSC
method for active power control in this paper, the active power
controller may have relative higher convergence speed and
acceleration with higher shape parameter βP, especially when
e(Pi)→ 0.

In Fig. 2(c), the result shows that FDSC in [16] and [17]
and PDSC in this paper have relatively similar dynamic
due to their nonlinear characteristics comparing with the
TDSC. However, in Fig. 2(d), the results clearly shows
that, the FDSC method in [16] and [17] may have infin-
ity convergence acceleration (∂u2(Pi)/∂e(Pi) → ∞ and
∂u3(Pi)/∂e(Pi) → ∞) when e(Pi) → 0. But the conver-
gence acceleration of PDSC in this paper is bounded with
e(Pi) → 0 at this case (|∂u4(Pi)/∂e(Pi)| < M with M =
CPrPβP). In other words, according to the Lemma 3 and
Lemma 4 in Appendix, the active power controller of FDSC
in [16] and [17] satisfy the non-Lipchitz condition since
∂u4(Pi)/∂e(Pi) → ∞ at e(Pi) → 0, and PDSC in this paper
is a Lipchitz continuous control method. This means that the
FDSC scheme in [16] and [17] cannot thoroughly eliminate

the chattering phenomena of active power sharing control
dynamics. The detail validation can be seen in Section V.

C. TRADEOFF BETWEEN TIME-DELAY AND
PERFORMANCE
The time-delay effects are not theoretical analyzed in this
paper due to the high nonlinear characteristic of PDSC.
However, according to the research of [22], the general con-
clusion of time-delay effects can be provided. That is the
maximum tolerant communication time-delay τ is inversely
proportional to the maximum eigenvalue of Laplace matrix
λmax . Which can be simply presented as follow.

τ ≤
k
λmax

(22)

Furthermore, the maximum eigenvalue λmax ≤ 2dmax(G)
according to the Gersgorin theorem, where dmax(G) is the
maximum note’s out-degree of graph G. This means that the
networks with nodes that have relatively high out-degrees
cannot tolerate relatively high communication time-delays.
As a result, we can simply scale down the weights of a
digraph so that an arbitrary large time-delay τ > 0 can be
tolerated. The problem is that the convergence speed can be
greatly reduced if we scale down the weights. In other words,
there is always a tradeoff between robustness of a protocol to
time-delays and its convergence speed.

FIGURE 3. Islanded microgrid test system.

V. SIMULATION VALIDATION
In order to verify the effectiveness of the proposed DSC
strategy, a 380V/50Hz islanded microgrid test system includ-
ing four inverted-based DGs and four local loads, is built in
Matlab/SimPowerSystems, which can be shown in Fig. 3. The
specifications of the DGs, lines, and loads are summarized
in Table 1.

We choose the communication network with 0-1 weight
as the unified digraph shown in Fig. 4. Then the associated
adjacency matrices for frequency, voltage and active power
are Aω = AV = AP = [0, 1, 0, 0; 1, 0, 1, 0; 0, 1, 0, 1; 0, 0,
1, 0]. Here we assume only DG1 can access to the reference
values of frequency and voltage, then the leader adjacency
matrixes for frequency and voltage are Dω = DV = diag
[1, 0, 0, 0]. The proportion constants, Cω, CV and CP, can be
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TABLE 1. Parameter values for the test system.

FIGURE 4. Communication digraphs for G(Aω), G(AV ) and G(AP ) with
fixed topology.

selected accordingly. Usually, small constant values may lead
to slow convergence speed but have relative good transient
response, thus we need to make a tradeoff between these
two performance indexes. Here we simply choose Cω = 4,
CV = 6, and CP = 2.

The simulation results will be performed in three sce-
narios: 1) load variation, 2) plug and play, 3) perfor-
mance with communication time delays Some comparisons
among the proposed distributed secondary control (PDSC)
scheme, the proposed finite time distributed secondary con-
trol (FDSC) scheme in [16] and [17], and the traditional
asymptotic distributed secondary control (TDSC) scheme
will be given under the same scenario.

A. LOAD VARIATION
The effectiveness of the proposed PDSC scheme, especially
for the fast convergence speed, the bounded inputs, and the
good performance to the chattering phenomenon are verified
in case of load variation.

1) GENERAL PERFORMANCE
At first, only the primary control is implemented. Then the
PDSC are activated at t = 3s. The results are shown in Fig. 5.
Here we set rω = 0.5, rP = 1, and βω = 3, βP = 3
for Fig. 5(a1)-(c1), βω = 1.5, βP = 3 for Fig. 5(a2)-(c2)
respectively. As seen, the primary control could guarantee
accurate active power sharing according to their droop coeffi-
cients, at meantime, keep all the frequencies convergence to a
same value 312.5rad/s. However, the voltages are distributed
between 0.9 to 0.95 p.u. This is because the frequency is a
global value but voltage is a local value.

FIGURE 5. State outputs under the PDSC scheme in case of load variation
(the-red dashed lines show the convergence time of frequency and active
power). (a1) and (a2) frequency response. (b1) and (b2) voltage response.
(c1) and (c2) active power response.

Moreover, all the output voltages and frequencies are less
than the nominal values due to the inherent droop characteris-
tics. After t = 3s, the frequency and voltage of all DGs can be
gradually restored to their nominal values (i.e., Vref = 1p.u.
and ωref = 314.15rad/s) as well the accurate active power
sharing can be maintained in steady state according to the
PDSC control strategy. Since the Load 1 is disconnected
from the system at t = 10s, and reconnected to the system
at 20s, Fig. 5 also shows that the PDSC scheme can keep the
voltage and frequency of DGs at the nominal values while
keeping accurate active power sharing response to both load
connection and disconnection.

We further investigate the system dynamic under different
shape parameter β by comparing the Fig. 5(a1)-(c1) with
Fig. 5(a2)-(c2). It is obvious that adopting higher β value
can have a little fast convergence speed and lower transient
overshoot. However, as stated in section IV, Higher β means
higher convergence acceleration, which will in turn, makes
the system more vulnerable to the oscillation in the steady
state.

2) TDSC SCHEME WITH OR WITHOUT
SATURATION FUNCTION
By setting βω = 1, βP = 1, we obtain the general TDSC
scheme with saturation constant 1/rω and 1/rP, and if we
further set rω, rP→ 0, the PDSC scheme becomes the TDSC
without saturation function.

As seen in Fig. 6(a1) and (c1), the convergence time of ω
and Pwith saturation function are, respectively, 9.1s and 9.5s,
while those in Fig. 6(a2) and (c2) are obviously no smaller
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FIGURE 6. State outputs under the TDSC scheme with and without
saturation function in case of load variation (the-red dashed lines show
the convergence time of frequency and active power). (a1) and (a2)
frequency response. (b1) and (b2) voltage response. (c1) and (c2) active
power response.

than 10s, and having much larger transient overshoot. Thus,
the TDSC scheme with saturation function possesses faster
convergence speed than the general TDSC scheme. More-
over, it can also conclude that the PDSC scheme has better
dynamic performance than the TDSC scheme when compar-
ing the Fig. 6 with Fig. 5.

3) FDSC SCHEME WITH CHATTERING PHENOMENON
Under the same scenario we simulate the FDSC in [16]
and [17] by setting the parameters as k2 = 3, k3 = 1, δP = 10
for [16], and k4 = 1, k5 = 0.05 for [17]. Fig. 7(a1)-(c1)
and Fig. 7(a2)-(c2) present the dynamics of FDSC in [16]
and [17] with αP = 0.5, respectively. As seen, there are non-
negligible chattering phenomena occurring, both for FDSC
in [16] and [17]. Comparing with PDSCmethod in this paper,
the FDSC algorithm in [16] is a timesaving convergence
method, but there is always an inherent tradeoff between the
chattering and convergence speed for a non-Lipchitz dynamic
system. We further calculate the average active power chat-
tering amplitudes AC under the different FDSC in [16]
and [17] with the fractional index αP increasing from 0 to 1,
and the ACαP curves are depicted as Fig. 8(a). Moreover,
Fig. 8(b) shows the relationship between the average active
power finite convergence time tF and the fractional index αP.
It is obvious that though smaller fractional index αP means
smaller finite convergence time tF , the larger chattering will
definitely occur.

As for the PDSC in this paper, we further evaluate the
dynamics between oscillation time tos, convergence time tC

FIGURE 7. State outputs under the FDSC scheme in case of load variation
(the-red dashed lines show the convergence time). (a1) and (a2)
frequency response. (b1) and (b2) voltage response. (c1) and (c2) active
power response.

FIGURE 8. Chattering amplitude AC and finite convergence time tF versus
fractional index αP curves under the FDSC schemes in [16] and [17].
(a) AC αP curve. (b) tF αP curve.

FIGURE 9. Oscillation time tos and convergence time tC versus index βP
curves under the PDSC scheme in this paper. (a) tos βP curve. (b) tP βP
curve.

and index βP separately, which can be shown as Fig. 9. It is
obvious that with the increasing of βP, the convergence time
is gradually reduced, but more oscillation will have. When
comparing with Fig. 8, we are certain that the control method
in this paper is a little more time-consuming than the FDSC
in [16] and [17]. However, no chattering phenomenon is the
main advantage of PDSC. Moreover, we can also have a
relative higher scaling factor rP, so that the convergence time
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can be reduced, but the more oscillation goes. There is a
tradeoff between less convergence time and less oscillation
time.

FIGURE 10. State outputs of plug in and play under PDSC scheme and
TDSC scheme. (a1) and (a2) frequency response. (b1) and (b2) voltage
response. (c1) and (c2) active power response.

B. PLUG AND PLAY
The plug and play capability of the whole system is analyzed
in Fig. 10, still using the comparison between PDSC and
TDSC scheme. In all cases the switch of DG1 and DG4 are
disconnected at t = 10s and reconnected at t = 20s. As seen
in Fig. 9, the graph is still connected with DG1 receiving
information from the leader node when DG4 is disconnected.
Therefore, the algorithm can still work for the DG1, DG2 and
DG3. Fig. 10 also shows that the system may endures dra-
matic transient overshoot when DG4 is reconnected. This is
because no pre-synchronization is implemented. However,
the transient frequency is kept in ±5% deviation and sys-
tem can still keep stable even in this situation under PDSC
and TDSC scheme. Still the dynamic performance of PDSC
scheme is much better than the TDSC scheme.

C. PERFORMANCE WITH TIME-DELAYS
In this section, the dynamic performance of the PDSC scheme
is investigated under different communication time delays.
The Fig. 11 shows that the more oscillation will happen
when the communication time delays increasing. Considering
the fact that the stability criteria is based on the Lyapunov
theory, larger time delay will definitely diminish the stability
region of the whole system. As we have stated in Section IV,
in order to enlarge the tolerance of communication time-
delay, we should choose a relatively smaller proportion con-
stants, such as, Cω = 2, CV = 2 and CP = 2. In this

FIGURE 11. State outputs of PDSC scheme with Cω = 2, CV = 2 and
CP = 2 under different communication time-delays. (a1) and (a2)
frequency response. (b1) and (b2) voltage response. (c1) and (c2) active
power response.

FIGURE 12. State outputs of PDSC scheme with Cω = 1, CV = 1 and
CP = 1 under different communication time-delays. (a1) and (a2)
frequency response. (b1) and (b2) voltage response. (c1) and (c2) active
power response.

simulation, we can find that the system can remains stable
under the cases of time-delay td = 50ms and 100ms, and
the convergence speeds in both cases are reduced due to the
smaller proportional gains.

We further reduce the proportional gains as Cω = 1,
CV = 1 and CP = 1 and increase the time-delay to 150ms
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and 200ms. The dynamic results can be seen in Fig. 12.
It is obvious that the convergence speed is slower comparing
with the cases in Fig. 12, but the tolerance for maximum
time-delay is improved. Thus, we can always promote the
resistance capability to the communication time-delay by
scarifying the convergence speed and time.

Note that the time-delay of a common communication
network will be approximately at milliseconds or tens of
milliseconds, it is reasonable to conclude that the PDSC can
realize the control requirements under the circumstance of
time delay.

VI. CONCLUSION
This paper proposes a novel nonlinear distributed secondary
control strategy to achieve frequency restoration and accu-
rate active power sharing in an islanded AC microgrid,
while satisfying requirements of the bounded control input,
the faster convergence speed and eliminating the chattering
phenomenon. The stability issue of proposed DSC method
is rigorously proved by using the Lyapunov method. The
effectiveness of the control strategy is validated in the sim-
ulations with a test microgrid system. The future work will
focus on the real-time simulation by using Dspace and further
implement the PDSC method in a discrete way.

APPENDIX
Lemma 1: If the Lyapunov function V (y, t) are as (13), then
V̇ (yi, t) can be presented as follow,

V̇ (y, t)=
n∑
i=1

V̇ (yi, t)=−Cωrω[1−(1−rωsat1/rω |y|)
βω ]T

×(Lω + Dω)[1− (1− rωsat1/rω |y|)
βω ] (23)

Proof:We first denote V (y, t) as follow,
V (y, t) =

n∑
i=1

V (yi, t)

V (yi, t)=rω|yi| −
1

βω+1
(1−(1− rωsat1/rω |yi|)

βω+1)

(24)

It is easy to find that V (yi, t) is continuous at yi = 0, where
lim

yi→0+
V (yi, t) = lim

yi→0−
V (yi, t) = 0. Then, the differential

function of V (yi, t) respect to t can be presented as,

V̇ (yi, t)=

{
rω sign(yi)ẏi

(
1−(1−rω|yi|)βω

)
|yi| ≤ 1/rω

rω sign(yi)ẏi |yi| > 1/rω
(25)

It is obvious that lim
yi→0+

V̇ (yi, t) = lim
yi→0−

V̇ (yi, t) = 0.

So that we can conclude that, the function V (yi, t) is a regular,
continuous and Lipschitz function at 0. Moreover, the satura-
tion function sat() is defined as follow,

sat1/r (u) =


u |u| ≤

1
r

sign(u)
1
r
|u| >

1
r

(26)

We can also write V̇ (yi, t) as,

V̇ (yi, t) = rω sign(yi)ẏi
(
1− (1− rωsat1/rω |yi|)

βω
)

(27)

Note here ẏi can be further presented as,

ẏi = −CωLωiN sign(y)(1− (1− rωsat1/rω (|y|))
βω ) (28)

where LωiN is the column vector i of the Laplace matrix Lω +
Dω, so that we combine (24)-(28) and obtain (29) as follow,

V̇ (y, t) =
n∑
i=1

V̇ (yi, t) = −Cωrω[1− (1− rωsat1/rω |y|)
βω ]T

× (Lω + Dω)[1− (1− rωsat1/rω |y|)
βω ] (29)

where (29) equals to (23) and the proof is complete.
Lemma 2 ([22], [24]): Graph Laplacian L(A) of G(A) has

the following properties:
A undirected graph G(A) is called connected if and only if

rank(L(A)) = n− 1.
A weighted digraph G(A) is called strongly connected if

there is a directed path between any two nodes and exists
a positive column vector w ∈ RN such that wTL(A) = 0.
Moreover, if at least one node can access to the leader node,
L(A)+D(A) is a positive definite matrix whereD = diag{ai}
Lemma 3: A real-valued function f: R → R is called

Lipschitz continuous if there exists a positive real constant
K such that, for all real x1 and x2, |f (x1)− f (x2)| ≤ K |x1x2|,
In general, if the derivative of f as a function is bounded, then
f will be Lipschitz continuous. In addition, as an additional
note if a function f defined on S ⊆ R is Lipschitz continuous
then f is uniformly continuous on S
Lemma 4: Consider the initial value problem

y′(t) = f (t, y(t)), y(t0) = y0

Suppose f is uniformly Lipschitz continuous in y (meaning
the Lipschitz constant can be taken independent of t) and
continuous in t . Then, for some value ε > 0, there exists a
unique solution y(t) to the initial value problem on the interval
[t0 − ε, t + ε].
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