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Abstract

The wind turbine is a commercial product which is competing against other sources of
energy, such as coal and gas. This competition drives a constant development to reduce
costs and improve efficiency in order to reduce the total costof the energy. Its reliability
has increased since the first wind turbines were installed, which has led to the deployment
of wind turbines in remoter and harsher environments. Experiences from the oil and gas
industry in offshore installations and foundations has allowed wind power installations
offshore where the wind is stronger. The average offshore wind speed is typically 20%
greater than onshore. The turbulence is also lower, which potentially prolongs the tur-
bine’s lifetime from 25 years to 30 years. Furthermore, issues related to noise and visual
impact are reduced.

Wind power installations based on, e.g., monopile foundations are economically only
feasible for shallow water depths below 30 meters. Other concepts of foundations, such as
the jacket and tripod, have been designed for water depths inthe range of 25–50 meters.
The latest offshore development is the floating wind turbine, for water depths beyond 50
meters. It is not yet clear if the additional cost necessitated by a floating structure can
be offset by its benefits, such as access to deeper waters and the possibility of assembly
in protected waters before towing to and being moored at the desired location. A float-
ing wind turbine is subject to not only aerodynamics and windinduced loads, but also
to hydrodynamics and wave induced loads. In contrast to a bottom fixed wind turbine,
the floating structure, the hydrodynamics and the loads change the dynamic behaviour of
a floating wind turbine. The wave motion causes the platform to pitch forward, which
results in an increase of the relative wind speed, and with a conventional pitch control
system the blades will pitch to feather and decrease the rotor thrust. The result is an exac-
erbation of the platform’s motion. In control terms, conventional pitch control introduces
a negative damping term resulting in larger motion and loads.

This work addresses the control of a floating spar buoy wind turbine, and focuses
on the impact of the additional platform dynamics. A time varying control model is
presented based on the wind speed and wave frequency. Estimates of the wind speed
and wave frequency are used as scheduling variables in a gainscheduled linear quadratic
controller to improve the electrical power production while reducing fatigue. The wind
speed is estimated using an extended Kalman filter and the wave frequency, by an auto–
regressive filter.

To address the problem of negative damped fore–aft tower motion, additional con-
trol loops are suggested which stabilize the response of theonshore controller and reduce
the impact of the wave induced loads. This research is then extended to model predic-
tive control, to further address wave disturbances. A dynamic model of the undisturbed
closed–loop system is used as a reference for the disturbed system within a framework
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based on model predictive control.
In the context of control engineering, the dynamics and disturbances of a floating wind

turbine have been identified and modelled. The objectives ofmaximizing the production
of electrical power and minimizing fatigue have been reached by using advanced methods
of estimation and control.
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Synopsis

Vindmøllen er et kommercielt produkt, der konkurrerer med andre energikilder, ssom
kul og gas. Denne Konkurrence driver en konstant udvikling mod at reducere omkost-
ningerne og forbedre effektiviteten med henblik på at reducere de samlede omkostninger
til energi. Pålideligheden er steget siden de første møller blev installeret, hvilket har
ført til opførelse af vindmøller i mere fjerntliggende og barske miljøer. Erfaringer fra
olie og gas industrien i offshoreanlæg og fundamenter, har gjort det muligt at installere
vindmøller offshore, hvor vinden er stærkere. Den gennemsnitlige offshore vindhastighed
er typisk 20 % større end onshore. Turbulensen er også lavere, hvilket potentielt set for-
længer vindmøllelevetiden fra 25 år til 30 år. Desuden er gener i forbindelse med støj og
visuel indtryk reduceret.

Vindmøller baseret på f.eks. monopælfundamenter kan økonomisk kun lade sig gøre
på lave vanddybder under 30 meter. Andre koncepter af fundamenter, såsom jackets og
tripods er designet til vanddybder i intervallet fra 25 til 50 meter. Den seneste offshore ud-
vikling er den flydende vindmølle til vanddybder over 50 meter. Det er endnu ikke klart,
om de ekstra omkostninger ndvendiggjort af en flydende struktur kan opvejes af forde-
lene, såsom adgang til dybere vande, og muligheden for montage i beskyttede farvande
inden bugsering til og fortøjning ved det ønskede sted. En flydende vindmølle er ikke
kun påvirket af aerodynamik og vind inducerede belastninger, men den er også genstand
for hydrodynamik og bølge inducerede belastninger. I modsætning til den bundfæstet
vindmølle, ændrer den flydende struktur, hydrodynamikken og belastningerne den dy-
namiske opførsel af en flydende vindmølle. Bølgebevægelsenfår platformen til at pitch
fremad, hvilket resulterer i en forøgelse af den relative vindhastighed, og med et kon-
ventionel pitch kontrolsystem, vil vingerne pitch–to–feather, og reducere rotor thrusten.
Resultatet er en forværring af platformens bevægelse. I kontrol termer, introducerer kon-
ventionel pitch kontrol et negativt dæmpnings bidrag som resulterer i stor bevægelse og
belastninger.

Dette projekt adresserer kontrol af en flydende spar buoy vindmølle og fokuserer på
indvirkningen af den ekstra platform dynamik. En tidsvarierende kontrol model præsen-
teres baseret på vindhastigheden og bølgefrekvensen. Estimater af vindhastigheden og
bølgefrekvensen anvendes som schedulerings variabler i engain scheduleret lineær kva-
dratisk regulator til at forbedre den elektriske produktion, mens fatigue mindskes. Vin-
dhastigheden estimeres med et extended Kalman filter og bølgefrekvensen med et auto–
regressiv filter.

For at løse problemet med negativ dæmpet tårn bevægelser, forslåes der yderligere
reguleringssløjfer til at stabiliserer responsen af en konventionel regulator og mindske
virkningerne af bølgedrevne belastninger. Dette er udvidet til model prædiktiv kontrol til
at behandle bølge forstyrrelser yderligere. En dynamisk model af det uforstyrrede lukket
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sløjfe systemet bruges som reference til det forstyrrede systemet i en struktur baseret p
model prædiktiv kontrol.

I forbindelse med reguleringsteknik er dynamikken og forstyrrelser af en flydende
vindmølle blevet identificeret og modelleret. Målsætninger for maksimeret elektrisk pro-
duktion og minimeret fatigue, er nået ved hjælp af avancerede metoder til estimation og
kontrol.
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1 Introduction

This chapter describes trends for wind turbines and the motivation for the current work.
The properties of a floating wind turbine are introduced and control issues are described
regarding the new freedoms of the application. An overview of the background and the
state of the art is presented, followed by an outline of the thesis.

1.1 Motivation

The idea of extracting energy from the wind is not new. It has been traced back to the
time of the first sailing boat, where the trust from the wind was used for propulsion of
the craft. In agriculture, the wind was used to pump water from wells to fields and cattle,
and for grinding grain. Here, the wind energy was transformed into torque by means of
a spinning rotor and a shaft. In recent time, the torque from the wind has found a new
application, where the same principle of a spinning rotor isused to produce torque and
thus electrical power in a wind turbine setup.

Today, the wind turbine is a commercial product which is competing against other
sources of energy, such as gas and coal. This competition hasdriven a constantly devel-
oping design and optimization process aiming at reducing costs and improving efficiency
in order to reduce the total cost of the energy. Partly as a response to this, the size of
wind turbines has increased from kilowatts to multi megawatts. This trend is supported in
[UpWind, 2011], which shows that wind turbines are feasibleeven at 20 MW with rotor
diameters of 252 meters.

Reliability has increased since the first inland prototypeswere installed, which has
lead to the deployment of wind turbines in remoter and harsher environments. Experi-
ence from the oil and gas industry in offshore installationsand foundations has allowed
the wind turbine to go offshore, where the wind is stronger. In [Association, 2012], an
analysis shows that offshore wind farms are being built further from the coast and in
deeper waters. Since 2011, the average offshore wind farm water depth has increased
from 22.8 meters to 25.3 meters, and the distance to shore hasincreased from 23.4 km to
33.2 km.

In [Shikha et al., 2003], the advantages of siting wind turbines offshore are analysed.
The average offshore wind speed is typically 20% greater than onshore. The ambient
turbulence is less, which prolongs the turbine’s lifetime.Furthermore, issues related to
noise and visual impact are reduced.

Depending on the water depth, a variety of foundations have been used, as presented in
Figure 1.1. From an economic point of view, the deep water foundations are the most ex-
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Introduction

pensive in Figure 1.1, however, the expected wind speeds arehigher and thus the expected
electrical power production is higher. The monopile foundation is a popular example of
offshore deployment. However, this foundation is economically limited to shallow water
depths below 30 meters. Other concepts of foundations, suchas the jacket and tripod, are
designed for water depths in the range of 25–50 meters.

Another aspect and motivation for installations in deeper waters is the globally limited
extent of shallow water. Furthermore, the consumers of the electrical power must be
within a reasonable range of the wind turbines to avoid considerable loss due to power
transmission. To provide significant offshore wind energy to some large population areas,
e.g., on the east coast of the US or around Japan, installations at deep waters are required.

TLP

Semi-Sub Spar

Monopile

0-30m, 1-2 MW

Jacket/Tripod

25-50m, 2-5 MW

Floating Structures

>50m, 5-10 MW

Floating Structures

>120m, 5-10 MW

Figure 1.1: Offshore wind turbine foundations.

The latest offshore development is the floating wind turbine. The floating foundation
exists in several shapes. In Figure 1.1 we present three different types: the tension legs
platform (TLP), the semi-submersible, and the spar buoy. In2009, the Hywind Demo
was deployed, which was the first full scale floating wind turbine. It was based on a spar
buoy foundation as shown in Figure 1.2(a). The spar buoy is kept in place with catenary
mooring and drag embedded anchors. Later in 2011, the Windfloat was deployed, based
on a semi-submersible foundation as shown in Figure 1.2(b).A floating wind turbine is
subject not only to aerodynamics and wind induced loads, butalso hydrodynamics and
wave induced loads. The floating structure, the hydrodynamics and the loads change
the fundamental dynamic behaviour of the floating wind turbine system compared to an
onshore or bottom fixed turbine.

These dynamics and loads are crucial for the life time of the wind turbine, and must
hence be taken in to consideration during the design of the control system. A conven-
tional wind turbine controller is designed to produce a steady electrical power output, at
a controller bandwidth slow enough not to excite structuraloscillations. However, for a
floating wind turbine, the dynamics of the structure are relatively slow. In this case, the
bandwidth of the conventional wind turbine controller is fast enough to excite the struc-
ture, and this causes instability and damaging structural oscillations. This is referred to

2



1 Motivation

(a) (b)

Figure 1.2: Examples of floating wind turbines. The Hywind Demo (a) is a 2.3 MW
Siemens wind turbine mounted on a spar buoy foundation. The Windfloat (b) is a 2 MW
Vestas wind turbine mounted on a semi-submersible foundation.

as negative damped oscillations in fore–aft motion, and this must be addressed such that
the lifetime of the total structure does not suffer.

Objectives

As the thrust force from the wind pushes the wind turbine backward, a conventional on-
shore controller experiences a decrease in the relative wind speed. Thus, the blade pitch
angle is reduced, causing an increase in the thrust force. Asthe wind turbine moves for-
ward, a conventional controller experiences an increase inrelative wind speed. Thus, the
blades pitch to feather, causing a decrease in the thrust force. This phenomenon is true for
both bottom fixed and floating wind turbines, but due to the freedom of a floating structure
and the wave induced oscillations, the phenomenon is exaggerated for a floating turbine.
For a bottom fixed turbine, the bandwidth of the pitch system is designed to avoid this
phenomena. Negative damping occurs when a controller, designed for an bottom fixed
wind turbine, is applied to a floating wind turbine, without modifying the controller. The
difference between the fore–aft natural frequency of a bottom fixed tower and that of
a floating spar buoy is approximately a factor of ten, [Larsenand Hanson, 2007]. This
changes the dynamic response and causes negative damping infore–aft of the platform.
Furthermore, a floating wind turbine is exposed to disturbances from both wind turbu-
lence and incident waves. Consequently, the system experience an increase in the loads,
a reduction in the wind turbine fatigue lifetime, and thus anincrease in the cost of the
energy.

The problems addressed in this dissertation are hence as follows: I) that conventional
wind turbine control systems, designed for bottom fixed windturbines, induce negative
damped oscillations on a floating wind turbine, which causespower oscillations and re-
duces the fatigue lifetime, and II) as a consequence of the induced floating foundation,
the dynamic response to both wind and wave loads causes exaggerated oscillations of the
structure and thus a reduction in fatigue lifetime.

To address these problems, methods based on system identification, process estima-
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Introduction

tion, and model–based control are combined and the significance of the results are vali-
dated with respect to power performance, actuator wear, andstructural fatigue, by means
of damage equivalent loads.

The objectives are specified in the following:

1. A dynamic model of a floating wind turbine which relates thedynamics of the
structure to the dynamics and loads of the wind and waves. Themodel formulation
is suitable for model–based control and capable of modelling nonlinearities over a
range of wind and wave operational conditions.

2. A model–based control system to optimize the production of power and to reduce
the fatigue on the structures and actuators, while taking the nonlinear dynamics and
disturbances of the wind and waves into account.

3. A strategy to extend the conventional onshore control from bottom fixed to floating
wind turbines, while avoiding negative damped oscillations. A floating wind tur-
bine, including a conventional onshore controller, is stabilized without redesigning
the entire control system.

4. Model–based disturbance control to accommodate the predictive loads induced by
incident waves to reduce the fatigue on the structures basedon dynamic estimations
of the process and references.

Scope

The industrial prototypes presented in Figure 1.2 are examples of wind turbines where the
control systems have been designed to accommodated the negative damping in fore–aft.
These industrial controllers are classified, and thus the relevant research and development
are not publicly available. However, since Statoil is a partner in NORCOWE, there exists
a unique opportunity to address practical control issues related to the Hywind Demo,
where Statoil can provide insight and possibly measurements from the Hywind Demo.
Since this work is funded by NORCOWE, there is a mutual interest among the partners
involved, in addressing research topics related to the concepts of floating wind turbines.
This dissertation is hence focussed on a floating structure similar to the ballast–stabilized
Hywind Demo.

Experimental work on the Hywind Demo has not been possible, and the work pre-
sented here has hence been limited to simulations of such systems. The scope for simula-
tion has, in collaboration with the NORCOWE partners, been limited to the high fidelity
code FAST ([Jonkman, 2010b]) by NREL which simulates an upscaled version of the
Hywind Demo. This code is well documented and recognized in [Passon et al., 2007].

Thus the scope of this thesis is as follows:

• The research on control systems should address the Hywind Demo or similar wind
turbines based on a ballast–stabilized platform of the sparbuoy type.

• Collaborate with Statoil to identify interesting key performance indexes and the
weighting between these on the Hywind Demo.
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2 State–of–the–Art and Background

• The suggested solutions and control systems should be computationally feasible on
practical applications, based on available or measurable data on a commercial wind
turbine.

• The response of the floating wind turbine is simulated using the FAST high fidelity
codes for a ballast–stabilized spar buoy wind turbine.

• No changes are applied to the simulations of the ballast–stabilized spar buoy wind
turbine in relation to actuators and the structure.

1.2 State–of–the–Art and Background

The wind turbines is an application which has the interest ofa broad audience of engi-
neers and economists who see a potential in wind energy. Overthe years, this interest
has consolidated the research in wind energy as a strong and independent research area.
Built on existing research, the floating wind turbine has emerged, which is a new and
promising application to reach new water depths. The literature shows that the design
and deployment of floating foundations has drawn the attention of new research areas
to the wind energy area, such as marine and ocean engineering. The contributions from
these areas are research in hydrodynamics and structural dynamics. These contributions
are necessary to complete the basic understanding of the floating wind turbine. However,
the current floating wind turbines are still only prototypesof future hopefully cost com-
petitive installations. To determine the current progresson floating wind turbine, state of
the art of their control methods will be presented.C o n t r o l o f f l o a t i n gw i n d t u r b i n e sD y n a m i cm o d e l i n gW a v e l o a d sa n d d y n a m i c sW i n d l o a d sa n d d y n a m i c sS t r u c t u r a ld y n a m i c s

C o n v e n t i o n a lc o n t r o lS t a t e o b s e r v e rG S P IP i t c h + t o + s t a l l M o d e l - b a s e dc o n t r o lC y c l i c b l a d ep i t c hL Q RT L C DI n d i v i d u a lb l a d e p i t c hM B CE K F
A d v a n c e dc o n t r o lM P CL P VHE K FI n d i v i d u a lb l a d e p i t c h

D i s t u r b a n c er e d u c t i o nS t a t e o b s e r v e rD A CP e r i o d i cd i s t u r b a n c e
Figure 1.3: Sketch of state of the art methods for the controlfor floating wind turbines
divided into topics (bold).

In the context of control engineering, an overview of the state of the art is presented
in Figure 1.3. This figure illustrates how the state of the artcan be divided into five top-
ics (bold), based on their complexity and objectives. Undereach topic a list of methods
(bullet points) is presented which relates to the topic, andwhere some methods relates to
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multiple topics. The topic of Dynamic modeling is presentedbecause it is a prerequisite
in model–based control. The state of the art for the control is divided into three topics,
where Conventional control represents simple controllers, Model–based control repre-
sents controllers based on modeling and Advanced control represents the most complex
controllers. The topic Disturbance reduction represents means to accommodate loads
induced by wind and wave disturbances.

In the following, the five topics will be explained in more detail and the state of the
art will be presented for each topic, indicating their shortcomings and the possibilities for
further research.

Models of Floating Structures and Hydrodynamics

The dynamic response of a floating wind turbine can be compared to the response of a
marine craft. In [Fossen, 2011], the hydrodynamic impact onmarine crafts is modelled
based on empirical models of the wave spectrum which relate the significant wave height,
the wind speed, and the wave frequency. Methods to estimate wave induced loads are pre-
sented based on stochastic models of the wave spectrum. The mechanics and properties
of water waves, currents, and wave loads are described in [Andersen and Frigaard, 2011,
Burcharth, 2002].

The shape and surface smoothness of a hull has an impact on theradiation of waves
and forces which are expressed by hydrodynamics. A state–space representation of the ra-
diation forces from the hydrodynamics is presented in [Kristiansen et al., 2005] based on
frequency–dependent added masses and potential damping. The results include a com-
putationally efficient method applicable to control design. However, the method has a
disadvantage: to describe the added mass and potential damping, the model comprises
several models with orders ranging from the third to the eighth, which quickly increases
the complexity of the model.

The shape of the floating structure was investigated in [Berthelsen and Fylling, 2011],
where three different shapes of spar buoys were compared as to their cost and dynamic
response. A cost function describing the objective and algorithms were presented to min-
imize, e.g., steel consumption. This is a valuable method inthe design of a floating wind
turbine. A structural design method is a precondition for further control design, but unless
a concurrent design approach is taken, it is not directly related to the control design.

Simulation code for simulating the dynamical response of a floating wind turbine
is presented in [Jonkman and Sclavounos, 2006, Jonkman, 2007] and [Jonkman, 2010a,
Jonkman et al., 2007, WAMIT, 2006], which presents an extensive high–fidelity model
of a coupled hydro- and aerodynamic floating wind turbine including a low performance
controller. The code includes a tool for model linearization, however, this is only valid
for single point operation. The model was verified against other high–fidelity models in
[Passon et al., 2007] which showed similar behaviour.

In [Skaare et al., 2007b], a preliminary scaled physical model of the Hywind Demo is
presented to verify the dynamics of an in–house simulation model of the Hywind Demo.
Based on simulated data and measurements from the scaled model, a comparison of the
structural behaviour and performance is presented which isthen verified against the in–
house simulation model. However, the in–house simulation model and the control system
are subject to confidentiality. In [Hanson et al., 2011], a similar comparison is conducted
on the deployed full scale Hywind Demo, which also showed comparable results on struc-
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tural behavior and performance.
In [Karimirad and Moan, 2011] and [Karimirad, 2011], the dynamic response and

power production of a floating wind turbine is investigated when subject to extreme wind
and wave conditions. The response to extreme wind and wave conditions were simulated
using several simulation codes, which all showed similar response.

In summary:

• Coupled aeroelastic and hydrodynamic codes for dynamical simulations have been
developed and validated to simulate the response of a floating wind turbine. Fur-
thermore, the simulation codes have been verified on scaled and, later, full scale
models of floating wind turbines. The presented literature consolidates the exis-
tence of advanced models and codes for floating models suitable for control design.

• In the context of control design, the hydrodynamic radiation is presented using high
order models, which may be inconvenient for control design.A tool to generate
a linear model of a floating wind turbine is presented for single point operation,
which is insufficient to cover all possible operating points.

Conventional Control with Modifications

A wind turbine control system usually has a main controller in combination with several
controller designed for a series of special events of operation and disturbances. To ac-
count for the negative damping of the platform pitch, a gain–scheduled baseline control
is subjected to modifications in [Jonkman, 2008]. Here, one way to address this prob-
lem is to apply an additional control loop. This is done in [Burton et al., 2001], where a
method to damp fore–aft oscillations of the tower is presented, based on a tower accel-
eration feedback loop applied to the controller. However, in [Jonkman, 2008], the results
of this method show unacceptable rotor speed excursions. Using the same method, a con-
tradictory result is presented in [van der Veen et al., 2012], where a linear PI controller
is extended by an additional tower velocity feedback loop. The PI controller is designed
for a single operating point only. The linear PI controller shows reduced generator speed
excursions and nacelle displacements in contrast to a linear PI controller with reduced
bandwidth.

Negative damping is mostly related to the operation strategy of pitch–to–feather, since
this method reduces the thrust force above the rated wind speed. Another method is to
use pitch–to–stall, which is a method that increases the thrust force when conditions are
above the rated wind speed. In [Jonkman, 2008, Larsen and Hanson, 2007], this method
is investigated, and shows an increase in the amplitude of oscillations in the platform
pitch due to the increased thrust force. The best results areachieved using pitch–to–
feather and reducing the bandwidth of the baseline controller which stabilizes the system.
However, the performance is far from that of an onshore wind turbine, and due to the
reduced bandwidth, the blade pitch actuator becomes inadequately slow and hence not
exploiting the true potential of the actuator within the fatigue lifetime of the wind turbine.
This is a general problem with all results that reduce the bandwidth of the pitch system. It
addresses the negative damping, by slowing down the pitch system below the bandwidth
of the platform motion, and hence reduce the pitch to featherwith forward motion. Unless
the pitch actuator is modified, it will result in a much longerlifetime than it was designed
for, which is not optimal when compared to other components.
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In [Lackner, 2010], it is proposed to control the generator speed reference based
on a feedback of the platform pitch velocity. The method is combined with individ-
ual blade pitch, as suggested in [Bossanyi, 2003, Bossanyi,2005]. The results show im-
proved performance. However, due to a constant generator torque approach, the generator
speed and the electrical power show relatively large excursions. In [Skaare et al., 2007a,
Skaare et al., 2011], they suggested a similar approach by manipulating the generator
speed feedback loop. A modified constant power approach is suggested for improving
the power performance. Based on state estimation, the rotorspeed oscillations induced
by the platform pitch dynamics are decoupled and subtractedfrom the measured rotor
speed feedback. A comparison between the limited availableresults and conventional
control shows that the method resolved the problem of the negative damped oscillations
of the platform pitch at the cost of a deterioration in mean and standard deviation of the
produced electrical power. However, the specific industrial controller used to achieve
these results is commercially confidential.

In summary:

• Pitch–to–stall improves damping and power performance at the cost of increased
rotor thrust and platform oscillations.

• Based on platform pitch velocity feedback, an additional control loop reduces the
oscillations of conventional onshore control.

• The bandwidth of conventional wind turbine control has beenreduced and applied
to a floating wind turbine. The relatively slow controller stabilizes the system, but
the production of power deteriorates, and it also causes speed excursions.

• The industry has demonstrated damped oscillations of a floating wind turbine us-
ing estimator–based feedback for conventional onshore control, however, mean and
standard deviation in electrical power were deteriorated.Furthermore, the strate-
gies and methods are commercial confidential.

Model–Based Control and Features

Model–based control is a method which offers control of multiple input multiple output
(MIMO) systems based on dynamic models. The method allows the controller gains to be
found based on advanced models of the system which may not be possible using conven-
tional control methods. Among others, the method can be usedfor multi–objectivecontrol
for state space systems and allows the formulation of optimal control which minimizes
a performance function. A floating wind turbine is indeed a MIMO system, comprising
a generator torque input and three blade pitch inputs, combined with a series of sensor
outputs.

In [Namik and Stol, 2008, Namik and Stol, 2009b, Namik, 2012,Stol and Zhao, 2006],
model–based control is combined with periodic control of both monopile- and floating
wind turbines, with focusses on cyclic blade pitch and individual blade pitch. Based on a
time–varying model with respect to the azimuth angle, a linear quadratic regulator (LQR)
shows improved performance in contrast to collective bladepitch. The results were fur-
ther improved by controlling the blades individually usingthe multi blade coordinates
(MBC) method. Individual blade pitch is useful for controlling the moments of the blades
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and rotor. Especially the results on the control of side–side loads are improved using indi-
vidual blade pitch which is achieved using asymmetric rotorloads. However, the results
are based on full state feedback. In [Knudsen et al., 2011], an extended Kalman filter
(EKF) is designed to estimate system states based on a deterministic model of a drive-
train and a stochastic model of the turbulence. This method can be extended to full state
feedback estimation if the process is observable.

Additional actuation and control is suggested for floating system in [Luo, 2011],
where a semi-active control design is applied to a tuned liquid column damper (TLCD)
with a controllable valve. Wind and wave induced vibrationsare reduced using anH∞

control method to improve the structural lifetime.
In summary:

• Model–based control combined with cyclic and individual blade pitch using MBC
has been applied to floating wind turbine, performing well inpower and side–side
motions. However, the results are based on a state feedback for single point opera-
tion of wind speed and wave frequency.

• In an model–based framework, an EKF is used to estimate the dynamic response
of an onshore wind turbine.

• Structural oscillations and fatigue–lifetime can be improved using TLCD actuators
in the platform by means of a semi-active control strategy which reduces static
loads.

Advanced Control Methods

Advanced control methods are investigated in [Mayne et al.,2000], where model pre-
dictive control (MPC) is presented as an attractive controlmethod because of its ability
to deal with constraints and to deal with multi-variable systems. MPC solves an op-
timal control problem over a finite horizon repeatedly. Given the current state of the
system, an optimal control problem over a finite horizon is solved at each time step
[Maciejowski, 2002]. Recently, MPC has been used with promising simulation results for
the control of non-floating wind turbines in [Kumar and Stol,2009, Kober and King, 2010].

In [Santos, 2007], model predictive control is combined with information about the
future wind and a nonlinear model of the structural damage produced by repetitive loads
to reduce the structural load and fatigue. In [Schlipf et al., 2012], the authors use the wind
prediction information obtained from a LIDAR system in a nonlinear model predictive
controller to reduce the fatigue loads on the tower and blades. In [Lindeberg et al., 2012],
MPC is suggested as a full wind range control strategy. Basedon the wind speed, bump-
less transfer is used to switch between multi–objective controls with different objectives.
The results demonstrate a smooth transition between the controllers.

In [Henriksen et al., 2010], the uncertainties regarding dynamic inflow and wind speed
estimation are addressed and combined in an MPC framework. The MPC was applied to
both monopile- and floating wind turbines comprising an EKF for state estimation and
for supervision in a hybrid system setup. A simple static MPCreference approach were
used, which might be improved using dynamic MPC reference. The method should not
be too computational heavy and hence suitable for real–timeapplications.

9



Introduction

In [Bakka et al., 2012], gain scheduledH∞ control are designed to minimize a per-
formance function, based on linear matrix inequalities (LMI) at four operating points.
The combinedH∞ controller is applied to a floating wind turbine and gain–scheduled
based on the assumption of known wind speed. In [Bakka and Karimi, 2012] the work
was extended to consider the unknown azimuth angle in a performance function. In both
[Bakka et al., 2012, Bakka and Karimi, 2012], methods of poleplacements were utilized
which may be difficult to relate to performance and fatigue objectives.

Another method is investigated in [Østergaard, 2008], where linear parameter varying
(LPV) control is presented. Based on an LMI approach, the nonlinear disturbance from
the wind is modelled as rational functions. A controller is found which is robust to the
wind disturbance by minimizing anH∞ norm. However, results are limited to onshore
wind turbines.

In summary:

• Model predictive control was applied to wind turbines to predict and improve their
future performance while switching between different control objectives.

• To reduce the impact of model uncertainties, LPV control offers robust performance
by minimizing anH∞ norm using LMI formulations.

Reducing the Impact of Wind and Wave Disturbances

The response of a system is usually controlled and damped using feedback control. De-
pending on the objectives, it can also be an advantage to use feed–forward methods to
address disturbances before they impact the system dynamics.

In [Johnson, 1986], a general overview is given of disturbance accommodating con-
trol (DAC), which is a method to estimate and reduce the impact of the disturbance
by means of direct or indirect actuation. The method is applied to wind turbines in
[Stol and Balas, 2003, Wright, 2004], where a periodic disturbance accommodating con-
trol method is used to reduce the response of a time–varying system with respect to the
rotor azimuth angle. In [Namik and Stol, 2009a, Namik, 2012], a disturbance accommo-
dating control is combined with individual blade pitch on a floating wind turbine and full
state feedback. Based on known dynamic models of a single point wind speed and wave
frequency, an actuator signal is estimated which reduces the impact of the disturbance
induced by regular waves on the system.

In [Brown and Zhang, 2004], a periodic disturbance cancellation method was pre-
sented for a disturbance model with unknown natural frequency and gain. Based on
measurements, an estimation of the unknown parameters was corrected and an actuator
signal was designed to cancel the disturbance.

In summary:

• Disturbances can be reduced or canceled by direct or indirect disturbance estima-
tion and actuation.

• Methods for reducing the disturbance from wind and waves have been suggested
based on single point deterministic observer models. Only results for regular waves
show a significant improvement.
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• Disturbance accommodating control shows an advantage in reducing Azimuth–
periodic disturbances on loads and performance.

1.3 Outline of the Thesis

The problem has been introduced and the state of the art and background has been pre-
sented. In the following, a summary of paper contributions are listed. The methods used
in these papers are presented in Chapter 2 and the contributions of the papers are stated
in Chapter 3. Conclusions are drawn in Chapter 4 and future work is presented in Section
4.1.

• Paper A [Christiansen et al., 2011]
In this paper, we address the initial platform stability problem of a floating wind
turbineusing model–based control. The controller is designed based on a simplified
model comprising a flexible drivetrain and a rotating platform. An EKF is included
in the control strategy to estimate the turbulence and the mean wind speed.

• Paper B [Christiansen et al., 2012a]
In this paper, we expand the simplified model and establish a basis for model–based
control by presenting a linear time varying control model ofa floating wind turbine.
The model combine aero- and hydrodynamics as well as gyroscopic effects and the
structural dynamics. A gain–scheduled LQR controller is designed for this linear
time–varying model, based on estimates of the wind speed andthe wave frequency.

• Paper C [Christiansen et al., 2012b]
In this paper, we use the time–varying model to explore the combined freedom of
the tip speed ratio and the blade pitch angle above the rated wind speed. Assuming a
constant power strategy for wind speeds above the rated windspeed, we investigate
the impact on power and fatigue by operating at variable rotor speed in contrast to
the conventional constant rotor speed.

• Paper D [Christiansen et al., 2012c]
In this paper, we address the unstable response of conventional onshore control of a
floating wind turbine. An additional control loop is suggested which stabilizes the
system and includes a method for reducing the impact of wave induced loads on
the structure. The controller is applied as a supplement to the conventional onshore
controller and thus does not require a complete redesign of the control system.

• Paper E [Christiansen et al., 2013]
In this paper, we reduced the impact of wave induced loads on the structure, by
using the response of the undisturbed closed–loop system asa reference for the
disturbed closed–loop system. To achieve this, we use reference model–based pre-
dictive control, including models for wind and wave inducedloads.
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2 Methodology

This chapter describes the background for the methods used in this thesis. A floating
wind turbine is presented, and the properties of its structural dynamics, aerodynamics,
and hydrodynamics are identified. Depending on operation and control, the wear and
structural life time may differ, thus methods are presentedto estimate the fatigue.

A model validation is presented by comparing the high fidelity code FAST to a lin-
earized control model.

2.1 Reduced Order Model of a Floating Wind Turbine

A floating wind turbine of the spar buoy type is presented in Figure 2.1. The figure shows
a standard wind turbine mounted on a spar buoy platform wherethe mooring system has
been left out. In the following, an overview of the components and coordinate systems of
a floating wind turbine is given and illustrated in Figure 2.1.

The wind turbine comprises a flexible tower, a nacelle, and a hub. The hub is con-
nected to the gearbox by a driveshaft, and the gearbox is connected to a generator. The
electrical power output of the generator is given by

P = ωMg , (2.1)

whereω is the generator speed andMg is a controllable induced generator torque on the
rotating shaft. The generator response can be modelled as a linear dynamical system,
from the desired generator torque to the actual generator torque. This is obviously a
simplification: however, in this thesis it is considered sufficient for control purposes. The
wind v induces both a torqueMa and a thrustFt on the rotor and thus the drivetrain.
The aerodynamics are described in the following section, however, the aerodynamics can
be controlled by altering the pitch angle of the blades. The blade pitch actuator can be
modelled as a linear dynamical system. The hub and nacelle structures are supported by
the tower, which is a component subject to stress. The tower is flexible and its deflections
can be modelled in the directions of fore–aftxt and in side–sideyt. The wind turbine
is mounted on top of the spar buoy platform, which floats in thewater, constrained only
by three mooring lines. The tower and spar buoy platform interconnect just above the
sea water level (SWL). In Figure 2.1, the centre of mass (COM)relates to the mass of
the structure, while the centre of buoyancy (COB) relates tothe volume of the displaced
water. The platform is able to translate in surge, sway, and heave, and able to rotate in
roll, pitch, and yaw.
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Figure 2.1: Floating wind turbine comprising a wind turbinemounted on a floating spar
buoy platform (note mooring system is not shown).

Figure 2.1 presents three coordinate systems. An earth–fixed (EF) coordinate system
is presented by (xi, yi, zi) where the xy–plane is defined at the initial SWL–plane. The
EF coordinate system is used to describe the relative position of the platform–fixed (PF)
coordinate system. The PF coordinate system is described by(x, y, z) and presented by
(surge, sway, heave, roll, pitch, yaw) in the figure, where translation is black and rotation
is red. The origin of the PF coordinate system is located at the intersection between
the tower centre line and the initial SWL–plane on the platform. A nacelle–fixed (NF)
coordinate system (xt, yt, zt) presents the tower deflection relative to the PF coordinate
system. The origin of the NF coordinate system is located at the intersection between the
tower centre line and the the rotor shaft.

The combined structure rotates about the meta centre which is located directly above
the COB at a distance ofMC = I/V , whereI is the second moment of area of the water
plane andV is the volume of the displaced water. The structure is subject to gravitational
forces and buoyancy forces, which for a floating vessel are inbalance at rest. To prevent
the floating wind turbine from drift in translation and rotation, the platform is constrained
by three mooring lines (not presented in the figure), which adds stiffness to the system.
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Here, yaw stiffness is an important factor to keep the rotor–plane perpendicular to the
direction of the wind.

Dynamics of a Floating Wind Turbine

A block diagram of the dynamics and interconnections of a floating wind turbine are
presented in Figure 2.2. The presented block diagram describes a model sufficient for
analysis and control purposes, while a more advanced modeling framework is used for
simulations.

The dynamics of a floating wind turbine consists of aerodynamics, structural dynam-
ics, hydrodynamics and the drivetrain dynamics. However, the response of the actuators is
also dynamical, thus the blade pitch dynamics and generatordynamics are also presented.
The actuators control the blade pitch angle and the torque induced by the generator on the
shaft. Depending on the aerodynamic torque the rotor will accelerate or decelerate. The
aerodynamic torque is a function of the blade pitch angle, the rotor speed, and the relative
wind speed,vr .

Figure 2.2: Block diagram of dynamics and interconnectionsof a floating wind turbine.

The wind speed experienced by the rotor is a relative wind speed which depends on
the motion of the structure. The structure comprises the tower, the platform, and the
mooring lines. As the wind blows, a thrust force is induced onthe rotor by the wind. This
thrust affects the structural dynamics, causing a translational velocityvtp of the structure
which, reciprocally, has an impact on the relative wind speed, vr = v − vtp, where
vtp = ẋ + ẋt + hθ̇, andx is the surge of the PF relative to the EF coordinate system,
h is the height between the PF and NF coordinate systems, andθ̇ is the platform pitch
velocity of the PF relative to the EF. The platform is also subject to hydrodynamics and
wave loads which will be explained in the following section.

In the context of model–based control, the freedoms and flexibilities can be modelled
by q as a linear system by means of inertiaA, dampingB, and stiffnessC, by

Aq̈ + Bq̇ + Cq = Fwind + Fwave + Fref , (2.2)

where the forces on the right hand side of the equation are external forces induced by the
wind, waves, and actuator inputs defined byFwind, Fwaves andFref , respectively. This
model is valid for a single operation point of wind and waves.
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On a standard onshore wind turbine, one can assume only a few sensor measurements
are available, such as the generator speed and the acceleration of the nacelle. However,
on a floating wind turbine, measurements related to the platform translation and rotation
may be considered available, as well as a measure of the wave height.

Structural dynamics

The principal freedoms of the structural dynamics are presented in Figure 2.3. The flex-
ibilities of the tower are modelled as a second order system,comprising a single mass
located in the nacelle which is connected to a damper and a spring. This mass is the sum
of the three blades, the hub, the nacelle, and the tower, presented in the NF coordinate
system. The tower deflection is modelled relative to the orientation of the platform centre
line in the PF coordinate system.

Figure 2.3: Floating wind turbine with springs and dampers.

The freedom of the platform is also modelled as a second ordersystem comprising the
mass of the rigid platform, where stiffness is added to the system from the three mooring
lines which are connected to the seabed. The gyroscopic effects from the spinning rotor
adds damping to the rotational freedoms in the platform pitch and yaw directions. The
system is affected by aerodynamic and hydrodynamic loads. The figure shows how the
wind loads are induced on the tower, while the wave loads are induced on the platform.

Drivetrain dynamics

Figure 2.4 presents a model of a drivetrain. The drivetrain is modelled as two masses
connected by a spring and a gear where both the low and the highspeed shafts are subject
to friction. Figure 2.4 presents the rotor inertiaIr, comprising the blades, the hub, and

16



1 Reduced Order Model of a Floating Wind Turbine

the low speed drive shaft. The generator inertiaIg only models the low speed shaft of
the generator. The stiffnessKdr is the spring constant of the shaft torsion,Bdr is the
damping constant, andN is the gear ratio. This approach allows modelling the torsion
of the rotor shaft induced by the the aerodynamic torqueMa on the rotor side and the
electrically induced torque on the generator side.

Figure 2.4: Schematic overview of a drivetrain

Aerodynamics

The aerodynamic forces of the wind are presented as the aerodynamic rotor thrustFt and
torqueMa which have a nonlinear effect on the system, given by

Ft =
1

2
AρCt(λ, β)v2

r (2.3)

Ma =
1

Ω

1

2
AρCp(λ, β)v3

r (2.4)

whereΩ is the rotor speed,A is the area swept by the rotor,ρ is the air density,Ct and
Cp are the thrust and power coefficients,λ = RΩ

vr
is the ratio between the blade tip speed

RΩ and the relative wind speedvr, andβ is the blade pitch angle. Due to the platform
pitch and tower deflection, we distinguish between the ambient and relative wind speed.
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Figure 2.5: Kaimal spectrum for turbulence [Burton et al., 2001].

The blade pitch angle and the rotor speed we assume to be known, however, the
ambient wind is difficult to measure. The frequency content of the ambient wind can
be described using a Kaimal spectrum ([Burton et al., 2001])as presented in Figure 2.5,
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where the standard deviation of the turbulence is 1 m/s, the turbulence length scale is 150
meters and the wind speed is 10 m/s. The spectrum can be formulated as

SU (f) = σ2
K

4L/U10
(

1 + 6f L
U10

)5/3
, (2.5)

whereσK is the standard deviation of the turbulence,L is the turbulence length scale, and
U10 is the 10-minute average of the wind speed. The spectrum provides useful informa-
tion in the context of estimating the ambient wind speed.

Hydrodynamics

To describe the hydrodynamic impact on the platform, a simple example is given which
describes the response of a rigid body, when subject to hydrostatics, hydrodynamics
forces and wave excitation loads represented as

(MRB +A(wω))q̈ +B(wω)q̇ + Cq = AwXw(wω, wβ)ejwωt, (2.6)

whereMRB is the inertia of the rigid body,A(wω) is the hydrodynamic added mass
(which depends on the wave frequency),B(wω) is the hydrodynamic potential damping
(which depends on the wave frequency),C is the combined buoyancy and gravity restor-
ing stiffness,Aw is the wave amplitude,Xw(wω, wβ) is the normalized wave excitation
force (which depends on the wave frequency and direction), and q is the position. The
terms are described in more detail in the following:

• The hydrodynamic forces include the radiation forces and the viscous forces.
The radiation forces are the energy carried away by the generated surface waves,
while the viscous forces are the skin friction, surge, and pitch damping. The hy-
drodynamics can be described using potential theory, by calculating the veloci-
ties of the fluid and the pressure at different locations along the hull of the rigid
body. Based on this, the hydrodynamic forces are found by integrating the pres-
sure over the surface of the hull. In linear wave theory, the hydrodynamic forces
per unit length of a cylinder can be presented using the Morison formulation by
[Frigaard and Burcharth, 1989]

f =
1

4
ρπD2CmU̇ +

1

2
DρCd|U |U, (2.7)

whereD is the cylinder diameter,Cm is the inertia coefficient,U is the velocity, and
Cd is the drag coefficient. The hydrodynamics depend on the wavefrequency by
the coefficientsCm = Cm(Re,K(wω), k/D) andCd = Cd(Re,K(wω), k/D),
whereRe is the Reynolds number,K(wω) is the Keulegan–Capenter number (which
depends on the wave frequency), andk is a function of the wave length. Integrating
the forces per unit length from Eq. 2.7, the link to the hydrodynamics in Eq. 2.6 are
presented asA(wω) andB(wω) which depend on the wave frequency. Thus, the
radiation dynamics comprises the added massA(wω), and the potential damping
B(wω). The added mass is related to the inertia of the displaced fluid as the rigid
body is displaced, while the potential damping is related tothe damping of this
occurrence.
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• The hydrostaticsare the buoyancy force:ρgVdis , whereρ is the density of water,
g is the acceleration due to gravity, andVdis is the displaced volume of the hull
at rest. The gravitational forcemg wherem is the mass, counteracts the buoyancy
forces which restore the floating wind turbine to an upright position. The combined
restoring stiffness in Eq. 2.6 related to the buoyancy and gravity is described by
Cq = mg − ρg(Vdis + Vdis(q)), where q is the displacement from rest.

• The wave induced loadscan be expressed as a normalized time–function of the
wave frequency, direction, and amplitude:AwXw(wω, wβ)ejwωt. However, the
wave induced loads can also be expressed as a sum of slowly varying drift loads
and wave frequency dependent loads. In [Fossen, 2011], an empirical frequency-
dependent spectrum of the waves is given by

S(wω) = Aωw
−5
ω e−Bωw−4

ω , (2.8)

whereAω = 4π3H2
s/(0.710T0)

4, Bω = 16π3/(0.710T0)
4, the average wave fre-

quency isω0 = 2π/T0, the significant wave height isHs = 2.06v2
d/g

2, vd is the
developed sea wind speed, andg is the acceleration due to gravity. This spectrum
is the modified Pierson–Moskowitzspectrum as presented in Figure 2.6. The figure
also demonstrates how well the spectrum can be approximatedby a linear function.
The spectrum provides useful information in the context of estimating the wave
height.
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Figure 2.6: Modified Pierson–Moskowitz (PM) spectrum atv = 13 m/s andω0 = 0.8
rad/s. The figure shows a comparison of the nonlinear and linearized spectrum related to
the wave induced loads.

The hydrodynamic impact on a rigid body can be obtained usingcodes such as WAMIT
([WAMIT, 2006]), which return the radiation dynamics as wave frequency–dependent co-
efficients. Such codes can also return the hydrostatic restoring stiffness and wave load
transfer functions, presented in a form suitable for control design. As in the FAST code,
the data generated by WAMIT were used in this thesis to model the hydrodynamics of
the spar buoy platform with respect to the added massA(wω), potential dampingB(wω),
hydrostatics included inC, and the normalized wave excitation forceX(wω, wβ).

2.2 Fatigue and Damage Equivalent Loads

A wind turbine is a commercial product, which is built to produce energy at a low cost.
Since the cost of a wind turbine has a significant impact on thetotal cost of the energy, it
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is of interest to reduce the fatigue on the structure. The components of a wind turbine are
designed to last for a certain lifetime. However, if the windturbine is operated regardless
of fatigue, components such as the tower or the drivetrain may suffer deflections that
cause undesirable long term wear or even unrecoverable damage or failure. Therefore,
it is interesting to identify the critical level of fatigue of a component. Fatigue can be
presented as in Figure 2.7, where a combination of stress andcycles of a material is
presented in an S–N curve.
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Figure 2.7: Stress and cycles of a material presented as an S–N curve.

The blue line in Figure 2.7 shows the critical level of stressas a function of the number
of cycles. The area below the curve is the safe zone, where thematerial does not break,
in contrast to the failure zone above the curve. An S–N curve of a specific material can
be found using experimental data. In [Sutherland, 1999], anS –N curve is fitted to the
standard S–N function:

S = KN−1/k, (2.9)

whereS is the level of stress,N is the number of cycles to failure,k is the Wöhler
coefficient, andK is a material constant. However, the S–N method can not be applied
directly to a continuous time signal, since the stress levels and accumulated cycles require
an analysis of the time signal. To do this, the method of rainflow counting is used, as
in [Downing and Socie, 1982]. This method returns a data set of the level of stress,S,
and the accumulated stress cyclesni, wherei corresponds to the specific level of stress.
Based on the rainflow count, Miner’s rule [Sutherland, 1999]is applied to estimate the
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accumulated damage by

D =

M
∑

i=1

ni

Ni
, (2.10)

whereM is the final stress level andNi is the critical level of cycles for the stress level
i. The damage (D), represents a ratio between the actual critical stress andthe ex-
pected critical stress to failure, which in practice variesfrom D = 0.79 to D = 1.53
in [Sutherland, 1999], whereD = 1 is the expected failure on average.

In this dissertation, a more complex method is used to express the damage as an
equivalent fatigue load, based on the mean stress and amplitudes. First we extended the
damage expression to include both the mean stress level and the stress amplitude:

D =

∫ ∞

−∞

∫ ∞

0

n(σm, σa)

N(σm, σa)
dσadσm, (2.11)

whereσm is the mean stress level andσa is the stress amplitude. Based on the damage,
the damage equivalent load (DEL) is defined in [Sutherland, 1999] as

F [σ∗
m, σ

∗
a] =

1

f0
DN [σ∗

m, σ
∗
a], (2.12)

wheref0 is the cyclic rate forF , σ∗
m is an equivalent mean stress level, andσ∗

a is an
equivalent amplitude. To determine the equivalent critical cycleN [σ∗

m, σ
∗
a], an equivalent

mean stress levelσ∗
m is chosen, while the equivalent amplitudeσ∗

a is calculated using a
power law as formulated in Equation 2.9 by

σ∗
a =

[∑

i σ
k
ani

f0T

]1/k

, (2.13)

whereT is the length of the time–series. The result is a single numerical valueF , which
is the accumulated damaging equivalent load.

In this dissertation, DEL is used to compare the structural response based on different
control designs. As an example in Figure 2.8 from Paper E, a comparison is presented
between the essential performance indexes.

In Figure 2.8, the responses of two different controllers are compared with respect to
DEL by ”Tower fore–aft (DEL)” based on the time–series of thetower base moments in
fore–aft. The DEL’s are calculated for both time–series, and the deviation is, in percent-
ages,

Za =
z1 − z2
z1

100% (2.14)

whereZa in this case is the DEL performance index,z1 is the DEL response of the
Baseline controller, andz2 is the DEL response of the MPC controller.

Figure 2.8 presents the standard deviation (std) in percentages using the same method
as in Eq. 2.14. However, to present the wear in the blade pitchbearings, the absolute
value (abs) of the travel blade pitch distance is a valuable performance index which is
presented as

z3 =

T
∫

0

|β̇|dt, (2.15)
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Figure 2.8: Statistical analysis of essential performanceindexes.

whereβ̇ is the blade pitch velocity andT is the length of the time–series.
This summarizes the methods used in this thesis to evaluate the performance, which

in general are methods used to emphasize the possibilities and freedoms introduced by
various control methods. From an industrial point of view, the cost of the energy is es-
sential. However, the cost of different components varies depending on the wind turbine
manufacturer with respect to the financial situation, turbine type, environmental condi-
tions, material price, stock levels etc. Thus, the results presented should be interpreted
as opportunities for the industry to reduce the cost of energy. Information regarding the
actual cost of components has not been available and tradeoffs between different levels of
DEL are hence difficult to perform.

2.3 FAST and Simulation

FAST

The models described above are supporting the control design and analysis, but in order
to simulate a realistic response of the floating wind turbinesystem, a more advanced mod-
elling framework has been used. Thus, to model the time–domain response of a wind tur-
bine, a high–fidelity numerical code has been utilized throughout this dissertation, which
models the fatigue, aerodynamics, structures, and turbulence (FAST) [Jonkman, 2010b,
Jonkman et al., 2007]. The wind turbine comprises a flexible tower and blades with a
rigid presentation of the support platform, nacelle, hub, gear, and generator. The FAST
code models two- and three-bladed horizontal axis wind turbines for upwind or down-
wind rotors. The code offers optional foundations such as land–based or sea–based, e.g.,
a monopile or a floating foundation, which includes the hydrodynamics and incident wave
loads on the structure. The code consists of four blocks presented in the following:

• The fatigue of a wind turbine can be analyzed using the time–domain output of
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FAST. There exists a variety of external tools for analyzingtime–series data. How-
ever, FAST can also linearize the system, and return system matrices which are suit-
able for analyzing the stability and damping that are significant for the fatigue. A
post processing tool offers the possibility of estimating the eigenvalues and eigen-
vectors of a given system.

• The aerodynamicsare handled by AeroDyn: a subroutine which is fully coupled
to FAST in the sense that the motion of the wind turbine in FASThas an impact on
the aerodynamic loads generated in AeroDyn. AeroDyn modelsthe aerodynamics
using blade element momentum theory. The theory allow the rotor blades to be
analyzed in small sections. Depending on the wind flow, the small sections expe-
rience forces which are summed together, forming the total forces experienced by
the entire rotor.

• The structure of a three–bladed wind turbine is modelled by an optional 24 degrees
of freedom (DOF), which represents e.g., the flexibilities of the blades, the tower,
and the drivetrain. However, the translational and rotational displacements of the
structure are also presented. The modal representation canpresent both1st and2nd

mode flexibilities of the structures.

• The turbulence is generated using the external tool TurbSim, which generates a
time–series of wind fields. The properties of the wind are specified, e.g., the mean
wind speed, turbulence intensity, and turbulence spectrum. The output is a time–
series of the combined mean and turbulent wind, forming a grid of wind speeds
suitable as an input to FAST.

Control Model and Validation

In model–based control, the dynamics of the process are captured in a control model
sufficiently enough to control the process and fulfill eventual objectives.

In Paper A, the FAST code response of a floating wind turbine isanalyzed using the
system identification methods of Lennart Ljung to establisha simple linear model suitable
for control [Ljung, 2000]. To describe the method, a linear model of a system is presented
asym = Gu, whereym is the output of the simulation model,G is a transfer function
of predefined order, andu is the input. The error between the measurementy and the
model output is presented asv = y − ym. Using the system identification method, the
parameters of the transfer functionG are identified such that the errorv is minimized.
Other formulations exist where the error is formulated based on the prediction.

In the process of model building it is relevant to validate the derived dynamics. In Pa-
per B, a numerical parameter validation is combined with graphical validation. The FAST
simulation code offers the option of linearizing the dynamics of the nonlinear response
of the FAST code. Thus, for a predefined operating point, the code returns a state space
model, such as

Mq̈ +Cq̇ +Kq = Fu+ Fdud (2.16)

whereM is an inertia matrix,q is a vector of the degrees of freedom,C is a damping
matrix,K is the stiffness matrix,F is an input matrix,u is a vector of input signals,Fd is
a disturbance matrix, andud is a vector of disturbance inputs.
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However, due to the nonlinearities of the aerodynamics and hydrodynamics, the de-
rived model to validate is presented as a system of first ordernonlinear differential equa-
tions:

ẋ = f(x, u, ud) (2.17)

y = g(x, u, ud), (2.18)

wherex = [ q q̇ ]T , f(x, u, ud) is a nonlinear process function andg(x, u, ud) is a
nonlinear output function. To validate the nonlinear derived model, the FAST code and
the derived model are linearized. However, since the operating point of the wind speed
and the wave frequency change the linear dynamics, the derived model is presented as a
combined linear time–varying model:

M(wω)q̈ + C(wω, wv)q̇ +K(wv)q = F (wv)u+ Fd(wω)ud, (2.19)

wherewω is the wave frequency andwv is the mean wind speed. Using a similar model
representation, the parameters of the linear FAST model andthe derived time–varying
models are compared, over a range of wind speeds and wave frequencies.

5 10 15 20 25
−8

−6

−4

−2

0
x 10

4

F
(1

)

Wind speed [m/s]
5 10 15 20 25

2

3

4

5

6

7

8

9
x 10

4

F
d(1

)

Wind speed [m/s]

5 10 15 20 25
−15

−10

−5

0
x 10

5

F
(2

)

Wind speed [m/s]
5 10 15 20 25

2

4

6

8

10

12

14

16
x 10

5

F
d(2

)

Wind speed [m/s]

Figure 2.9: Parameter validation of the input matrixF and the disturbance matrixFd,
where blue is the linearized parameters of the derived modelin Paper B and red is the
linearized parameters of the FAST code.

A simple example of parameter validation related to the windspeed is presented in
Figure 2.9, where the parameters of the input matrix and the disturbance matrix are com-
pared. The comparison presents the linearization of the nonlinear aerodynamics as a
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function of wind speed, whereF (1) andFd(1) are the rotor thrust parameters, andF (2)
andFd(2) are the rotor torque parameters. In the example, the controlinput signal is the
blade pitch angleu = β and the disturbance input is the wind speedud = v. In Figure
2.9, a sudden change in the parameters is observed at 11 m/s, which is caused by the
blade pitch controller to reduce produced power. Based on the wind speed, the operation
trajectories for the blade pitch angle and the rotor speed are defined, which explains the
change in the parameters of the process.

The result in Figure 2.9 strengthen our confidence in the derived control model with
respect to the time-varying wind speed disturbance matrix and the input matrix. A similar
procedure, is followed to validate the time–varying matrices of inertia, damping, stiffness,
and the wave frequency–dependent disturbances.
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Figure 2.10: Model validation of selected states where red is the nonlinear FAST code
simulation and blue is the presented control model. At time zero the floating wind turbine
is released from an upright orientation in still waters at a wind speed of 14 m/s.

Figure 2.10 presents a graphical comparison. The dynamic response of a floating wind
turbine is presented as a comparison between the nonlinear high–fidelity model in FAST
and a the linear time–varying model. The linear time–varying model used for Figure 2.10
is presented in Paper B, which has the same structure as in Equation 2.19, however, more
DOFs are included in the model of Paper B.
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The figure shows the response of a floating wind turbine when released from an up-
right orientation at time zero. The environmental conditions for the experimental setup
are a constant wind speed of 14 m/s and still waters, thus disturbances from the turbu-
lence of the wind and incident waves are not included in the comparison study. The rotor
is spinning at rated speed, with constant generator torque and constant blade pitch angle.

The presented states are the generator speed, the tower deflection in fore–aft and
side–side, and the platform rotation in fore–aft and side–side. The figure shows that
the two models with different levels of complexity show similar behaviour in frequency
context and amplitude levels with minor shifting in time anddifference in damping. This
consolidates the model validation applied throughout thisthesis.
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In the following, the progress of the contributions in this dissertation will be described.
To address the problem formulation regarding negative damping, the contributions are
presented within the scope of practical solutions which improve performance with respect
to the objectives.

The contributions of this thesis were initiated in Paper A, where the issue of negative
damping in tower fore–aft was addressed. A control model wasderived using methods of
system identification, and a control strategy was suggestedcomprising an EKF for wind
speed estimation and an LQR controller. In relation to the objectives, the results showed
a reduction in fatigue when compared to a baseline controller.

Due to the single operation point limitations of the linear control model in Paper A,
a linear time–varying model was suggested in Paper B. Based on a new control model
including variable wind speed and wave frequency, a gain–scheduled LQR was imple-
mented which relied on estimates of the mean wind speed and the wave frequency. Thus,
the EKF in Paper A for wind speed estimation was combined withan RLS filter to esti-
mate the wave frequency.

To further fulfill the objective of reducing fatigue, a new operating strategy was sug-
gested in Paper C. Instead of operating at constant rotor speed when above the rated wind
speed, an alternative operating curve was suggested to minimize the rotor thrust force,
and thus improve fatigue. The results showed a general improvement at the cost of in-
creased actuation, when compared to the constant rotor speed approach that is normally
applied above rated.

In Paper D, the disturbance of incident waves was addressed to further improve the
fatigue life. Using an EKF for state estimation, the wave loads were estimated and coun-
teracted using additional blade pitch. The unstable closed–loop system comprising a
floating wind turbine and a conventional onshore controllerwas extended with an addi-
tional control loop which stabilized the system. This result allows a control loop to be
added to the normal onshore or bottom fixed control and is thusleaning on industrial
practice.

A more formal framework was suggested in Paper E, which addressed the same ob-
jective as that of Paper D. To deal with wave disturbances andimprove the performance,
a control strategy was suggested, comprising an EKF for state and system estimation, a
dynamic reference model of the desired closed–loop response, and an MPC controller to
correct the error. This result allows us to describe the desired behavior as a reference
using response of a dynamical reference model of the desiredclosed–loop system.

This summarizes the development within reducing the negative damping on floating
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wind turbines. In the following, a more detailed outline of the contributions will be given.

3.1 Linear Time–Varying Control Model

In paper A, a linear control model is derived using methods ofsystem identification. Due
to the nonlinear nature of the system, the model is only validfor single point operation,
where the identification problem is based on the output from asimulation using FAST. In
Paper B, the dynamics are analyzed and a nonlinear control model is derived. The result
is based on first principles modeling as described in Chapter2 and not system identifica-
tion of a simulated response as in paper A. A linear time–varying model is presented that
captures the gyroscopic effect and includes stochastic aerodynamics and hydrodynamics,
and deterministic structural and actuator dynamics. The time–varying terms of the model
are the mean wind speed and wave frequency. The mean wind speed determines the non-
linear aerodynamic thrust and torque, while the wave frequency determines the nonlinear
hydrodynamics added mass and potential damping. The control model is

M(wω)q̈ + C(wω, wv)q̇ + K(wv)q = F(wv)wind + F(wω)wave + Fref , (3.1)

wherewω is the wave frequency andwv is the mean wind speed. On the left hand side
of Eq. 3.1, the model comprises structural dynamics, aerodynamics, and hydrodynamics
whereM is the inertia,C is the damping,K is the stiffness andq represents the degrees
of freedom. On the right hand side are the external forces induced by the wind, waves,
and actuators. A linear time-varying control model is presented suitable for model-based
control which serves as a basis for Papers B, C, D and E.

3.2 Gain–Scheduled LQR control

W i n dt u r b i n eL Q R ( w i n d , w a v e ) F u l l s t a t e f e e d b a c kB l a d eP i t c hG e n e r a t o rt o r q u eW i n d s p e e de s t i m a t o rW a v e p e r i o de s t i m a t o r w a v ew i n dR o t o r S p e e d , G e n e a t o r t o r q u e a n d B l a d e p i t c hW a v e h e i g h t
Figure 3.1: Overview of the gain–scheduled LQR control strategy.

A gain–scheduled LQR controller is presented in Paper B. Thecontroller is based
on the linear time–varying model, which depends on the mean wind speed and the wave
frequency. The optimal controller gains are calculated offline, along the trajectories of
the wind speeds and wave frequencies. In Figure 3.1, these controller gains are presented
as LQR(wind, wave), where ‘wind’ denotes the wind speed and ‘wave’ denotes the wave
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frequency. Based on estimates of ‘wind’ and ‘wave’ the controller gains are found by
interpolation at each time step.

The wind speed estimator is based on the EKF presented in Paper A, while the wave
frequency estimator is presented in Paper B. An important application of the presented
gain–scheduled LQR controller is presented in Paper C, where it is possible to compare
operation strategies such as the conventional operation strategy and the minimal thrust
operation strategy.

3.3 Extended Onshore Control

A method to extend conventional onshore control to a floatingwind turbine is presented
in Paper D. Without redesigning the whole control system, the onshore controller is pre-
served and an additional control loop is designed. The suggested control strategy stabi-
lizes the negative damped tower oscillations in fore–aft while reducing the impact of the
wave induced loads on the structure. The strategy is presented in Figure 3.3.

F l o a t i n gW i n d T u r b i n eP l a t f o r mC o n t r o l l e rx O n s h o r eP i t c hC o n t r o l l e rE x t e n d e dK a l m a nF i l t e r G e n e r a t o r s p e e d a n d p l a t f o r m p o s i t i o n i n s u r g e a n d p i t c hy W a v eD i s t u r b a n c eR e d u c t i o n
B l a d e p i t c h a n d g e n e r a t o r t o r q u e

B l a d e p i t c hu
r e fd i s~~

Figure 3.2: Overview of pitch control strategy. The output of the onshore controller is
corrected by improved feedback and wave disturbance reduction.

The method includes an EKF to estimate the states needed for both the platform con-
troller and the wave disturbance reduction. To achieve these estimates, stochastic models
for both the wind speed and wave loads are implemented as partof the filter. The result
is an additional blade pitch signal, which stabilizes the platform and accommodates the
wave induced moments on the platform.

3.4 Reference Model–based Predictive Control

Paper E presents a method to reduce the disturbance induced by incident waves, which is
based on MPC. The method is presented in Figure 3.3, where theresponse of an ideal
undisturbed closed–loop system is estimated and then used for the control reference,
r(n+1,n+2,n+3|n). The open–loop system matrices A(n) and B(n), and the state vector
x(n), are estimated using an EKF based on the input u(n) and output y(n) of the disturbed
system.

Based on the errors between the references and the states, the MPC minimizes a per-
formance function, in order to reduce the effect of incidentwaves so that the controlled
system has the closest possible response to that of the undisturbed system.
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Floating
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y(n)r(n+1,n+2,n+3|n)
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Figure 3.3: Control strategy comprising a state estimator,a reference model, and an MPC
controller.

3.5 Paper Contributions

The objectives were addressed in Papers A to E and a summary ofthese contributions
follows:

• Paper A
An LQR controller is combined with an EKF for wind speed estimation and control
of a floating wind turbine. A single inertia model of the combined tower and plat-
form dynamics is identified using methods of system identification with input from
simulations in FAST. An LQR controller is designed which stabilizes the floating
wind turbine and improves the performance.This paper was published in: The
Proceedings of IEEE Multi-Conference on Control Applications, (CACSD) 2011

• Paper B
A linear time–varying control model of a floating wind turbine is presented which
depends on the mean wind speed and the wave frequency. Combining aero-, hydro-
, and structural dynamics, the model is useful for advanced control methods. Based
on the model, the response of a gain–scheduled LQR controller is presented, indi-
cating the importance of the wave frequency estimation.This paper was submitted
to: IEEE Transactions on Control Systems Technology

• Paper C
A strategy is proposed to improve the fatigue lifetime of a floating wind turbine
by reducing the rotor thrust force. The thrust is reduced by minimizing the thrust
coefficientCt without violating the power coefficientCp. A new operating strategy
for the rotor speed, generator torque and blade pitch is suggested, which shows an
advantage when compared to the conventional strategies of constant speed.This
paper was published in: The Proceedings of IEEE Multi-Conference on Control
Applications, (CCA) 2012

• Paper D
An unstable closed–loop system including a conventional onshore controller is ex-
tended with additional control loops which stabilize the platform and reduces the

30



5 Paper Contributions

impact of incident waves. An EKF is implemented to estimate the states and pa-
rameters, which allows a combination of state–feedback control and disturbance
accommodating control. A solution to the problem of negative damping is pre-
sented.This paper was published in: The Proceedings of The Science of Making
Torque from Wind 2012

• Paper E
A framework for model–based reference control is presentedusing MPC. An EKF
including stochastic models for the wave loads is implemented to estimate the pro-
cess and the ideal closed–loop reference. Based on a dynamical reference model of
the undisturbed system, the floating wind turbine is controlled using MPC to damp
and reduce the impact of wave disturbance on the mooring system of the structure.
This paper was submitted to: American Control Conference 2013
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4 Conclusion

The control of a floating wind turbine has been addressed in this dissertation, where the
objectives have been focused on the development of a linear time–varying control model
and model–based control to optimize power, reduce the impact of the disturbances and im-
prove the fatigue. The scope has been limited to feasible controller solutions relevant for
the Hywind Demo and the industrial partners of the NORCOWE project. Based on avail-
able sensor signals on a commercial Hywind Demo, the unavailable signals are estimated
and controllers are designed to address the dynamics and environmental conditions of the
Hywind Demo. To acknowledge industrial practice, some of the presented controllers are
presented as additional loops designed for commercial windturbine control systems.

In the context of fatigue reduction, both the process and thedisturbances have been
investigated. A significant portion of the fatigue is induced by load variations from turbu-
lent wind and incident waves. The properties of these disturbances have been identified
and the dynamics have been combined with the structure into amodel suitable for control
design purposes.

The aero- and hydrodynamics are inherently nonlinear. To support model based con-
trol design, a linear time-varying control model representation has been derived. The
dynamics are presented as linear functions of the wind speedand the wave frequency.
Using a generalized linear representation, the model describes a wind turbine mounted on
a platform of the spar buoy type exposed to wind and waves. To our knowledge, this is the
first such control model that combine aero- structural- and hydrodynamics in a consistent
way.

The control of a floating wind turbine has been addressed by providing novel techno-
logical solutions, derived from commercial onshore wind turbine control systems. Based
on a limited set of realistic measurements available on platforms such as the Hywind
Demo, this dissertation demonstrates a practical approach, using observers to estimate
the unknown states and to distinguish between signals and disturbances. The controllers
were tested on high fidelity codes of a ballast stabilized spar buoy, similar to the Hywind
Demo, to address a practical application.

Three controllers are presented in the dissertation which address the overall objec-
tives, based on different methods. A gain–scheduled linearquadratic controller was pre-
sented which included both the mean wind speed and the wave frequency as scheduling
variables. The controller captured the changing dynamics caused by wind and waves,
demonstrating the importance of knowing the wave frequency. The wave frequency is a
parameter which influences inertia, damping, and external forces in terms of the hydro-
dynamics, which relates to the general performance in termsof power and fatigue.
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The potential of adding an additional control loop was investigated to stabilize the
response of the onshore controller, while reducing the impact of incident waves. This
solved the problem of negative damping fore–aft oscillations induced by the commercial
wind turbine controllers and extended it to use on floating wind turbines. Instead of
redesigning the entire control system, an additional control loop was simply added, which
allows for well tested onshore control systems to be taken offshore and on to a floating
platform.

Lastly, a model–predictive controller was presented in a framework to reduce the im-
pact of the wave disturbances. Using a prediction of the response of the undisturbed
closed–loop system as a controller reference, the results showed an improvement in dis-
turbance accommodation.

To put results into perspectives, we choose to compare results against the response
of a baseline controller from NREL which resolved the problem of negative damping by
reducing the bandwidth of the controller. As a consequence of the reduced bandwidth
control strategy of the NREL controller, the life-time of the pitch actuator would be ex-
tended but at the cost of reduced lifetime of other components. In our approach, the
lifetime tradeoff can be made explicitly, helping in reducing the cost of the energy.

In summary, the negative damping of a floating spar buoy wind turbine has been ana-
lyzed and several control solutions have been suggested that allow the changed dynamics
to be addressed. The controllers were simulated on high fidelity codes where the results
successfully reached the objectives.

4.1 Future Work

In the following, a list of potential future work is presented which is inspired by the
presented work and unresolved ideas.

• In this thesis fatigue is reduced by minimizing the amplitude of the oscillations.
However, this does not truly reflect the S–N curve relation toa material subject to
fatigue. To avoid violation of the S–N curves, a model predictive control method
is suggested in Figure 4.1, which is extended with an S–N reference for the con-
straints. An S–N curve feedback is estimated based on the method of rainflow
counting of the past outputs. The objectives are to correct the S–N curve error and
avoid repetitive excitations at the same amplitude which cause material failure.

• The presented work is limited to the ballast–stabilized floating platform of the spar
buoy type. However, the work could be extended to other floating platforms. An-
other interesting aspect would be to include additional actuators in the platform for
stabilization. Thus, the task of platform stabilization would move from the pitch
controller to a potential platform actuator controller.

• The presented time-varying control model could be extendedwith the rotor az-
imuth angle in parallel to the existing model parameters (the wind speed and wave
frequency). This approach would allow individual control of the blade pitch angle,
making it possible to control the loads in tower side–side and platform roll. As
generator torque also induces loads in tower side–side and platform roll, optimal
control laws could be formulated, where the generator torque and the blade pitch
complement each other.
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Figure 4.1: Overview of model predictive control with S–N constraints.

• It would be interesting to investigate the stability of the presented gain–scheduled
linear quadratic controller, with respect to the switchingof the scheduling variables.
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1 Introduction

Abstract

Offshore wind energy capitalizes on the higher and less turbulent wind speeds at
sea. The use of floating structures for deeper waters is beingexplored. The control
objective is a tradeoff between power capture and fatigue, especially that produced
by the oscillations caused by the reduced structural stiffness of a floating installation
in combination with a coupling between the fore–aft motion of the tower and the
blade pitch. To address this problem, the present paper models a ballast-stabilized
floating wind turbine, and suggests a linear quadratic regulator (LQR) in combination
with a wind estimator and a state observer. The results are simulated using aero
elastic code and analysed in terms of damage equivalent loads. When compared to
a baseline controller, this controller clearly demonstrates better generator speed and
power tracking while reducing fatigue loads.

1 Introduction

In the field of wind energy, new and promising wind turbine concept are being developed.
More reliable wind turbines makes installation possible inharsher environments, such as
offshore in shallow waters, where the winds are stronger andthe hazard to human eyes
and ears is less. In shallow water it is possible to install monopiles, but in places where
water depths are greater than 30 meters, constrained floating wind turbines are econom-
ically competitive. Fig. 5.1 shows a ballast-stabilized floating wind turbine constrained
by three mooring lines. The installation is light enough to float and heavy enough to be
aligned in a stable upright position. The floating installation in Fig. 5.1 represents the
setup for the first full size floating installation, Hywind [1].

The main objective for the control of wind turbines is to maximize power production
while minimizing fatigue loads. Fatigue is the wear accumulated over time of key com-
ponents such as the tower, gearbox, blades, and bearings. Ifa wind turbine is operated
to maximize power production regardless of fatigue loads, this will significantly decrease
the lifetime of its key components. This is especially important for a constrained floating
wind turbine which by nature is influenced by a constant vibration caused by ocean waves
and wind. Therefore a trade-off between maximized power production and minimized fa-
tigue loads is required for optimal performance.

Applying conventional onshore control strategies to floating turbines has been shown
to impose negative damped oscillations on the platform motion, [2] and [3]. The on-
shore controller causes the blade pitching to increase the rotor thrust as the wind speed
decreases and vice versa, which causes an increase in fatigue and a possible instability.

A tower damping control strategy was introduced in [2] usinga wind estimator ap-
plied to a ballast-stabilized wind turbine, and it showed reduced tower oscillation at the
cost of reduced power output. In [4] a Gain Scheduled Proportional Integrating (GSPI)
controller showed good performance regarding tower oscillations but overshoots rated
power and generator speed, which may reduce generator lifetimes. A Linear Quadratic
Regulator (LQR) was applied to a floating wind turbine in [5] which showed improved
results with respect to power stability and tower oscillations compared to [4].
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Figure 5.1: 5MW ballast-stabilized floating wind turbine.c©2011 by Statoil.

This paper presents a new approach to stabilization of the ballast-stabilized floating
wind turbine concept from [2], the Hywind structure as seen in Fig. 5.1. Inspired by
[5], an LQR controller is applied to the turbine control problem. The turbine structure
addressed by [5] was based on a 160 m2 floating barge, whereas this paper addresses a
ballast-stabilized floating wind turbine. We also present amore realistic control design
requiring only a few sensors, in contrast to [5] where full state feedback was assumed.

The controller aims to minimize the tower oscillation whileoptimizing the power
production at rated power with special attention to reducing overproduction in electrical
power, and secondly, to reducing generator overspeed. These objectives are achieved by
means of an LQR controller combined with an extended Kalman filer for wind estimation
and a state observer for unavailable states. Furthermore a model of a ballast-stabilized
floating wind turbine is derived. The model is based on the 5 MWballast-stabilized float-
ing NREL wind turbine ([6]) which resembles the Hywind structure.

In the following, a dynamical state space model of the ballast-stabilized wind tur-
bine will be presented. Next, applied control theories willbe stated, followed by the
experimental setup. The results in terms of damage equivalent loads (DEL), means and
standard deviations will be presented and compared to a baseline controller by NREL,
[6]. The results of the comparison will be discussed and a concluding section will sum up
the scientific contribution.
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2 Methods

Ballast-stabilized floating wind turbine model

In order to apply linear control theory, a linear model must be determined which identifies
the dominant dynamic behaviour of the floating wind turbine (FWT). The dynamics of a
wind turbine can be separated into those of the drive train, the structure, the actuator, and
the wind.

Figure 5.2: Symbolic drawing of a drivedrain consisting of two inertias, a spring, a
damper and a gear.

The drivetrain is modeled as a third order system as in Fig. 5.2 whereIr andIg are the
rotor and generator shaft inertias,Kdr is the spring constant,Bdr is the damper constant,
andN is the gear ratio. This approach allows modeling the torsionin the rotor shaft of
the drivetrain.

The structural dynamics of the wind turbine is modeled as a second order system
where the aerodynamic force on the rotor acts on a mass in connection with a spring and
a damper.

The generator and the blade pitch system are modeled as first order actuators. The
dynamic turbulence of the wind is modeled as a first order Gaussian white noise filter.

The ballast-stabilized FWT is modeled by a nonlinear systemof differential equations
ẋ = f(x, u, w) where
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ż
−Kt

mt
z −

Dt

mt
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(5.1)

is a function ofx = (Ω ω ż z β Mg vt)
T , actuatorsu = (βc Mgc)

T and Gaussian white
noisen = ǫ. The elementsx1,2,3 are devoted to the drive train, whereΩ andω are the
angular velocities of the rotor and generator respectively, andφ is the drive train twist
angle.x4,5 represents the structure wherez is the top tower displacement. The actuators
x6,7 denote the blade pitch angle and generator torque respectively. The elementx8 is
devoted to the ambient turbulence model wherevt is the turbulence velocity.
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The model output is defined asy = [Ω ω z̈ β]. The outputs are considered realis-
tic, resembling a standard wind turbine with tower oscillation issues hence accelerom-
eters have been installed in the nacelle for damping tower oscillations. However, such
important measurements as the wind speed are assumed not available since the nacelle
anemometer reading measures the local wind speed which is very disturbed by pitching,
blade passing and tower movements to such a degree that it is too uncertain for control
purposes. Other measurements such as drivetrain torsion and platform pitch velocity are
not standard measurements and hence not considered available.

Adding the aerodynamic rotor thrustFa and torqueMg to Eq. 5.1 the system clearly
becomes nonlinear, as follows:

Ma =
1

Ω

1

2
AρCp(λ, β)v3

r , λ =
RΩ

vr
(5.2)

Fa =
1

2
AρCt(λ, β)v2

r , (5.3)

wherevr is the relative wind speed defined asvr = vt + vm − ż andvm is the static
mean wind velocity.

The nonlinear model is linearized using a first order Taylor series which linearizes the
plant about an expected operation point, thus the dynamics about this point is represented
in state space by

˙̃x = Ax̃+Bũ +Gw̃, (5.4)

such thatA = ∂f(x̄,ū,w̄)
∂x ,B = ∂f(x̄,ū,w̄)

∂u andG = ∂f(x̄,ū,w̄)
∂w , wherex̃ = x− x̄, ũ = u− ū

andw̃ = w − w̄ describes the deviation from the operation points.
The model is based on the 5 MW ballast-stabilized floating NREL wind turbine [6]

using the same parameters of the drivetrain. However due to the complexity of the tower
and platform dynamics, the equivalent spring, damper and mass constants were revealed
by means of a step response in the blade pitch angle imposing large fore–aft oscilla-
tion. The results were analysed using Lennart Ljung’s system identification toolbox [7]
to identify the tower parameters.

Control design

Optimal control is suggested for achieving good performance at rated power in the sense
of minimizing tower oscillation while optimizing the powerproduction with special at-
tention to reducing overproduction in electrical power andsecondly reducing generator
overspeed. A constant torque approach is used to remove the generator dynamics. In [4]
this approach as shown to damp tower fore–aft oscillations.To achieve a steady power
output using a constant generator torque approach it is important that the error in genera-
tor speed is removed thus a new state is introduced˙̃xω = ω̃. A state observer is used to
recover the unknown states.
The suggested control loop is shown in Fig. 5.3 and is combined with a wind speed esti-
mator (WSE), a state observer for state estimation and a linear quadratic regulator (LQR)
for optimal control. The output of the wind estimator is fed to the observer as an input
ũw and to the LQR controller as a statex̃w. Next, the three modules of the controller are
chronologically explained and argued.
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Figure 5.3: Block diagram of proposed LQR and EKF control strategy for floating wind
turbines.

The wind turbine has two disturbance inputs which are wave and wind. The wind dis-
turbance is considered the major disturbance and is observed by the wind estimator while
the wave disturbance remains unmodeled. However, the wave effect on the tower can be
argued as included in the measurement of the total tower acceleration and to some extend
also included in the rotor speed, however, wave impact is explicitly represented in the
control design. This claim is supported by [8], which statesthat the response of a parked
ballast-stabilized floating wind turbine is excited by the coupled wind and wave impact.
The response of platform pitch is dominated by the wind. Despite harsh environmental
conditions no instabilities was found in the coupled wind and wave response.

Wind speed estimator

The relative wind speed can be estimated based on measurements of the rotor velocity,
blade pitch angle and the generator torque. Based on a simplemodel of the drive train
and a turbulence model, an extended Kalman filter (EKF) is used to estimate the relative
wind speed as suggested in [9].

The drive train is modeled as a first order system assuming a stiff drive train neglecting
losses. The wind turbulence is modeled as a second order system.

JΩ̇dr = Ma −MgN (5.5)

v̇t = −a(vm)vt + n1 (5.6)

v̇m = n2, (5.7)

wheren1, n2 are Gaussian white noise. The implemented EKF uses information about
the linear model, disturbances and measurements to estimate the states consisting of a
time update part and a measurement update part, [10]. The time update uses information
about the model dynamics and the model uncertainties to estimate the states.

x̂−k = Ax̂k−1 + Buk−1 (5.8)

P−
k = APk−1A

T +Q (5.9)

The measurement update uses information about the model outputs and measurement
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noise.

Kk = P−
k C

T (CP−
k C

T + R)−1 (5.10)

x̂k = x̂−k +Kk(zk − Cx̂−k ) (5.11)

Pk = (I −KkC)P−
k (5.12)

Linear State Observer

The purpose of the state observer is to estimate the drive train torsion,φ, and the tower
displacement,z. The wind speed is at this point the estimatedũw. Notice, however, that
the uncertainty is ignored. The observer is implemented by satisfying ˙̃x = (A − LC)x̃
wherex̃ is the state error andL is the observer gain. To insure stable observation the
eigenvalues ofA−LC are placed faster than the closed loop eigenvalues. The eigenvalues
of the observer are found by shifting the eigenvalues of the closed loop system 120 to the
left. The eigenvalues of the implemented state observer are

λ = [−193 ± 47j,−140,−124,−120± 0.10j,−130]. (5.13)

Linear Quadratic Regulator

The LQR control design is applied to the linear state space system in Eq. 5.4 except for
the generator dynamics. The generator integral state is added forming a new state vector
x̃ = (Ω̃ ω̃ θ̃ ˙̃z z̃ β̃ ṽt x̃ω)T with system input̃u = β̃. Besides this, the design of the
LQR control is straightforward: weighting the estimated states and inputs with respect to
performance objectives, by minimizing the cost function

J =

∫ ∞

0

(

xTQx+ uTRu
)

dt, (5.14)

whereQ is positive semi-definite andR is positive definite. Requiring full state informa-
tion, the controller calculates a system inputu = −Kx where the states are multiplied by
the feedback gain matrixK which is found by solving the Riccati differential equation.

The implemented controller has the following properties

Q = diag(0, 49, 0.05, 0, 6, 0, 0, 0, 0, 500000)−2 (5.15)

R = 10−2. (5.16)

The controller aims at limiting variations in generator speed to49 rad/s, drivetrain
torsion to0.05 rad, top tower velocity to6 m/s and electrical power within500 kW by
varying the blade pitch angle within10 deg.

3 Experimental Setup

Simulation Environment

The control system explained in this paper is compared to previous results under equal en-
vironmental conditions at a mean wind speed of18 m/s with an air density of1.225 kg/m3

and a turbulence intensity in longitudinal, crosswise and vertical of [u v w] = [14.86%
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10.40% 7.43%] respectively. The significant wave height of the incident waves are 6
meters simulated at water depth of320 meters and a water density of1025 kg/m3. The
waves are aligned with the direction of the wind, thus perpendicular wind and waves are
not considered in this paper and are therefore not included in the environmental setup.

Software

The wind turbine is a three bladed upwind 5MW reference wind turbine specified by
NREL in [11], and implemented in the wind turbine simulationtool FAST which is well
recognized in the OC3 code benchmark, [12]. The implementation of the wind turbine
installation consist of the 5MW reference turbine mounted on a ballast-stabilized buoy
to resemble an upscaled version of the 2.3MW Hywind wind turbine. The floating wind
turbine has a rotor radius of 63 meters, a height of 90 meters,and six degrees of freedom.

The simulations were performed in Simulink Matlab v7.9.0 (R2009b) linked with
FAST v7.00.00a-bjj and AeroDyn v13.00.00a-bjj compiled for the OC3 Hywind running
Windows 7 32bit. Damage equivalent load calculations are performed using MCrunch
v.100 which is an implementation of [13].

NREL Baseline controller

To provide a baseline for assessing the performance, a GSPI baseline controller by NREL
[6] has also been implemented. For all wind speeds the GSPI Baseline control strategy
is shown in fig. 5.4, where PI is the proportional integratingcontroller, GS is the gain
scheduling, Lookup is a lookup table, and FWT is the floating wind turbine.

Figure 5.4: Block diagram of NREL baseline control strategyfor floating wind turbines.

The lookup table translates the generator speed directly togenerator torque. The blade
pitch controller is a GSPI controller based on the generatorspeed error and blade pitch.
The controller gains are scheduled as functions of the bladepitch angle, thus

θref =

(

KP +
1

s
KI

)

GS(θ) (ω − ωref) , (5.17)

whereKP is the proportional gain,KI is the integral gain, andGS(θ) is a lookup table
function of the current blade pitch angle. Finally the desired set point for the blade pitch
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angle is defined asθref . The NREL Baseline controller is designed to avoid negative
tower damping which has resulted in a slow varying blade pitch control.

4 Results

The results of the LQR controller are presented by comparingits results to those of the
state-of-the-art baseline controller. The controllers are compared with respect to turbine
performance and damage equivalent loads (DELs) in time-series and statistical perfor-
mance. The results presented are all turbine analysis basedon the same 600 second of
simulations.

Turbine Time-series Performance

The electrical power output of the two controllers are presented in Fig. 5.5 where the
objective is to produce a steady 5MW of electrical power while minimizing power fluc-
tuation.
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Figure 5.5: Time series of electrical power; black is the baseline, green is the LQR con-
troller.

The generator speed performance is presented in Fig. 5.6 which, due to the constant
generator torque approach, is just a scaling of the electrical power in Fig. 5.5. Indicated
in the figure are the rated generator speed1173.7 RPM and a10% generator overspeed.

Platform pitching is presented in Fig. 5.7, showing how the two controllers induce
fore-aft oscillations on the platform starting from an initial condition of0 degrees.

54



4 Results

0 100 200 300 400 500 600

900

1000

1100

1200

1300

1400

Time [s]

G
en

er
at

or
 s

pe
ed

 [R
P

M
]

Figure 5.6: Time series of generator speed; black is the baseline and green is the LQR
controller. The solid line is rated generator speed at 1173.7 RPM and the dashed line is
10% overspeed.
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Figure 5.7: Time series of platform pitch angle; black is thebaseline, green is the LQR
controller.

While a constant torque approach is utilized, the only available actuator is the blade
pitch system In Fig. 5.8 activity level of the blade pitch angle is presented for the two
controllers.
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Figure 5.8: Time series of blade pitch angle; black is the baseline, green is the LQR
controller.

Turbine Statistical Performance

In Table 8.9, the two controllers are compared with respect to mean electrical power and
standard deviations to reveal the effect of integral actionon the generator speed error.

A selection of relevant performance measures are compared and presented in Fig.
5.9, where the bars represents the relative performance improvement of the LQR con-
troller compared to the Baseline controller in percentage.The figure includes further
perspectives of the electrical power results in Table 8.9.

Controllers
Baseline LQR

Power (MW) 5.0 [0.4] 5.0 [0.3]

Table 5.1: Electrical power: mean and standard deviation (in brackets), for baseline and
LQR.

The turbine performance is analysed using a statistical approach, presenting the mean,
standard deviations (std), and damage equivalent load (DEL).

5 Discussion

The results are discussed with respect to fatigue and maximized performance which in
general are two controversial objectives. The results present a trade off between these
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Platform pitch (DEL)

Tower base fore−aft (DEL)

Blade flapwise (DEL)

Blade edgewise (DEL)

Drivetrain torsion (DEL)

Generator RPM (std)

Blade pitch rate (std)

Electrical power (std)

Electrical power (mean)

19%

 6%

 4%

66%

−5%

24%

−392%

24%

 0%

Baseline better LQR better

Figure 5.9: Statistical analysis of relative controller performance with respect to mean,
standard deviation (std), and damage equivalent loads (DEL) in percentage, where a pos-
itive sign indicates better performance using the LQR controller.

objectives showing an increase in power performance at the cost of increased pitch ac-
tivity. By means of integral action both controllers successfully reach the rated 5 MW in
Table 8.9 with widely different performance. Comparing thetwo controllers, the LQR is
able to significantly reduce the fatigue in both platform pitch moments by19% and tower
base fore-aft moments of6% in Fig. 5.9. This has been accomplished while stability in
power and generator speed has been highly improved reducingthe standard deviations by
24% in Fig. 5.9. This clearly shows that the system is controllable and able to fulfill the
controller objectives.

The strict LQR generator speed control results in a5% increase in DEL of the drive-
train torsion caused by a more rapidly changing generator speed. To avoid negative tower
damping, the baseline presents a conservative generator speed control approach thus al-
lowing generator speed to reach levels higher than10% overspeed. This puts special
demands on the generator design, which normally are designed for rated speeds allow-
ing minor fluctuations and overspeeds for only a limited period of time. In contrast, the
presented LQR controller is able to limit the generator speed fluctuations to10% of rated
generator speed and reaches rated generator speed within a short time.

The increase in blade pitch rate is explained by the strict generator speed control
demanding a higher level of pitch activity. However the consequence is a significant66%
reduction in edgewise blade moment and a slight reduction inflapwise blade moment of
4% compared to the baseline controller. The relatively small improvement in flapwise
blade moments is explained by the fact that high levels of blade pitch activity also impose
blade flapwise DEL, since lower levels of pitch angles increase the flap moments. In
contrast to this, high levels of blade moments are the consequence of the conservative
pitch control strategy of the Baseline controller since rapidly changing wind speeds are
not accommodated by the pitch controller, causing an increase in DELs.
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Electrical components on wind turbines are as well designedand optimized to rated
electrical power allowing only some fluctuation. Due to the constant torque approach, the
overspeed seen in the baseline generator speed is also present in the power performance
with a peak electrical overproduction of20% as well as power drops compared to only
minor fluctuation of10% for the LQR. Whether variable generator torque control can
eliminate overproduction without major drawbacks in DELs remains to be investigated.

58



6 Conclusion

6 Conclusion

With respect to control design, a model of a floating wind turbine has been derived, re-
vealing enough of the principal dynamics to damp oscillations and control the system of a
floating wind turbine. Unavailable measurements have been successfully estimated using
observer design. Based on an LQR controller combined with integral action, it has been
shown that controller objectives are met, delivering a stable and satisfying performance
in both electrical power, fatigue levels, and platform oscillations.

Despite higher drivetrain fatigue levels and an unavoidable increase in blade pitch ac-
tuation, the LQR controller is an acceptable controller based on the simple fact that the
controller is able to limit generator overspeed and electrical overproduction in contrast to
the Baseline controller. Whether torque control can further improve performance remains
to be investigated.

Wind estimation combined with state observation in an LQR control design offers
great advantage and possibilities in obtaining stability on floating wind turbines.
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1 Introduction

Abstract

Offshore wind energy capitalizes on the higher and less turbulent wind speeds at
sea. To enable deployment of wind turbines in deep-water locations, structures are
being explored, where wind turbines are placed on a floating platform. This combined
structure presents a new control problem, due to the partly unconstrained movement
of the platform and ocean waves excitation. If this additional complexity is not dealt
with properly, this may lead to a significantly increase in the structural loads, and
potentially instability of the controlled system. In this paper the wave excitation is
investigated and we show the influence that both wind speed, wave frequencies and
misalignment between wind and waves have on the system dynamics. A new control
model is derived that extend standard turbine models to include the hydrodynamics,
additional platform degrees of freedom, the platform mooring system, and tower side-
side motion including gyroscopic effects. The models support a model-based design
that includes estimators for wind speed and wave frequency.The design is applied to
a number of examples representing different wind and wave conditions, and success-
fully demonstrates a reduction in the structural oscillations while improving power
performance.

1 Introduction

In the field of wind energy, new and promising wind turbine concepts are being developed.
More reliable wind turbines make it possible to install themin harsher environments, such
as offshore, where the winds are stronger and the visual impact is less. In shallow waters
it is possible to install monopiles, but in places where water depths are greater than 60
meters, floating wind turbines are economically competitive.

The main objective is to produce energy reliably at a competitive cost. To achieve
that, maximizing the power and minimizing the fatigue is necessary. Fatigue is basically
the wear accumulated over time on key components such as the tower, gearbox, blades,
and bearings. If a wind turbine is operated to maximize powerproduction regardless
of fatigue loads, the lifetime of key components will significantly decrease and the cost
of energy will go up. This is especially important for a floating wind turbine which by
nature is influenced by a constant contribution of oscillations from wind and ocean waves.
Therefore a trade–off between maximization of the power production and minimization
of the fatigue loads is required for optimal performance.

Applying conventional onshore control strategies to floating wind turbines has been
shown to impose negative damped oscillations on the platform motion. The onshore
controller causes the blade pitching to increase the rotor thrust as the wind speed decreases
and vice versa, which couples with the platform dynamics in away that produces large
oscillations in platform pitch and possibly instability. Reducing the bandwidth of the
pitch controller ensure stability, but performance deteriorates.

A tower damping control strategy was introduced in [1] usinga wind estimator applied
to a ballast-stabilized wind turbine, and it showed reducedtower oscillation at the cost of
reduced power output. In [2] a gain scheduled proportional integrating (GSPI) controller
showed good performance regarding tower oscillations but overshoots rated power and
generator speed, which may reduce the generator lifetime. The task of damping tower
oscillations was addressed by [3], suggesting an influence of tower acceleration on blade
pitch control. A linear quadratic regulator (LQR) was applied to a floating wind turbine in
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[4, 5] which showed improved results in power stability and tower oscillations compared
to [2]. In [4] a control strategy using individual blade pitch and generator torque reduced
tower side–side oscillation in a floating structure. In [6] individual blade pitch and con-
stant generator torque was combined with speed reference feedback from the platform
pitch.

−150 −100 −50 0 50 100 150
0

0.005

0.01

D
en

si
ty

Misalignment angle between wind and wave [deg]

Figure 6.1: Probability density function of wave misalignment at the Hywind location
sampled primary during the first five months of 2010.

In the references above, misalignment between wind and waves is not considered due
to the assumption that the waves over time align with the wind.

Data from the floating wind turbine Hywind Demo (delivered byStatoil) is presented
in Figure 6.1. It shows that misalignments do occur and it is hence relevant to address
this in control design. Furthermore, the literature on the control strategies of floating wind
turbines does not account for the frequency dependence of the hydrodynamic damping.
In this paper we show that both wind speed and wave frequencies have a substantial
influence on the total system damping.

In the context of model-based control, this paper contributes with a new control model
of a floating wind turbine is presented, which accounts for hydrodynamics, additional
platform degrees of freedom, the platform mooring system, and tower side-side motion
and gyroscopic effects. This model allows us to address the topics above in the control
design.

Based on the model, a new control structure is presented, which includes estimates of
wind speed and wave frequency in the controller. The result is a control strategy capable
of actively damping structural oscillations while fulfilling the objective of maximizing
power. The control strategy allows us to operate at the designed bandwidth of the wind
turbine pitch system while avoiding stability problems.

2 Methods

A coupled aero- and hydro-dynamic control model

A simulation tool such as FAST [7] is able to simulate a floating wind turbine and linearize
the system at some operating point. However, the model presented here is nonlinear and
depends on the wind speed and the wave frequency which will prove valuable in the
control design.
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The forces acting on the system can be described by

M q̈ + Fhydro + Fmooring + Fgravity +

+Fgyro + Ftower = Fwind + Fwave + Fref . (6.1)

The forces are both linear and nonlinear, whereM are the structural masses,q represents
degrees of freedom (DOF),Fhydro are the hydrodynamic added masses and damping.
Fmooring are forces from mooring lines,Fgravity are gravitational forces,Fgyro are gy-
roscopic effects, andFtower are tower defection forces. The external forces are thrust
force from the wind, denotedFwind, and wave induced loads, denotedFwave. The forces
induced by the actuators are denotedFref .

The freedom of the system can be described by

q =
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, (6.2)

which describes platform translation(x, y, z) and rotation (θr , θp, θy ), tower deflection
(xt, yt), and actuator dynamics (τ , β).

The model is based on well known wind turbine models from the literature on on-
shore wind turbines comprising aerodynamics, tower dynamics, drivetrain dynamics, and
actuator dynamics [8]. However, the hydrodynamic effects on the masses and friction
of the platform has been included in the model [9, 10, 11]. Wind and wave loads can
influence both the tower fore–aft and side–side, thus these dynamics are also included
in the model. The ability of the platform to move in translational directions is closely
related to the dynamics of the mooring system. This system isdesigned to prevent the
platform for drifting away and to ensure yaw stiffness. Thisstiffness is important to keep
the wind turbine upwind. However, an uneven wind distribution on the rotor plane can
induce yaw moment on the platform. Another effect which can induce yaw moments is
the gyroscopic effect of the rotor caused by fore–aft motions. Therefore both the mooring
system and the gyroscopic effect are included in the model.

The combined system can be described as a nonlinear system, which depend on the
wind speed and the wave frequency:

A(wω)q̈ + B(wω)q̇ + Cq = Fwind + Fwave + Fref , (6.3)

wherewω is the frequency of the propagating ocean wave. The notationof (A(wω), B(wω))
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is relaxed to(A, B), thus,

A =









PA PTA 06×2 06×2

TPA TA 02×2 02×2

02×6 02×2 DA 02×2

02×6 02×2 02×2 NA









(6.4)

B =









PB PTB 06×2 06×2

TPB TB 02×2 02×2

02×6 02×2 DB 02×2

02×6 02×2 02×2 NB









(6.5)

C =









PC PTC 06×2 PNC

TPC TC 02×2 TNC

02×6 02×2 DC DNC

02×6 02×2 02×2 NC









. (6.6)

Here,A represents the inertia,B is the damping, andC is the stiffness. These matrices
include terms whereP represents the platform,T is the tower,D is the drivetrain, andN
is the actuator. The system properties are defined at the sea water level (SWL) about the
vertical centerline of the platform.

In the following, all parameters going intoA, B and C are referred to as inertia,
damping and stiffness even though some are not in a physical sense.

Modeling of Mass and Inertia

To model how a structure moves or rotates in water, the mass and inertia of the displaced
water must be included. This mass and inertia are referred toas the added mass, and must
be summed with the mass and inertia of the structure:PA = diag([mmmAp Ar Ay])+
Ahydro(wω), where the total system has a mass ofm, pitch inertia ofAp, roll inertia of
Ar, and yaw inertia ofAy. The frequency of the ocean waves is denoted byωw, which
determines the quantity of added mass from the water,Ahydro(wω). However, note that
the significant quantity of added mass for the given spar (Hywind Demo) platform only
varies a few percent over frequency. The added mass matrix can be generated using a
wave interaction analysis tool such as WAMIT for the platform [9, 12].

The wind turbine is mounted on top of the platform, and has a mass ofTA = I2×2mt,
whereI the identity matrix andmt comprises the mass of tower, nacelle hub, and blades.
Of course the wind turbine has an impact on the platform and vice versa in both rota-
tion and translation:TPA = PTT

A = [mtĪ2×2 02×1 htmt Î2×2 02×1], where Ī2×2 =

[1 0; 0 -1], Î 2×2 = [0 -1; 1 0], andht is the distance from SWL to the center of mass
(COM) of the tower.

The inertias of the drivetrain are defined byDA = [Ad At;At At]), whereAd is
the inertia of the drivetrain andAt is the inertia of the torsion in the rotor shaft. The
possibility of altering the operation of the generator and rotor effectiveness is achieved
using actuators. The inertias of the actuators are defined byNA = diag([mb mg ]), where
mb is the inertia of the blade pitch actuator andmg is the inertia of the generator torque
actuator.
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Modeling of Damping

The damping of the platform is affected by gyroscopic effects, hydrodynamics, and linear
damping:PB = Bgyro +Bhydro(wω)+Bviscous. The rotor causes a damping force on the
platform due to the gyroscopic effect between the platform yaw and the pitch:Bgyro =

[04×4 04×2; 02×4 3IB Îψ̇], whereIB is the inertia of one blade about the rotor axis and
ψ̇ is speed of the rotor. The hydrodynamic dampingBhydro(wω) is caused by platform
movement or rotation in the water. In contrast to the added mass, hydrodynamic damping
is highly frequency dependent. Hydrodynamic damping can also be generated using a
wave interaction analysis tool such as WAMIT [9, 12]. The linear dampingBviscous is
an empirical damping verified in [9] to resemble the Hywind Demo in the OC3 Hywind
FAST simulator [7].

The tower deflection has a damping ofTB = I2×2Bt, whereBt is the tower damp-
ing. However, the tower deflection has a damping effect on theplatform rotation, hence
PTB = TP T

B = [02×3 htBt Ī2×2 02×1].
The drivetrain has a friction defined byDB = diag([0 Bd]), whereBd resembles the

viscous friction of the torsion in the flexible shaft of the drivetrain.
The damping of the actuators are defined byNB = diag([Bg Bp]), whereBg resem-

bles the electrical damping of the generator, whileBp resembles the mechanical damping
in the pitch actuator.

Modeling of Stiffness

The stiffness of the platform is defined byPC = Khydro +Kmooring +Kgravity , where
Khydro is the hydrostatic restoring stiffness,Kmooring is the stiffness caused by the moor-
ing lines, andKgravity is the stiffness due to gravity.

The stiffness of the flexible tower is defined byTC = diag([Kt Kt]), whereKt

is the tower stiffness. However, the flexible tower also has an impact on the platform
stiffness: TPC = PTT

C =[02×3 -mtgǏ 02×1], whereg is the gravitational acceleration
andǏ = [0 1; 1 0].

The stiffness related to the drivetrain is defined byDC = diag([0 Kd]), where
Kd is the stiffness in the torsion of the drivetrain. There is also a stiffness related
to the actuator, defined byNC = [Kg Kp], whereKg is the stiffness related to the
electrical torque generation andKp is the mechanical stiffness in the blade pitch sys-
tem. However, the generator torque also has an impact on the drivetrain: DNC =
[N 0; 0 0]T whereN is the gear ratio and also an impact on the tower’s side–side de-
flection: TNC = [0 -N/hh; 0 0]T , and since the tower deflection is only relative to the
platform,PNC = [02×1 -N/hhĬ2×1 02×1 -N/hhĬ2×1 02×2]

T , wherĕI2×1 = [1 0]T and
hh is the height from the SWL to the hub.

Aerodynamic Forces

The aerodynamic force of the wind is defined byFwind = [Ft 01×3 hhFt 0 Ft 0Ma Ma 01×2]
T ,

where the aerodynamic rotor thrustFt and torqueMa have a nonlinear effect on the sys-
tem, given byFt = 1

2AρCt(λ, β)v2
r andMa = 1

Ω
1
2AρCp(λ, β)v3

r whereλ = RΩ
vr

is the
ratio between the blade tip speed and the relative wind speed. The relative wind speed
vr is defined byvr = v − ẋ − hhθ̇p − ẋt, wherev is the ambient wind speed,ẋ is the
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platform surge velocity,hh is the height from SWL to hub,θp is the platform pitch anḋxt

is relative tower displacement. Since this expression includes some of the system states,
an impact on the system damping is expected. The partial derivatives of the aerody-
namic thrust force∂Ft/∂Ω, ∂Ft/∂ẋ, ∂Ft/∂θ̇p, ∂Ft/∂β and the aerodynamic moments
∂Ma/∂Ω, ∂Ma/∂ẋ, ∂Ma/∂θ̇p, ∂Ma/∂β, are thus included in the damping matrix,C,
and the stiffness matrix,K .

Wave Excitation Force

The wave excitation force describes the impact of a single incident wave on the platform
by Fwaves = Re

{

AwX(wω, wβ)ejwωt
}

, whereAw is the wave height,X is a normalized
wave excitation force vector,wω is the wave frequency, andwβ is the wave’s direction.
As wave excitation force does not depend on any DOF’s of the control model, the wave
excitation force has no impact on the natural damping of the system.

Inputs Reference

The system has two controllable inputs, which are defined byFref = [01×10 ug up]
T ,

whereug is the reference for the generator torque andup is the reference for blade pitch
angle.

Model Validation of Control Model
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Figure 6.2: Model validation of selected states where red isthe FAST code simulation and
blue is the presented control model. At time zero the FWT is released from horizontal in
still waters at a wind speed of 14 m/s.

To validate the presented model, a time series comparison ispresented in figure 6.2
between the OC3 Hywind model of a floating wind turbine (FWT) and the presented
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control model. The figure shows the response of the FWT when released from a horizontal
orientation at time zero.

The presented states are generator speed, tower deflection in fore–aft and side–side,
and platform rotation in fore–aft and side–side.

The rotor is spinning at rated speed, with constant generator torque and blade pitch
angle. The wind speed and the wave frequency are the parameters in the presented model,
thus the model is validated at a wind speed of 14 m/s in still waters. Disturbances from
the turbulence of the wind and incident waves are not included in the comparison study.

The figure shows comparable behavior between the two models,in terms of the am-
plitude and frequency.

Combined Aero- and Hydrodynamic Damping

To determine the combined damping of the open–loop system itis necessary to understand
the aerodynamic damping. The aerodynamic damping depends on the control objectives
of the wind turbine. At low wind speeds the objective is to optimize power, however at
a defined rated wind speed, the objective change to limit the electrical power output. In
Figure 6.3 these objectives are presented as trajectories for generator speed, blade pitch
angle and generator torque.
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Figure 6.3: Ideal closed–loop operating strategy to maximize power below rated wind
speed and reduce power above rated wind speed.

Based on these trajectories, the damping of the open loop system is presented in Fig-
ures 6.4 and 6.5, which illustrate the open loop linearized damping of the platform rota-
tion and the relation to the wind speed and wave frequency. Due to nonlinearities (and
variance in the aero- and hydrodynamics) the presented model is linearized at an interval
of 0.5 m/s from 3 m/s to 25 m/s. The figure shows that the best damping of the platform
rotation is achieved at a wind speed of10.4 m/s and a wave frequency of0.9 rad/s.
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Figure 6.4: Open loop damping in platform pitch as a functionof wave frequency and
wind speed.

In platform roll, the wind speed has no dynamical impact. Thethird rotational degree
of freedom is platform yaw. It is assumed that the impact of the wind and wave dynamics
are insignificant on a spar buoy platform compared to other dynamics acting on the yaw,
such as gyroscopic effects and the rotor yaw moments inducedby the wind.

The hydrodynamic damping of the system can be explained by hydrodynamic drag,
which varies over the relative wave velocity and due to the geometric and surface smooth-
ness of the platform [13]. For deep waters, the wave velocitycan be defined byuω = awω

at the free surface wherea is the wave amplitude andwω is the wave frequency. The
wave amplitude is closely related to the wave spectrum whichagain depends on the wave
frequency. Thus, the hydrodynamics damping is presented inFigures 6.4 and 6.5 as a
function of wave frequency [14].

The aerodynamic damping is proportional to the aerodynamictrust force. The damp-
ing increases below the rated wind speed and decreases abovethe rated wind speed due
to thrust reduction. In Figure 6.4 the damping seems to have adifferent behavior at about
10–12 m/s, which may be explained by the change in operation strategy in Figure 6.3,
where constant generator speed is reached. At this point, the tip-speed-ratio goes from
constant to decreasing as the wind speed increases.

Control Strategy Above Rated Wind Speed

A model-based control strategy is chosen to control and dampthe system. Despite that
the control model is presented for the full wind range, a controller is designed only for
wind speed above the rated wind speed to avoid transitions between objectives.

The proposed control strategy is shown in Figure 7.9, comprising a gain–scheduled
LQR controller combined with wind speed and wave period estimators. Full state feed-
back is assumed, since the focus of this paper concerns damping, based on estimates of
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2 Methods

wind speed and waves frequency.
The LQR controller is a linear controller which requires a linear model of the system,

and several controllers are hence for various operating points of wind speeds and wave
frequencies. This is achieved using the control lawu = ūOP(vm) − LQR(vm, wω)(x −
x̄OP(vm)), wherex = [q q̇]T , ūOP(vm) andx̄OP(vm) represents the operating points as
functions of the mean wind speed. The controller,LQR(vm, wω), is a gain–scheduled
LQR controller which uses the slow varying mean wind speed and wave frequency as
scheduling variables.

Based on the control model, the controller is designed offline and implemented as a
lookup table for wind speed above the rated wind speed with a interval of 0.5 m/s and
wave frequencies of 0 rad/s to 5 rad/s at an interval of 0.1 rad/s. When running online, at
each time step, the controller interpolates the operating point and the controller gain.

Wave Period Estimator

To determine the hydrodynamic contribution, the wave frequency is required. The wave
period of a regular wave is straightforward to estimate. However, irregular waves are more
difficult to handle. In this paper, a simple auto-regressivealgorithm is implemented to
estimate a model of the waves based on current wave height. The desired wave frequency
is thus derived for the model as the natural frequency. The wave height is modeled as
A(q)y(t) = e(t), whereA(q) is a second order system,y(t) is the wave height, and
e(t) is white noise. The estimated wave height is defined by a second order model as
ŷ(t, θ) = (−y(t − 1),−y(t − 2))θ, whereθ are the parameters of the estimation model
Â(q). The estimation errorǫ(t) = y(t) − ŷ(t) is minimized using a least squares method
by updating the model propertiesθ. The wave frequency is determined by the natural
frequency of the system̂A(q).
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Figure 6.5: Open loop damping in platform roll as a function of wave frequency and wind
speed.
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Figure 6.6: Overview of control strategy.

Wind Speed Estimator

The wind speed can be estimated based on measurements of the rotor velocity, blade pitch
angle, and the generator torque. In this study, an extended Kalman filter (EKF) is used to
estimate the wind speed, as suggested in [15].

The drivetrain is modeled as a first order system assuming a stiff drive train and ne-
glecting losses:

IΩ̇dr = Ma −MgN, (6.7)

whereI is the inertia of the drivetrain,Ωdr is the rotor speed, andN is the gear ratio. The
wind is modeled as a second order system.

v̇t = −a(vm)vt + n1 (6.8)

v̇m = n2, (6.9)

wherevt andvm are the wind turbulence and mean, respectively,a(vm) is a wind speed
dynamic parameter related to the turbulence length scale, and n1 andn2 are Gaussian
white noise.

The Linear Quadratic Regulator

In order to apply linear quadratic control methods, the model is transformed from a system
of second order differential equations into a system of firstorder differential equations:

ẋ =

[

0 I
−A-1C −A-1B

]

x+

[

0
A-1F

]

u, (6.10)

wherex = [qT q̇T ]T , u = [Mg β]T andF is a reformulation ofFref such thatF =
[F1 F2], whereF1 = [01×10 1 0]T andF2 = [01×10 0 1]T .

A controller is designed which minimizes the performance function:J =
∫ ∞

0
(xTQx+

uTRu)dt. The controller weighting matricesQ andR, were designed based on an initial
guess of proper state weighting using Bryson’s rule, followed by an iterative trial and
error process. ConstantQ andR were used at all wind speed above rated.

Using Bryson’s rule, the LQR input weighting matrixR is handled by allowing the
blade pitch angle to vary 60 deg. A constant torque approach is chosen for generator
torque.
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3 Environmental Setup

The LQR state weighting matrixQ is defined in such a way that the rotor angle,ψ,
is limited to vary only 20 rad. The rotor angle can be interpreted as the integral action
of the rotor speed, which can be used to reduce oscillations in mean power. In wind
turbine control systems, the integral action of the rotor speed is often an interesting signal.
By modeling the drivetrain as a second order system, the integral action is conveniently
represented as a state.

Using bryson’s rule, the platform rotation is punished to vary only 1 deg/s for both
platform pitch and roll in the weighting matrix.

Two LQR controllers are designed to demonstrate the advantage of the LQR con-
troller. One controller, LQR1, is a controller designed forsimilar performance as the
detuned baseline controller OC3-Hywind [9], by punishing the blade pitch ratėβ to vary
only 5 deg/s. The bandwidth of the OC3-Hywind controller is reduced compared to con-
ventional turbine control to avoid instability as discussed in the introduction. Another
controller, LQR2, is designed for a higher level of pitch activity by punishing the blade
pitch rate,β̇, to vary only8 deg/s. This reflects the bandwidth of conventional wind tur-
bine controllers. In contrast to the OC3-Hywind baseline controller this is possible with
a more advanced control strategy as presented in this paper without stability problems.
Increased bandwidth of the controller causes increased blade pitch actuation, which will
reduced the actuator lifetime. However as an example, the Hywind Demo is a standard
wind turbine. In the context of actuator lifetime, the actuator is designed for conven-
tional controller bandwidth and not detuned bandwidth. Thus, we suggest to increase the
bandwidth to 8 deg/s using LQR2.

Software

The controllers are simulated on a 5 MW wind turbine mounted on a ballast stabilized
buoy to resemble an upscaled version of the 2.3 MW Hywind Demowind turbine. The
floating wind turbine has a flexible tower and drivetrain, a rotor radius of 63 m, and
a height of 90 m. The platform has a draft of 120 m, with six degrees of freedom in
translation and rotation. The platform is constrained by three mooring lines. The wind
turbine is a three bladed upwind 5 MW OC3-Hywind reference wind turbine specified by
the NREL in [8], and implemented in the wind turbine high fidelity aeroelastic simulation
tool FAST, which is well recognized in the OC3 code benchmark[16]. The simulations
were performed in Simulink Matlab v7.9.0 (R2009b) linked with FAST v7.00.00a-bjj and
AeroDyn v13.00.00a-bjj compiled for the OC3-Hywind running Windows 7 32bit.

3 Environmental Setup

The wind profile used in the simulations has a mean wind speed of 18.0 m/s with a turbu-
lence intensity of 14.9%. The significant wave height is 6.0 meters, simulated with a peak
wave period of 2, 5 and 10 seconds. Figure 6.7 shows three difference sequences of wave
elevations. The simulation does not include the ocean current. The system is simulated at
80 Hz, while the control system operates at 10 Hz.
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Figure 6.7: Wave height over time where yellow, light green and dark green represents
peak wave periods of 2, 5 and 10 seconds respectively. The figure shows 100 seconds of
the 600 seconds sequences.

4 Results

The performance of the suggested controllers are compared to the performance of the
OC3-Hywind baseline controller [9]. The responses of the controllers are compared in a
case where the waves are aligned with the wind, and in anothercase where the waves are
perpendicular to the wind.

In Figure 6.8, the performance of the baseline controller and the LQR1 controller are
compared with aligned wind–wave forces and with a preak wavefrequency of 10 seconds.
Figures 6.9–6.11 show the results of aligned wind and waves with a peak wave frequency
of 10 seconds. Figures 6.12–6.14 make the same comparison for the case of perpendicular
wind and waves.

The performances are compared in terms of blade pitch angle in Figures 6.9 and 6.12,
and platform pitch in Figures 6.10 and 6.13.

An overall performance analysis is presented in Figures 6.11 and 6.14 where, also
electrical power, tower deflections, and platform motions are compared. These key per-
formance indicators are compared in terms of absolute values (abs), and standard devia-
tions (std). The absolute values are defined by

∫

|β̇(t)|dt, which describes the distance
traveled by the blade pitch.

5 Discussion

In Figure 6.8, a comparison is presented between the detunedbaseline controller and the
LQR1 controller. Except from platform pitch, the comparison demonstrates similar be-
haviors between the two controllers, with insignificant fluctuations. The purpose of this
comparison is to demonstrate that the presented LQR controlstrategy can performance
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5 Discussion

Platform roll (std)

Platform pitch (std)
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Figure 6.8: Aligned wind–wave forces with a peak wave periodof 10 seconds: Statistical
analysis of relative controller performance with respect to mean, standard deviation (std).
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Figure 6.9: Aligned wind–wave forces with a peak wave periodof 10 seconds: Blade
pitch angle. The green is the LQR controller while the black is the baseline.

just as the detuned baseline controller. However, the bandwidth of these controller imple-
mentations are very slow and does not comply with conventional wind turbine standards.

The performance of the detuned baseline controller also demonstrates the limit of this
controller. If the bandwidth of the detuned baseline controller was increased, the system
would become unstable. However, using a model-based control strategy it is possible to
operate at a conventional bandwidth while maintaining stability of the system.
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Figure 6.10: Aligned wind–wave forces with a peak wave period of 10 seconds: Platform
pitch. The green is the LQR controller while the black is the baseline.

Platform roll (std)

Platform pitch (std)

Tower side−side (std)

Tower fore−aft (std)

Blade pitch rate (abs)

Elec. power (std)

 0%

62%

 2%

12%

153%

 7%

 1%

51%

 8%

 7%

144%

20%

 2%

40%

 4%

 5%

157%

 8%

Baseline better LQR2 better

Figure 6.11: Aligned wind–wave forces: Statistical analysis of relative controller perfor-
mance, where yellow, light green and dark green represents peak wave periods of 2, 5 and
10 seconds respectively.

In Figures 6.9–6.14 a comparison is presented between the detuned baseline controller
and the LQR2 controller. The performance of the two controllers are compared at three
different wave sequences with turbulent wind. As the buoy has the same dynamic prop-
erties in all direction, we demonstrate the two worst case scenarios; aligned forces and
perpendicular forces.
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Figure 6.12: Perpendicular wind–wave forces with a peak wave period of 10 seconds:
Blade pitch angle. The blue is the LQR controller while the black is the baseline.
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Figure 6.13: Perpendicular wind–wave forces with a peak wave period of 10 seconds:
Platform pitch. The blue is the LQR controller while the black is the baseline.

The results show that it is possible to significantly improvethe platform pitch oscil-
lations by approximately 50% when forces are both aligned and perpendicular. The cost
is an increase in blade pitch activity by approximately 150%when forces are aligned and
approximately 100% when forces are perpendicular.

Improvements in electrical power (7-20%) and tower fore–aft deflection (5-17%) are
observed, when forces are both aligned and perpendicular.
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Figure 6.14: Perpendicular wind–wave forces: Statisticalanalysis of relative controller
performance, where yellow, light green and dark green represents peak wave periods of
2, 5 and 10 seconds respectively.

Insignificant improvement are observed in platform roll andtower side–side deflec-
tion. As both control strategies uses a constant torque approach, there is only indirect
actuation in both platform roll and tower side–side deflection. In the perspectives of us-
ing the generator torque for damping oscillation on the platform, the torque induced by the
generator is less than 10% of the perpendicular torque induced by the rotor thrust force.
Furthermore, using generator torque to damping platform roll, and tower side–side, will
cause power oscillations and thus will change focus and require further research.

Comparing the results between aligned and perpendicular forces it should be noted
that misaligned forces in the range of±45 degrees occur at much higher probability
that perpendicular forces. Thus, the results on aligned forces should be weighted more
importantly.

6 Conclusion

In the context of model-based control, a new model of a floating wind turbine is pre-
sented that captures the effect of the aerodynamics, hydrodynamics, structural dynamics,
and actuator dynamics. To address the disturbance and misalignment of wind and waves,
a control model is presented that requires estimates of the wind speed and the wave fre-
quency, which offers an improved model for model-based control.

A control strategy is taken based on a gain–scheduled LQR controller. The result is a
wind and wave control strategy capable of actively damping structural oscillations while
fulfilling the objective of maximizing power.

Using the same bandwidth as a conventional wind turbine controller, the suggested
model-based control strategy shows convincing performance in reducing platform pitch
oscillations, while improving the electrical power and tower fore-aft deflections.

78



7 Acknowledgment

Misaligned wind and waves were also addressed. Worst–case wind and waves forces,
has successfully been damped. While oscillations in platform pitch and tower fore–aft
were actively reduced, oscillations in platform roll and tower side-side were only damped
passively, due to lack of sideways controllability using the suggested strategy.

7 Acknowledgment

This work has been funded by Norwegian Centre for Offshore Wind Energy (NOR-
COWE) under grant 193821/S60 from Research Council of Norway (RCN). NORCOWE
is a consortium with partners from industry and science, hosted by Christian Michelsen
Research.

References

[1] B. Skaare, T. D. Hanson, and F. G. Nielsen, “Importance ofcontrol strategies on
fatigue life of floating wind turbines,”Proceedings of 26th International Conference
on Offshore Mechanics and Arctic Engineering, 2007.

[2] J. M. Jonkman, “Influence of control on the pitch damping of a floating wind tur-
bine,” 2008 ASME Wind Energy Symposium, 2008.

[3] T. Burton, D. Sharpe, N. Jenkins, and E. Bossanyi,Wind Energy Handbook. Wiley,
2001.

[4] H. Namik and K. Stol, “Individual blade pitch control of floating offshore wind
turbines,”Wind Energy, vol. 13 Issue 1, pp. 74–85, 2009.

[5] S. Christiansen, T. Knudsen, and T. Bak, “Optimal control of a ballast-stabilized
floating wind turbine,”IEEE Multi-Conference on Systems and Control, 2011.

[6] M. A. Lackner, “Controlling platform motions and reducing blade loads for floating
wind turbines.”Wind Engineering, vol. 33, pp. 541–553, 2010.

[7] J. Jonkman,NWTC Design Codes, National Renewable Energy Laboratory, 2010.
[Online]. Available: http://wind.nrel.gov/designcodes/simulators/fast/

[8] J. Jonkman, S. Butterfield, W. Musial, and G. Scott, “Definition of a 5-mw refer-
ence wind turbine for offshore system development,” National Renewable Energy
Laboratory, Tech. Rep. NREL/TP-500-38060, 2007.

[9] J. Jonkman, “Definition of the floating system for phase ivof oc3,” National Renew-
able Energy Laboratory, Tech. Rep., 2010.

[10] E. Kristiansen,̊A. Hjulstad, and O. Egeland, “State-space representation of radiation
forces in time-domain vessel models,”Ocean Engineering, vol. 32, pp. 2195–2216,
2005.

[11] E. Wayman, P. Sclavounos, S. Butterfield, J. Jonkman, and W. Musial, “Coupled dy-
namic modeling of floating wind turbine systems,”Offshore Technology Conference
Houston, Texas, 2006.

79



Paper B

[12] WAMIT, WAMIT - User Manual - The State of The Art in Wave Interaction Analysis,
WAMIT, Inc., 2006.

[13] H. F. Burcharth, “Strøm- og bølgekrœfter på stive legemer,” Instituttet for Vand,
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1 Introduction

Abstract

Offshore wind energy capitalizes on the higher and less turbulent wind at sea.
Shallow water sites are profitable for deployment of monopile wind turbines at wa-
ter depths of up to 30 meters. Beyond 30 meters, the wind is even stronger and
less turbulent. At these depths, floating wind turbines become profitable, capable
of accessing unexploited wind resources while reaching regions of new consumers.
However, floating wind turbines are subject to reduced structural stiffness which re-
sults in instabilities when standard wind turbine control systems are applied. Based
on optimal control, this paper presents a new minimum thrustcontrol strategy capable
of stabilizing a floating wind turbine. The new control strategy explores the freedom
of variable generator speed above rated wind speed. A comparison to the traditional
constant speed strategy, shows improvements in structuralfore-aft oscillations and
power stability when using the new control strategy.

1 Introduction

Floating wind turbines are the latest development in wind energy, offering installation in
places where wind energy never has gone before. Wind turbines are installed in range
of consumers and are economically competitive at sites of high wind and relative low
roughness such as land fields and sea surface. Offshore wind turbines is an example of
this trend. However, the economy in installing offshore wind turbines has been limited to
shallow waters below 30 meters. The concept of floating wind turbines extend the range
of wind turbines beyond 30 meters, accessing deep water sites of potentially higher wind
speed while offering wind energy to consumers in new regions.

The main objectives of wind turbines are to maximize power production while mini-
mizing fatigue loads. Fatigue is basically wear accumulated over time of key components
such as tower, gearbox, blades and bearings. If a wind turbine is operated to maximize
power production regardless of fatigue loads, the lifetimeof key components will sig-
nificantly decrease and the cost of energy will go up. This is especially important for a
floating wind turbine which by nature is influenced by a constant contribution of oscilla-
tions from both wind and ocean waves. Therefore a trade-off between maximized power
production and minimized fatigue loads is required for optimal performance.

A floating wind turbine resembles an onshore wind turbines inmany ways, however
the dynamic behavior differs. Applying conventional onshore control strategies to floating
wind turbines has been shown to impose negative damped oscillations to the platform
motion. Above rated wind speed, the onshore controller causes the blade pitch to increase
the rotor thrust as the wind speed decreases and vice versa. Since the onshore controller is
slower than the tower dynamics, but faster than the platformdynamics, instabilities only
occur on floating wind turbines.

To prevent this, a tower damping control strategy was introduced in [1] using a wind
estimator applied to a ballast-stabilized wind turbine, showing reduced tower oscillation
at the cost of reduced power output. In [2] a gain scheduled proportional integrating
(GSPI) controller showed good performance regarding platform oscillations but over-
shoots rated power and generator speed. The task of damping tower oscillations were
addressed by [3] suggesting tower acceleration influence onblade pitch control.

However, in [2] platform oscillations were addressed usingtower acceleration show-
ing improved platform damping at the cost of relative large power drops. Active stall

83



Paper C

control was also suggested in [2] demonstrating smooth power at the cost of increased
platform oscillations. In [4], active stall control is suggested as a feasible solution on
floating wind turbines.

Linear quadratic regulator (LQR) was applied to a floating wind turbine in [5, 6]
which showed improved results with respect to power stability and tower oscillations
compared to [2]. In [5] a control strategy utilizing individual blade pitch and generator
torque reduced tower side-side oscillation on a floating structure. In [7] wind and wave
estimators were combined in a full range LQR controller showing generally improved
performance in power and structural oscillation.

The cited literature varies in methods, however, whey all have one thing in common;
they are all based on the same control strategy of constant generator speed above rated
wind speed. This paper presents a new control strategy to reduce platform and tower os-
cillations. Instead of operating the generator at maximum speed above rated wind speeds,
this paper suggests a strategy which reduces rotor thrust athigher wind speeds. The effect
is reduced loads on the structure and thereby potentially a lower cost of energy. The new
control strategy is implemented as an LQR control combined with wind and wave estima-
tors. The suggested control strategy shows improved damping of structural oscillations
when compared to a constant speed control strategy.

2 Methods

A Dynamical model of a Floating Wind Turbine

A model for control design is needed which captures the dominant behaviors of a float-
ing wind turbine. The control model used in this work is presented in [7]. The model
represents a floating wind turbine which is able to both rotate and translate. The wind
turbine tower and drivetrain are both modeled as flexible structures. Aerodynamics and
hydrodynamics are modeled as functions of wind speed and wave frequency, respectively.
Dynamics of actuators are also included which altogether represents a complete dynami-
cal model of a floating wind turbine.

Identifying Aerodynamics Impact on Structure

The damping of a floating wind turbine depends on aerodynamics and hydrodynamics
[7]. The damping provided by hydrodynamics is a function of wave frequency and surface
smoothness of the structure, which are uncontrollabledimensions. The damping provided
by aerodynamics is a function of wind speed and the efficiencyof the rotor. The wind
speed is of course uncontrollable, however, the efficiency of the rotor can be controlled
by altering the blade pitch angle or rotor speed.

First the aerodynamic impact on platform damping is investigated. Let us assume, a
wind turbine can be modeled as a dynamical system of second order by

Iq̈ + Cq̇ +Kq = Fext, (7.1)

whereq̇ = [ẋp θ̇p ẋt Ω]T and ẋp is platform translation,̇θp is platform rotation,ẋt is
tower deflection,Ω is generator speed. Structural properties are defined as follows; I
is inertia, C is damping, and K is stiffness. The external forces are defined asFext =
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[Ft htFt Ft Ma]T whereFt is the aerodynamics thrust force induced by wind,ht is the
distance from the hub to the center of buoyancy (COB), andMa is the aerodynamics
torque. In Fig. 7.1 a floating wind turbine is presented, where also surface water level
(SWL) and center of mass (COM) are indicated.

The aerodynamic loads are defined as

Ft =
1

2
ρAv2

rCt(λ, β) (7.2)

Ma =
1

2Ω
ρAv3

rCp(λ, β), (7.3)

whereρ is the density of air, A is the area swept by the rotor,Ct(λ, β) is the thrust
coefficient of the rotor as a function of tip speed ratio,λ = ΩR/vr and blade pitch angle,
respectively, andCp(λ, β) is the power coefficient. The wind speed seen by the rotor can
be defined asvr = v − ẋp − htθ̇p − ẋt, wherev is the ambient wind speed.

v
x p

x t M aF t
S W L

P l a t f o r mC O BC O M
T o w e r

Figure 7.1: Floating wind turbine comprising of a wind turbine mounted on a floating
platform.

To identify the aerodynamic damping the system is linearized by q = q̄ + q̃, whereq̄
is the linearization point and̃q is small deviation. The external forces are linearized with
respect to thė̃q, thus

F̃ext ≈
∂Fext

∂q̇
˙̃q = Cext

˙̃q, (7.4)

whereCext are the partial derivatives of the external forces. The aerodynamics of the
external forces are include in the structural model by

I ¨̃q + (C −Cext) ˙̃q +Kq̃ = 0. (7.5)
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At each wind speed a linearized system can be defined asq̄ = K−1F̄ext at predefined
values of tip speed ratio,λ, and blade pitch angle,β.

Analyzing Relation Between Power and Damping

To develop a control strategy for constant power and reducedplatform damping it is
important to understand whatCp andCt look like. At constant power, there exists only
one correct value ofCp at a given wind speed. However, this value can be obtained
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Figure 7.2: Blade pitch angle as a function of tip speed ratioat 25 m/s. The line indi-
cates possible operating points for nominal production where red is feather and blue is
stall. The circle indicates constant speed operation. The star indicates minimum thrust
operation.

by numerous combinations of blade pitch angles and tip speedratios. In realityCp and
Ct are continuous functions in the sense that there exists a smooth path of blade pitch
angles and tip speed ratios which offers constant aerodynamics coefficients. In Fig. 7.2,
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Figure 7.3: Thrust coefficient as a function of tip speed ratio at 25 m/s. The line indi-
cates possible operating points for nominal production where red is feather and blue is
stall. The circle indicates constant speed operation. The star indicates minimum thrust
operation.

combinations of blade pitch angles and tip speed ratios are presented which result in
nominal power production thus constantCp. Any desired solution must be found in these
set of blade pitch angles and tip speed ratios.

In Fig. 7.3 the thrust coefficientCt is presented as a function of tip speed ratio.
The linearized system is analyzed and the natural frequencyof the platform pitch,θp,

is identified. In Fig. 7.4, the damping of the platform pitch is presented as a function of
tip speed ratio.

Fig. 7.5 represents the dynamical damping of the tower deflection,xt as a function of
tip speed ratio.
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Figure 7.4: Platform damping as a function of tip speed ratioat 25 m/s. The line indi-
cates possible operating points for nominal production where red is feather and blue is
stall. The circle indicates constant speed operation. The star indicates minimum thrust
operation.
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Figure 7.5: Tower damping as a function of tip speed ratio at 25 m/s. The line indi-
cates possible operating points for nominal production where red is feather and blue is
stall. The circle indicates constant speed operation. The star indicates minimum thrust
operation.

Minimum Thrust coefficient

Based on the analysis of power and damping, an operating strategy is chosen which offers
a better response relative to the constant speed approach. The response of the constant
speed approach is presented in Fig. 7.2-7.5 indicated by a circle.

In this paper a control strategy based on minimum thrust coefficient is chosen. This
approach reduces the thrust coefficient by3.68% at wind speed of 25 m/s compared to
a constant speed approach. In Fig. 7.3 the minimum thrust coefficient is indicated by a
star. However, the platform damping at this point is deteriorated by3.76% compared to
the constant speed approach as seen in Fig. 7.4. At this point, the difference in structural
responses is not clear, thus structural and power performance are analyzed.

To visualize the responses of the two different systems, white noise is applied as
external forces to the platform dynamics and correspondingpower spectrum density for
platform oscillations are presented in Fig. 7.6. The figure shows a slight frequency shifted
behavior when comparing the two systems. Using the minimum thrust approach, the
stationary variance is improved by minor1.24% found by solving the Lyapunov equation.

The power is analyzed with respect to sensitivity to changesin wind speed. The power
is defined as

P =
1

2
ρAv3

rCp(λ, β), (7.6)
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Figure 7.6: Variance of platform oscillations when white noise is applied as an exter-
nal force. The black is the constant speed approach and the red is the minimum thrust
approach.

with partial derivative

∂P

∂vr
=

1

2
ρA

(

3v̄2
rCp(λ̄, β̄) + v̄3

r

∂Cp(λ̄, β̄)

∂λ

∂λ

∂vr

)

, (7.7)

where ∂λ
∂vr

= −Ω̄R
v̄2

r
and ∂Cp(λ̄,β̄)

∂λ are found numerically. The sensitivity is analyzed at 25
m/s where the deviation in control strategies is largest. The two strategies are analyzed
showing a potential decrease of 8.27% in power sensitivity,∂P

∂vr
, to changes in wind

speeds using minimum thrust approach.

Control Trajectories

In Fig. 7.7 the suggested minimum thrust approach is compared to the constant speed
approach. The proposed strategy is only relevant above rated wind speed since there
only exists one operating point for optimal power below rated wind speed. In Fig. 7.8 the
rotor thrust force is shown together with the improvement indeviation by minimum thrust
approach. It is expected that the suggested minimum thrust approach causes an increase
in actuator activity due to the extended range of the actuator trajectories.

LQR Control Design

A model based control strategy is chosen to control and damp the system. The proposed
control strategy is shown in Fig. 7.9 comprising a LQR controller combined with wind
speed and wave period estimators.

As the system is nonlinear several controllers are designedfor various operating points
(OP’s) of wind speeds and wave frequencies. Stability studies regarding transition be-
tween these controllers are not included in this work. To determine the operating point
the controller requires two estimated schedule parameterswhich are wind speed and wave
frequency.

The wind speed estimator is an extended Kalman filter which uses the wind turbine as
wind speed sensor based on tip speed ratio, blade pitch angleand generator torque. The
implemented wind estimator is presented in [8].

The wave frequency estimator is estimated based on measuredwave height. A simple
auto regressive algorithm is implemented to estimate a model of the wave height. The
desired wave frequency is thus derived for the model as the natural frequency. The wave
frequency estimator is documented in [7].
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Figure 7.7: Operation strategy. The black is the constant speed approach and the red is
the minimum thrust approach.
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Figure 7.8: The upper shows aerodynamic thrust while the lower shows the improvement
achieved using minimum thrust strategy. The black is the constant speed approach and
the red is the minimum thrust approach.

A series of linearized LQR state feedback controllers are designed at wind speeds
above rated power at intervals of0.5m/s and wave frequencies of0 rad/s to5 rad/s at an
interval of0.1 rad/s.

In the introduction, four degrees of freedom (DOF) are presented related to the aero-
dynamics, however, the controller is designed based on further eight DOF which are
actuator and structural dynamics as presented in [7].
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Figure 7.9: Overview of control strategy.

A state space system is presented in the classical form asẋ = Ax+Bu andy = Cx.
The feedback control is defined asu = −L(v, wω)x, wherev is estimated wind speed
andwω is estimated wave frequency indicating estimator dependencies.

The controller weighting matrices are designed based on Bryson’s rule by an initial
guess of proper state weighting followed by an iterative trial and error process.

The LQR input weighting matrixR is handled by allowing the blade pitch actuator
reference to vary 90 deg, and the generator torque referenceto vary 20000 Nm at all OP’s.

The LQR state weighting matrixQ is defined such that rotor angle is punished to vary
only 10 rad. The rotor angle can be interpreted as integral action of the rotor speed. In
wind turbine control systems the integral action of the rotor speed is often an interesting
state. Conveniently, by modeling the drivetrain as a secondorder system the integral
action is represented as a state. The state can be used to dampfluctuations is generator
speed.

In constant torque operation this state is also proportional to power, however, this is
not the case when torque is varying. Thus, a power state is introduced in the system
equations. In minimum thrust strategy, the integrated electrical power state was punished
to vary only 300 kWs. However in the constant speed strategy,the state was relaxed to 2
MWs since the punishing of the generator speed already of this effect.

To avoid unnecessary fast actuator activity the blade pitchrate is punished to vary
only8 deg/s. The tower deflection in fore-aft is punished to vary only 5 m/s in translation
at hub height while platform rotation is punished to vary 0.5rad/s.

3 Experimental Setup

Simulation Environment

The control strategy suggested in this paper is compared to aconstant speed control strat-
egy under equal environmental conditions at a mean wind speed of 25 m/s with an air
density of1.225 kg/m3 and a turbulence intensity of10%.

To reveal system damping ability, at time zero the floating wind turbine is released
from upright alignment and forced backward by wind and wavesresembling a step re-
sponse.

The relative high wind speed is selected to demonstrate the large deviations in control
strategies. Waves are simulated as irregular waves with a JONSWAP/Pierson-Moskowitz
spectrum [9]. The significant wave height of the incident waves are 6 meters with a wave
frequency of 10 seconds. The environmental conditions are at water depth of320 meters
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and a water density of1025 kg/m3. The waves are aligned with the direction of the wind,
thus perpendicular wind and waves are not considered in thispaper and are therefore not
included in the environmental setup.

Software

The wind turbine is a three bladed upwind 5MW reference wind turbine specified by
NREL in [10], and implemented in the wind turbine simulationtool FAST which is well
recognized in the OC3 code benchmark, [11]. The implementation of the wind turbine in-
stallation consists of a 5MW wind turbine mounted on a ballast-stabilized buoy to resem-
ble an upscaled version of the 2.3MW Hywind wind turbine. Thefloating wind turbine
has a rotor radius of 63 meters, a tower height of 90 meters, and six degrees of freedom.

The simulations were performed in Simulink Matlab v7.9.0 (R2009b) linked with
FAST v7.00.00a-bjj and AeroDyn v13.00.00a-bjj compiled for the OC3 Hywind running
Windows 7 32bit. Damage equivalent load calculations are calculated using MCrunch
v.100 which is an implementation of [12].

4 Results
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Figure 7.10: Blade pitch angle at 25 m/s. The black line is constant speed strategy and
red line is suggested minimum thrust strategy.

In Fig. 7.10-7.14, time-series of the two control strategies are compared with respect
to blade pitch, generator speed, platform pitch, tower deflection and electrical power.

Based on Fig. 7.10-7.14 and some additional performance indexes, a statistical anal-
ysis is presented in Fig. 7.15. In the figure, the performances of the two control strategies
are compared.
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Figure 7.11: Generator speed at 25 m/s. The black line is constant speed strategy and red
line is suggested minimum thrust strategy.
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Figure 7.12: Platform pitch angle at 25 m/s. The black line isconstant speed strategy and
red line is suggested minimum thrust strategy.

5 Discussion

The results show that the suggested minimum thrust strategyoffers reduced structural
fore-aft oscillations in both tower and platform as indicated in the analysis. The strategy
was designed to reduce fore-aft oscillation, however, side-side oscillation suffers in both
tower and platform due to increased generator torque actuation.

Due to increased aerodynamic torque and generator torque, drive train torsion has un-
avoidably increased. However, the low speed shaft should bedimensioned to withstand
the increased level of torsion. An advantage of the minimum thrust strategy is the re-
duced generator speed which will reduce viscous wear in bearing along the drive train
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Figure 7.13: Tower fore-aft deflection at 25 m/s. The black line is constant speed strategy
and red line is suggested minimum thrust strategy.
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Figure 7.14: Power performance at 25 m/s. The black line is constant speed strategy and
red line is suggested minimum thrust strategy.

and generator.
Actuator activity in blade pitch and generator torque showsincreased operation. As

expected, the minimum thrust strategy causes a range-extension in both blade pitch and
generator torque. The constant speed strategy demands constant generator torque, how-
ever, the suggested strategy demands varying generator torque which explains the in-
creased actuator activity.

The power performance in mean level and standard deviation is improved by 60 per-
cent compared to the constant speed strategy as indicated inthe analysis. However due to
the differences in the strategies, it is difficult to determine if this improvement in perfor-
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Figure 7.15: Statistical analysis of relative controller performance with respect to mean,
standard deviation (std), travel distance (abs) and damageequivalent loads (dels).

mance is just caused by a generally increase in actuator usage.
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6 Conclusion

6 Conclusion

The coupling of aerodynamics and structural dynamics was analyzed. Based on this, a
minimum thrust strategy was proposed to improve structuraloscillations and power sta-
bility to changes in wind speeds. LQR controllers based on estimates of wind speed and
wave frequency was designed for minimum thrust strategy andconstant speed strategy.

The results show improvements in power and structural oscillations in fore-aft. How-
ever, the constant generator speed strategy shows significantly better performance in side-
side oscillations. The two strategies show widely different results with pros and cons,
however, the best solution could potentially be a combined strategy which offers reduced
thrust at a constant and reduced generator speed.

Based on simulations of a wind turbine, a new operating strategy is suggested which
offers better fore-aft damping and power performance exploring the freedom of variable
generator speed and torque in contrast to the traditional constant speed strategy.
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1 Introduction

Abstract

Reaching for higher wind resources beyond the water depth limitations of monopile
wind turbines, there has arisen the alternative of using floating wind turbines. But the
response of wave induced loads significantly increases for floating wind turbines.
Applying conventional onshore control strategies to floating wind turbines has been
shown to impose negative damped oscillations in fore–aft due to the low natural fre-
quency of the floating structure. Thus, we suggest a control loop extension of the
onshore controller which stabilizes the system and reducesthe wave disturbance. The
results shows that when adding the suggested control loop with disturbance reduction
to the system, improved performance is observed in power fluctuations, blade pitch
activity, and platform oscillations.

1 Introduction

As the interest in renewable energy increases, the means of harvesting and capturing wind
energy have been continuously developed and improved. Morereliable wind turbines
make installation possible in harsher environments, such as offshore in shallow waters,
where winds are stronger and hazards to human eyes and ears are less.

Floating wind turbines (FWT) are one of the latest developments in wind energy.
The concept of a floating wind turbine extends the range of wind turbines beyond the
limitations of monopile water depths, accessing deep watersites with potentially higher
wind speeds and may offer wind energy to consumers in new regions.

A wind turbine installation has one simple objective: to produce cheap energy. How-
ever, if a wind turbine is operated to maximize power production regardless of fatigue
loads, the lifetime of key components will significantly decrease and the cost of the en-
ergy will go up. This is especially important for a floating wind turbine, which by nature is
influenced by a constant contribution of oscillations from wind and ocean waves. There-
fore, a trade-off between maximum power production and minimum structural oscillation
is required to minimize the total cost of the energy.

Applying conventional onshore control strategies to floating wind turbines has been
shown to impose negative damped oscillations on the platform motion. The control must
hence be adapted to the dynamic response of the floating structure. This can in principle
be done by redesigning the entire control system or by addingcontrol loops that extend
the existing control system to handle the dynamics of a floating installation.

A number of results are available that redesign the control system. In [1], a tower
damping control strategy was introduced using a wind estimator showing reduced tower
oscillation at the cost of reduced power output. In [2] a detuned gain scheduled pro-
portional integrating controller was applied. Linear quadratic control was applied in [3].
In [4, 5] wind and wave estimators were combined in a full range controller. In [6] a
disturbance accommodating control was applied to reduce the wind disturbance.

All these results mentioned above rely on a redesigned control system. This paper
takes a different approach, by suggesting a control loop extension to the onshore control
without modifying the onshore controller. This provides potential benefits to manufac-
turers, as it simplifies the changes required in the control system to handle the floating
installation. The strategy is presented in Fig. 9.2. Note that the onshore pitch controller
is left untouched, and the control redesign is merely an additional loop which acts on
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Figure 8.1: Overview of pitch control strategy. A Kalman filter is used to estimate the
states and disturbance. The output of the onshore controller is corrected by improved
feedback and wave disturbance reduction.

the onshore controller’s output and stabilizes the system.Furthermore, disturbances from
1st and 2nd order wave induced moments are reduced by means ofcontrary blade pitch
induced moments.

In Section 2, the closed loop stability of the onshore controller is investigated. In Sec-
tion 2, a controller is designed to stabilize the system. In Section 2, a strategy is presented
for reducing the wave disturbance in platform fore–aft. However, measuring wave distur-
bance is difficult. Thus, in Section 2, an estimate is made by designing an observer which
models the wave induced moments as a stochastic process using an extended Kalman fil-
ter (EKF) [7]. In Sections 4 and 5, the results are presented and discussed. In Section 6,
the contributions are concluded.

2 Methods

Closed Loop Stability of the Onshore Controller

The dynamics of a floating wind turbine is analyzed to determine the stability in platform
pitch when applying onshore control. Only the wind is assumed to have a substantial
impact on the dynamics. A model of platform translation and rotation in fore–aft is con-
stituted by

ẋs = Asxs +BsFt, (8.1)

wherexs = [xp ẋp θp θ̇p]
T represents the platform translational velocityẋp and rotational

velocity θ̇p. The aerodynamic thrust is defined byFt = 1
2σAv

2Ct(λ, β), whereσ is the
density of air,v is the wind speed,Ct is the thrust coefficient,λ is the tip speed ratio, and
β is the blade pitch angle. The tip speed ratio is defined byλ = ΩR/v, whereΩ is the
rotor speed andR is the rotor radius.

The drivetrain is modeled by the first order system

Iω̇ = −Mg +
1

N
Ma, (8.2)

whereω is the generator speed,N is the gear ratio,Mg is the generator torque, and
the aerodynamic torque is defined byMa = 1

2Ω
σAv3Cp(λ, β), whereCp is the power

coefficient.
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The available onshore controller is designed for systems with neglectable actuator
dynamics, assuming that the dynamics of the actuators are insignificant in the closed loop
system.

The onshore controller consist of a blade pitch controller and a generator controller.
The pitch controller is a gain scheduled PI controller modeled by

β =
1

1 + β
βk

PI(ωref − ω), (8.3)

whereβ is, as before, the blade pitch angle,βk is a constant, andωref is the generator
speed reference. The onshore torque controller is modeled by

Mg = Pref/ω, (8.4)

wherePref is the power reference. The properties of these two controllers are specified in
[8, 9].

Disregarding disturbances from the wind and waves, the combined dynamics of the
platform, drivetrain, and controller is given by

ẋ = f(x, v), (8.5)

wherex = [xs
T ω xi]

T , andxi is an internal control state for integral control of the
generator speed.

To determine its stability, the system is linearized by

˙̃x = Ax̃ =
∂f(x, v)
∂x

x̃, (8.6)

wherex̃ = x − x̄ describes the dynamics about an operating pointx̄. The poles of the
system are shown in Fig. 8.2, which show three conjugate polepairs. The fastest closed
loop poles are mostly related to the drivetrain, while the slowest are mostly related to
translation of the platform and the unstable pair are mostlyrelated to platform rotation.
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Figure 8.2: Closed loop poles of the FWT controlled by the onshore controller at 13 m/s.

Platform Controller

A platform controller is designed to stabilize the system bymoving the unstable poles of
the platform rotation in Fig. 8.2 to the left half plane. A newcontrol signalβref is added
to the output of the onshore controller as shown in Fig. 9.2, and the new system becomes

˙̃x = Ax̃ + Bβ̃ref . (8.7)
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The controller is based on state feedback by

u = −K x̃, (8.8)

whereu = β̃ref . An LQ approach is used for stabilization and minimization of the
perturbations of the system. The controller gain,K , is found by minimizing the quadratic
cost function

J =

∫ ∞

0

(

xTQx+ uTRu
)

dt, (8.9)

whereQ andR are weights to trade-off states and input perturbations.
The LQ controller is designed for the system in (8.7) for a wind speed of 13 m/s.

Bryson’s rule is used to determine the weights:R = 1/902 andQ = [0 0 0 0 1/.032 1/Ω̄2],
which state that the blade pitch is allowed to vary by up to 90 degrees, while the platform
rotational velocity is allowed to vary by up to 0.03 rad/s andthe rotor speed is allowed to
vary by up toΩ̄ = 12.1 RPM.

In Fig. 8.3, the damping of the platform pitch is presented with and without the
platform controller. The sudden dip in damping at11.4 m/s is caused by the activation
of the blade pitch controller. The platform controller is activated in the same region as
the onshore controller, that is, above the rated wind speeds(v > 11.4 m/s). The response
of the linearized onshore controller shows that the platform rotation stabilizes beyond
14 m/s. However, simulations using the nonlinear controller show that stability occur
beyond 20 m/s. The mismatch is most likely caused by insufficient linearization of the
gain-scheduled onshore controller.
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1

Wind speed [m/s]

λ

Figure 8.3: Comparison of damping ratio on platform rotation where green is the onshore
controller and blue is the onshore controller with the platform controller.

The tuning of the platform controller is a matter of moving the green curve in Fig. 8.3
upward until the damping at all wind speeds is positive.

Wave Disturbance Reduction

The dynamical model of the combined system in (8.7–8.8) is extended to include the
disturbance of hydrodynamic loads by

˙̃x = (A−BK)x̃ + Bdτwaves, (8.10)

whereτwaves is the wave induced load on the platform. A blade pitch signal, βdis, is
designed to reduce the wave disturbance. This signal is added to the output of the onshore
controller as shown in Fig. 9.2, and the system can be presented as

˙̃x = (A −BK)x̃ + Bdτwaves + Bpβ̃dis, (8.11)
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whereBp translates the blade pitch to platform torque using the partial derivative of the
aerodynamic thrust with respect to the blade pitch. The blade pitch signal,βdis, is de-
signed to reduce the wave disturbance by a factor ofα, thus

β̃dis = −αB−1
p Bdτ̂waves, (8.12)

whereτ̂waves is the estimated wave disturbance.

State Estimation Using Extended Kalman Filter

The combined platform controller and wave disturbance reduction strategy requires full
state feedback. However, wind speed and wave loads can be difficult to measure. Thus
we suggest an EKF for estimating all states based on three outputs, which are

y = [ xp θp ω ]T . (8.13)

The wind speed and wave loads are modeled by stochastic processes.
The wave induced loads can be presented asτwaves = τwaves1 + τwaves2 which are,

respectively, the wave frequency dependent loads and the slowly varying drift loads. In
[10], an empiric frequency dependent spectrum of the waves was presented as

S(ω) = Aω−5e−Bω−4

, (8.14)

whereA = 4π3H2
s/(0.710T0)

4, B = 16π3/(0.710T0)
4, the average wave frequency

is ω0 = 2π/T0, the significant wave height isHs = 2.06v2
d/g

2, vd is the developed
sea wind speed, andg is the acceleration due to gravity. This spectrum is the modified
Pierson–Moskowitz spectrum. Assuming the spectrum is constant, a linear stochastic
model can be used to describe the combined wave induced loadsby

ẋw = Awxw + Bw[w1 w2]
T (8.15)

τwaves = τwaves1 + τwaves2 = Cwxw, (8.16)

wherew1,2 are Gaussian white noise processes and

Aw =





0 1 0
−ω2

0 −2λwω0 0
0 0 0



 (8.17)

Bw =





0 0
Kw 0
0 1



 Cw =
[

0 Xi(ω0) Xi(ω0)
]

, (8.18)

whereXi(ω0) is a wave frequency dependent constant which transforms thewave height
to the wave induced load.

To determine the unknown parametersKw,λw , andω0, the modified Pierson–Moskowitz
spectrum is linearized and in Fig. 8.4 a comparison is shown of the linearization and the
original. Depending on the purpose, constant values forω0 andλw are suggested in [10].
From (8.14), it is acknowledged that the modified Pierson–Moskowitz spectrum depends
on the developed sea wind speed and average wave frequency, which could be estimated
by the EKF. However, variations of these are not considered in this paper.
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Figure 8.4: Modified Pierson–Moskowitz (PM) spectrum atv = 13 m/s andω0 = 0.8
rad/s. The figure shows a comparison of the nonlinear and linearized spectrum related to
the wave induced loads,τwaves1.

The wind speed isv = vm + vt wherevt is for turbulent wind andvm is a slowly
varying mean wind speed. These are modeled by

v̇t =
−πvm

2L
vt +w3 (8.19)

v̇m = w4 (8.20)

whereti is the turbulence intensity andL is the turbulence length scale.
The EKF is designed to estimate the dynamics of the platform,drivetrain, waves, and

wind, forming the state vectorxEKF = [xs
T ω xw

T vt vm]T . The EKF is implemented
as described in [7]. The total system is defined by

ẋEKF = f(xEKF, u) + w (8.21)

y = [ xp θp ω ]T , (8.22)

whereu = [Mg β]T .
The EKF consists of a time update part and a measurement update part, [11]. The time

update uses information about the dynamics of the model and convariance to estimate the
process.

x̂−k = Ax̂k−1 + Buk−1 (8.23)

P−
k = APk−1A

T +Q (8.24)

Based on the time update, the measurement update corrects the estimated states taking
into account the uncertainties in the states and the measurements.

Kk = P−
k C

T (CP−
k C

T + R)−1 (8.25)

x̂k = x̂−k +Kk(zk − Cx̂−k ) (8.26)

Pk = (I −KkC)P−
k (8.27)

3 Experimental Setup

Simulation Environment

The wind is simulated with a mean wind speed of13 m/s, an air density of1.225 kg/m3,
and a turbulence intensity of10%.
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4 Results

The waves are simulated as irregular waves with a JONSWAP/Pierson–Moskowitz
spectrum [12]. The significant wave height of the incident waves is 3.6 meters with a
wave frequency of 10 seconds. The environmental conditionsare simulated at a water
depth of320 meters and a water density of1025 kg/m3.

The waves are aligned with the direction of the wind. In Fig. 8.5, the wind speed and
wave elevation used in the simulations are presented.
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Figure 8.5: Wind speed and wave elevation used for the simulations. Wind and waves are
aligned in the downwind direction.

To reveal the system damping, the simulations were initialized at time zero in such a
way that the floating wind turbine is released from an uprightposition and shortly after is
forced backward by the wind and waves.

Software

The wind turbine is a three bladed upwind 5MW reference wind turbine specified by the
NREL in [9], and implemented in the wind turbine simulation tool FAST, which is well
recognized in the OC3 code benchmark, [13]. The implementation of the wind turbine
installation consist of a 5 MW wind turbine mounted on a ballast-stabilized buoy, to
resemble an upscaled version of the 2.3 MW Hywind wind turbine. The floating wind
turbine has a rotor radius of 63 meters, a tower height of 90 meters, and six degrees of
freedom.

The simulations were performed in Simulink Matlab v7.9.0 (R2009b) linked with
FAST v7.00.00a-bjj and AeroDyn v13.00.00a-bjj compiled for the OC3 Hywind running
Windows 7 32bit.

4 Results

Based on the wind and wave environment in Fig. 8.5, the response of the onshore con-
troller is presented with and without the platform controller. Furthermore, the result of
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adding wave disturbance reduction is presented. The disturbance is reduced by scaling
factors of 0, 0.1, and 0.2, where a factor of 0 refers to the case of no disturbance reduction.
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Figure 8.6: Comparing platform pitch responses using the onshore controller with plat-
form controller (FB) without wave disturbance reduction (0*FF) and the onshore con-
troller (Onshore). The mean wind speed is 13 m/s.

During these simulations the EKF estimate among others windand wave induced
moments on the platform which are presented in Fig. 8.7.
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Figure 8.7: Torque induced by wind and waves, estimated during the simulation using the
EKF.
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Figure 8.8: Comparing platform pitch response using onshore controller with platform
controller (FB) including wave disturbance reduction (FF)scaled with factors of 0, 0.1,
0.2.
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Figure 8.9: Comparing electrical power response using onshore controller with platform
controller (FB) including wave disturbance reduction (FF)scaled with factors of 0, 0.1,
0.2.

5 Discussion

As expected from the analysis in Fig. 8.3, the response of theonshore controller shows
an instability in the platform pitch in Fig. 8.6. However, when the platform controller is
included, the system is stabilized. In Figs. 8.8–8.11, the disturbance reduction is added
to the control system to reduce the wave disturbance. The results show that when adding
disturbance reduction to the system, a reduction in power fluctuations, blade pitch ac-
tivity, and platform oscillations is observed, improving the performance. Surprisingly, a
reduction in actuation is achieved while improving performance in power and platform
pitch. This can be explained by the fact that the disturbancereduction uses more infor-
mation about the system. However, using a multi-objective control strategy is a trade-off
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Figure 8.10: Comparing generator speed response using onshore controller with platform
controller (FB) including wave disturbance reduction (FF)scaled with factors of 0, 0.1,
0.2.
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Figure 8.11: Comparing blade pitch response using onshore controller with platform con-
troller (FB) including wave disturbance reduction (FF) scaled with factors of 0, 0.1, 0.2.

between input and state perturbations.
Instead of manipulating the blade pitch output of the onshore controller, it might be

more feasible to manipulate the existing speed reference tothe onshore controller. This
would leave a cleaner interface between the onshore controller and the platform controller.

6 Conclusion

The stability problem arising when onshore control is applied to a floating wind turbines
has been addressed. The system has been analyzed and a platform controller has been
suggested which stabilizes the system.

To accommodate wave disturbances, the wave induced momentson the platform were
estimated, and the disturbance was reduced by using contrary blade pitch actuation. An
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7 Acknowledgment

extended Kalman filer was implemented to estimate the states, as is necessary for both
the platform controller and the wave disturbance reduction. To achieve these estimates,
Stochastic models for both the wind speed and the waves was implemented as a part of
the filter.

Without redesigning the whole control system, the onshore controller has been pre-
served and an additional control loop was successfully designed to stabilize the system
and reduce wave disturbance on a floating wind turbine.
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1 Introduction

Abstract

Floating wind turbines are considered as a new and promisingsolution for reach-
ing higher wind resources beyond the water depth restriction of monopile wind tur-
bines. But on a floating structure, the wave–induced loads significantly increase the
oscillations of the structure. Furthermore, using a controller designed for an onshore
wind turbine yields instability in the fore–aft rotation. In this paper, we propose a
general framework, where a reference model models the desired closed–loop behav-
ior of the system. Model predictive control combined with a state estimator finds
the optimal rotor blade pitch such that the state trajectories of the controlled system
tracks the reference trajectories. The framework is demonstrated with a reference
model of the desired closed–loop system undisturbed by the incident waves. This al-
lows the wave-induced motion of the platform to be damped significantly compared
to a baseline floating wind turbine controller at the cost of more pitch action.

1 Introduction

In the demand for cheaper energy, the development in wind energy has gone from onshore
to bottom–fixed wind turbines in shallow water where wind speeds are stronger and more
steady. Previously, the bottom–fixed wind turbine has been installed in water depths of
up to 50 meters. However, a new and promising development in wind energy reaches
deep water locations of even higher wind speeds, based on theconcept of a floating wind
turbine (FWT). In Fig. 9.1 a sketch of a floating wind turbine is shown. The principle
components, are a platform (yellow), the tower, the nacelleand the blades.

A wind turbine installation has one simple objective: to keep the lifetime cost of
energy as low as possible. This involves a trade-off betweenpower production and turbine
lifetime.

The FWT is different from the onshore wind turbine, in the sense of structural degrees
of freedom (DOF’s) and the presences of waves. The response of a FWT is highly affected
by the relatively slow hydrodynamics, causing a low naturalfrequency of the fore–aft
rotation of the FWT. Although conventional onshore controlis designed such that it does
not excite the tower oscillations, applying the conventional onshore control strategies to
FWT’s has been shown to impose negative damped oscillationson the fore–aft rotation
of the FWT.

To resolve this, in [1], a tower damping control strategy wasintroduced using a wind
estimator showing reduced tower oscillations at the cost ofreduced power output. In
[2] a detuned gain scheduled proportional integrating controller was applied. A Linear
quadratic control was applied in [3], [4, 5] where the two latter included wind and wave
estimation combined in a full range control strategy. In [6]a disturbance accommodating
control was applied to reduce the wind disturbance. In [7] a strategy for reducing the
impact of waves was presented.

Model Predictive Control (MPC) is an attractive control method because of its capa-
bility to deal with constraints and to deal with multi-variable systems [8]. MPC solves an
optimal control problem over a finite horizon repeatedly. Given the current state of the
system, an optimal control problem over a finite horizon is solved at each time step. The
optimal input sequence is found and only the first element of the sequence is applied to
the system. At the next time step, a new optimal control problem is solved based on the
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new measurements from the system and the same procedure is repeated [9]. Recently,
MPC is used with promising simulation results for control ofnon-floating wind turbines,
see [10], [11], [12]. [13] uses model predictive control with the information about the fu-
ture wind and a nonlinear model of the structural damages produced by repetitive loads to
reduce the structural load and fatigue. In [14], the authorshave used the wind prediction
information obtained from a LIDAR system in a nonlinear model predictive controller to
reduce fatigue loads on the tower and blades.

This paper presents a framework for specifying the desired closed-loop behaviour of
the controlled system based on a control strategy includinga reference model. Using
model-based predictive control (MPC) the FWT is controlledto adapt to the behavior
of a reference model. As an example, a reference model is presented which models the
behavior of a FWT in still water without the disturbance of the waves. This allows us to
reduce wave induced platform motion and loads on e.g. mooring system. The controller
structure, allows other reference models, and as such is generally applicable to shaping
the desired structural behavior.

Figure 9.1: Sketch of a ballast stabilized floating wind turbine.

This paper consist of a principle model presented in Section2. In Section 2, stochastic
models of wind and waves are presented. In Section 2, a strategy for reference model-
based predictive control is presented. In Section 2, an extended Kalman filter (EKF) is
used to estimate the unmeasured states and system matrices.In Section 2, a closed–loop
reference model is presented. In Sections 4 and 5, the results are presented and discussed.
In Section 6, the contributions are concluded.
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2 Methods

Principle Model of Floating Wind Turbine

The dynamics of a floating wind turbine depends on the structural-, aero- and hydrody-
namics as described in [4]. The hydrodynamics is a function of the wave frequency and
surface smoothness of the structure. The aerodynamics is a function of wind speed and
the efficiency of the rotor. The wind speed is obviously uncontrollable, however, the ef-
ficiency of the rotor can be controlled by altering the blade pitch angle and/or the rotor
speed.

First, the aerodynamic impact on the FWT is investigated. Let us assume, a wind
turbine can be modeled as a seconds order dynamical system by:

Iq̈ +Cq̇ +Kq = Fwind + Fwaves, (9.1)

whereq̇ = [ẋp θ̇p Ω]T and wherėxp is the platform translational velocity in fore–aft,θ̇p is
the platform rotational velocity in fore–aft, andΩ is the rotor speed. Structural dynamics
including the added mass of displaced water and hydrodynamic damping are defined as
follows; I is the inertia, C is the damping, and K is the stiffness. The external forces from
wind and waves areFwind andFwaves, respectively.

The external forces from the waves are modeled asFwaves = [0 Mw 0]T , where
Mw is the induced moment by the incident wave. The external forces from the wind
areFwind = [Ft htFt Ma]T whereFt is the aerodynamics thrust force induced by the
wind, ht is the distance from the hub to the center of buoyancy (COB), andMa is the
aerodynamics torque. The aerodynamic loads are modeled as

Ft =
1

2
ρAv2

rCt(λ, β) (9.2)

Ma =
1

2Ω
ρAv3

rCp(λ, β), (9.3)

whereρ is the density of air, A is the area swept by the rotor,Ct(λ, β) is the thrust
coefficient of the rotor as a function of tip speed ratioλ = ΩR/vr, andβ which is blade
pitch angle.Cp(λ, β) is the power coefficient. The wind speed seen by the rotor can be
defined asvr = v − ẋp − htθ̇p, wherev is the ambient wind speed.

Stochastic Wind and Wave Models

The wind speed is modeled asv = vm + vt wherevt is the turbulent wind andvm is a
slowly varying mean wind speed as described in [15]. These are modeled as

v̇t =
−πvm

2L
vt +w1 (9.4)

v̇m = w2 (9.5)

whereL is the turbulence length scale andw1,2 are Gaussian white noise process, and
w1,2 ∈W (Vv). The covariance of the Wiener process is modeled as

Vv =

[

πv3
mt

2
i /L 0

0 Vv2

]

, (9.6)
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whereti is the turbulence intensity andVv2 is the covariance of the slow varying mean
wind speed,vm.

The wave induced loads can be presented asMw = Xi(aw1 + aw2) whereXi is a
wave frequency dependent constant which transforms the wave height into wave induced
load. aw1 is a wave frequency dependent wave height andaw2 is a slowly varying drift
height. In [16], an empiric modified Pierson–Moskowitz spectrum is presented. The
wave spectrum can be linearized at a given wind speed and wavefrequency. Assuming
the spectrum is constant, a linear stochastic model can be used to describe the combined
wave height by

ȧw = aw1 (9.7)

ȧw1 = −w2
0aw − 2λ0ω0aw1 + k0w3 (9.8)

ȧw2 = w4 (9.9)

wherew0, λ0 and k0 are parameters of the linearized wave spectrum concerning the
wave frequency, the damping factor, and the gain, and whereaw is an internal state and
w3,4 ∈W (Va). The covariance of the Wiener process is modeled as

Va =

[

Va1 0
0 Va2

]

, (9.10)

whereVa1 is the covariance of the frequency dependent wave height,aw1, andVa2 is the
covariance of the slow varying drift height,aw2.

Reference Model–Based Predictive Control

In the search to reduce the structural oscillation induced by the incident waves, we sug-
gest a control strategy which will counteract the wave loadsusing blade pitch. The blade
pitch is controlled using a model predictive controller which as an example is based on
a reference model of the closed–loop system without disturbance from incident waves.
The reference model produces the state trajectory of the controlled undisturbed system
as a reference for the MPC. Using the blade pitch, the MPC willcounteract the distur-
bance from the waves and will try to track the closed–loop trajectory of the undisturbed
reference model.

MPC is optimal, however, using a reference model of the closed–loop system does not
guarantee optimal performance of the process. It only guarantees optimal performance
in the sense of tracking the state trajectories of the desired closed–loop system. The
controller included in the reference model is a classical PIcontroller, which is not an
optimal design.

In figure 9.2 the general control framework is presented as a block diagram. To cap-
ture the nonlinear behavior of the systems at different operating points, at each sample
time the nonlinear model is linearized at the current state.Therefore, a state estimator
is implemented, since the MPC requires knowledge of the current states and the open–
loop system matrices of the process. Using a reference model–based predictive control
also requires a closed–loop model of the desired response ofthe system. A closed–loop
reference model is implemented which estimates the closed–loop response three samples
ahead. The overall control strategy is as follows. The stateestimator estimates the current
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B(n)

A(n)

Figure 9.2: Control strategy comprising of a state estimator, a reference model and an
MPC controller.

state of the system. Then, the nonlinear model of the FWT is linearized at the current
operating point and the open-loop matrices of the system arecalculated. These matrices
are assumed to be constant in the prediction horizon. Then, the closed-loop reference
model generate state trajectories of the undisturbed system as a reference for the states of
the disturbed system. Given these references, the MPC will control the system by manip-
ulating the blade pitch such that the states of the system tracks the trajectories produced
by the reference model as close as possible.

In the following, the state estimator, the reference model,and the MPC will be de-
scribed in details.

Model Predictive Controller

The goal of the model predictive controller in the example discussed in this paper is to
reduce the effect of incident waves such that the controlledsystem has the closest possible
response to that of the undisturbed system without violation of constraints. Assume that
the general model of the disturbed open–loop system is givenas:

x(k + 1) = Awx(k) + Bwu(k), (9.11)

y(k) = Cwx(k).

where the disturbance is included in the state vector and theopen–loop model of the
undisturbed plant is given by:

xr(k + 1) = Arxr(k) + Bruc(k), (9.12)

yr(k) = Crxr(k),

where the pre-designed controller for the undisturbed plant is described by:

xc(k + 1) = Acxc(k) + Bcyr(k) + Ecr(k), (9.13)

uc(k) = Ccxc(k) +Dcyr(k) + Fcr(k),

wherer is an internal reference signal. Here, the controller is a classical PI which will be
explained later. We assume that the states and input must be bounded in a given compact
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polyhedral set given respectively byX andU . Then, the model predictive controller
solves the following optimization problem at each step:

min
{u(k),...,u(k+T−1)}

ΣT
k=k0

‖x(k) − xr(k)‖
2
Q + ‖u(k)‖2

R (9.14)

s.t.























































































x(k0) = x0

xr(k0) = xr0

x(k + 1) = Awx(k) +Bwu(k),

y(k) = Cwx(k),

xr(k + 1) = Arxr(k) +Bruc(k),

yr(k) = Crxr(k),

xc(k + 1) = Acxc(k) + Bcyr(k) +Ecr(k),

uc(k) = Ccxc(k) +Dcyr(k) + Fcr(k),

x(k) ∈ X ,

u(k) ∈ U ,

k = k0, . . . k0 + T,

(9.15)

and finds the input sequence{u(k), . . . , u(k+ T − 1)}. The first element of the se-
quence i.eu(k) is applied to the system and the whole procedure is repeated in the next
iteration. In the above optimization problem the initial state of the system as well as the
initial states of the reference model are updated at each iteration using a state estimator
in form of an EKF. Also, to update the matrices of the model with respect to the current
states, the nonlinear system is linearized at each iteration around the current state. The
system is considered as time invariant during the prediction horizon which means that
these matrices are the same for the whole prediction horizon.

State Estimation

Since the states related to the wind and waves are not always available on a wind turbine,
stochastic models of wind and waves are used to estimate these states.

The system outputs which are assumed to be measured arey = [xp θp Ω]T , wherexp

is the platform translational velocity in fore–aft,θp is the platform rotational velocity in
fore–aft, andΩ is the rotor speed.

Based on the available measurements, an EKF is implemented to estimate the un-
measured states as described in [15]. The deterministic model in Eq. (9.1–9.3) and the
stochastic model in Eq. (9.4–9.9) are combined in the estimator.

The output of the state estimator is a state vector and the system matrices of the
linearized open–loop system at the current state.

Reference Model

The reference model resembles the dynamics of the closed–loop system of a floating wind
turbine described in Sec. 2 augmented with a baseline controller designed for a floating
wind turbine as described in [17, 18].
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The baseline controller consists of a blade pitch controller combined with constant
generator torque. The pitch controller is a gain scheduled PI controller modeled by

β =
1

1 + β
βk

PI(ωref − ω), (9.16)

whereβ is the blade pitch angle,βk is a constant, andωref is the generator speed refer-
ence. The constant generator torque is implemented by

Mg = Prated/ωrated, (9.17)

wherePrated is the rated power andωrated is rated generator speed.
The stochastic wave model is not included in the closed–loopreference model since

this is an undesired disturbance that we wish to compensate for. Thus, for the closed–loop
system, the wave model in Eq. (9.7–9.9) is modeled as

ȧw = 0 (9.18)

ȧw1 = 0 (9.19)

ȧw2 = 0, (9.20)

where the initial conditions areaw = aw1 = aw2 = 0.

3 Experimental Setup

Simulation Environment

The wind is simulated with a mean wind speed of18 m/s, an air density of1.225 kg/m3,
and a turbulence intensity of15%.

The waves are simulated as irregular waves with a JONSWAP/Pierson–Moskowitz
spectrum [19]. The significant wave height of the incident waves is 6.9 meters with a
wave frequency of 7.8 seconds. The environmental conditions are simulated in waters,
with a depth of320 meters and a water density of1025 kg/m3. The waves are aligned
with the direction of the wind.

Model-Based Predictive Control

The parameters of the optimization problem of the MPC are chosen as followsR =
(20deg)-2 andQ = diag([01×3 Qs 01×2]). The weighting of the structural states,Qs,
are based on Brysons’s rule were the initial guesses are20% of the steady state oper-
ating points while using trail and error with respect to the integrated rotor speed. Thus
we chooseQs =

[

(0.2x̄p)
-2 (0.2θ̄p)

-2 (0.07Ω)-2 01×2 (0.2Ω)-2
]

, where the steady state
operation points arēxp = 12.1m, θ̄p = 2.55deg andΩ̄ = 12.1RPM.

Software

The wind turbine is a three bladed upwind 5MW reference wind turbine specified by
the NREL in [18], and implemented in the wind turbine simulation tool FAST, which
is well recognized in the OC3 code benchmark, [20]. The implementation of the wind
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turbine installation consists of a 5 MW wind turbine mountedon a ballast-stabilized buoy,
to resemble an upscaled version of the 2.3 MW Hywind wind turbine. The floating wind
turbinehas a rotor radius of 63 meters, a tower height of 90 meters, six degrees of platform
freedom, and flexible tower, blades and drivetrain.

The simulations were performed in Simulink Matlab v7.9.0 (R2009b) linked with
FAST v7.00.00a-bjj and AeroDyn v13.00.00a-bjj compiled for the OC3 Hywind running
Windows 7 -32bit.

4 Results

The results shows the response of the FWT when applying the baseline controller and the
MPC controller. In all cases the wind turbine is released from an upright position and
forced backward by the wind and waves.
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Figure 9.3: Initial comparison of performance between the baseline controller without
waves (red), the baseline controller with waves (green) andthe MPC controller with
waves (blue).

In figure 9.3 and 9.4, both of the controlled systems are simulated for 600 seconds
with incident waves. Furthermore the baseline controller is simulated without incident
waves which demonstrate the optimal reference for the MPC controller.
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Figure 9.4: Comparison of performance between the baselinecontroller without waves
(red), the baseline controller with waves (green) and the MPC controller with waves
(blue).

The FWT is constrained by three anchors. A mooring system connects the anchors to
three fairleads on the FWT. In figure 9.5, the tension on the three fairleads are presented.
The fairleads are located on the platform with 120 degrees inbetween, where fairlead 1
is located at 180 degrees in relation to the incoming wind andwaves.

In figure 9.6 a statistical analysis is presented, where the performance of the two con-
trollers are compared. In relation to the results in figure 9.3–9.5, the analysis is performed
on the time interval 100–600 seconds to neglect the initial behavior.

5 Discussion

When comparing the time–series performances in figure 9.3 and 9.4, the similarities in
performances are noticeable. The similar behavior is caused by the almost similar objec-
tives, except for the desire to reduce wave disturbance.

In figure 9.4, it is clear that the blade pitch of the baseline controller only correlates to
the mean of the wind speed, while the blade pitch of the MPC controller correlates with
both the mean wind speed and wave height. As expected, this causes an increase in blade
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Figure 9.5: Comparison of loads on the three fairleads between the baseline controller
without waves (red), the baseline controller with waves (green) and the MPC controller
with waves (blue).
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Figure 9.6: Statistical analysis of essential performanceindexes.
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6 Conclusion

pitch activity by the MPC controller. However, the benefit isobserved as a reduction in
platform pitch.

A reduction in platform pitch reduces the variations in tension on the mooring system.
In figure 9.5, the tension of the three fairleads are presented. The figure shows a general
reduction in load oscillations on the fairleads, where the tension of fairlead 1 is aligned
with the direction of the wind and waves. This explains the reduced mean load on fairlead
1. The fairleads are connected to the anchors by the mooring lines.

In figure 9.6, the time–series are analyzed with respect to the standard deviation (std)
and the distance travel by the blade pitch (abs) defines as

∫

|β̇|dt and damage equivalent
load (DEL). The figure shows that the MPC performs better in the power, platform pitch
and fairlead tensions. As expected, the blade pitch activity has increased which explains
the increase in DEL of the tower in fore–aft. In other words, the controller uses not
only the blade pitch and rotor thrust to reduce the wave disturbance, but also the tower
experiences higher levels of loads in the combined effort toreduce the wave disturbance.

6 Conclusion

A framework for reducing the wave disturbances in a FWT basedon MPC combined with
a reference model and a state estimator has been presented. The presented state estimator
is based on a principle model of a FWT, including stochastic models for wind and waves.
The reference model represents a closed–loop model of the FWT, including a baseline
controller, discarding the wave disturbances. The MPC controller find the optimal control
input such that the state trajectory of the FWT tracks the reference trajectory generated by
the reference model. As a result, the behavior of the FWT would be close to the behavior
of the system in still water without considering the wave disturbances.

As expected, an increase in the blade pitch activity is necessary to reduce the wave
disturbance. Besides a slight power improvement, the results shows that oscillations on
the platform pitch are effectively reduced, which result inreduced oscillations of the
loadings on the fair leads. A disadvantage in the application example is the increase in
tower fore-aft deflection. The generality of the proposed framework with a reference
model allow such concerns to be addressed by modifying the reference model. This will
of course have a cost back on the blade pitch activity or the loadings on the fairleads and
as such clearly demonstrate the trade-off between pitch activity, tower deflection and load
oscillations.
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