Fracture toughness and indentation cracking resistance in the Na2O-Al2O3-B2O3-SiO2 chemical system

Januchta, Kacper; To, Theany; Rouxel, Tanguy; Smedskjær, Morten Mattrup

Publication date:
2018

Link to publication from Aalborg University

Citation for published version (APA):
Fracture toughness and indentation cracking resistance in the Na2O-Al2O3-B2O3-SiO2 chemical system

Kacper Januchta *† 1, Theany Tô 2, Tanguy Rouxel 2, Morten Smedskjaer 1

1 Department of Chemistry and Biosciences, Aalborg University – Aalborg, Denmark
2 Department of Glass Mechanics, IPR, UMR UR1-CNRS 6251, University of Rennes 1 (UR1) – CNRS : UMR6251 – Rennes 35042, France

Due to an increasing demand for oxide glasses with a better mechanical performance, there is a need to improve our understanding of the composition-structure-mechanical property relations in these brittle materials. At present, some properties such as Young’s modulus can to a large extent be predicted based on the chemical composition, while others – in particular fracture-related properties – are typically optimized based on a trial-and-error approach. In this work, we study the mechanical properties of a series of twenty glasses in the quartenary Na2O-Al2O3-B2O3-SiO2 system with fixed soda content, thus accessing different structural domains. Ultrasonic echography is used to determine the elastic moduli and Poisson’s ratio, while Vicker’s indentation is used to determine hardness, as well as the resistance to indentation cracking. Furthermore, the Single-Edge-Precracked-Beam (SEPB) method is used to estimate the fracture toughness (KIC) for some compositions of interest. KIC data are then compared to the predicted values derived by means of a model based on the strength of the bonds supposed to be involved in the fracture process. The correlations among crack resistance, toughness, and elasticity are discussed in the light of structural features such as the fraction of non-bridging oxygens and boron speciation.

Keywords: fracture toughness, indentation cracking, SEPB, mechanical properties

*Speaker
†Corresponding author: kja@bio.aau.dk