An Improved Multistage Switched Inductor Boost Converter (Improved M-SIBC) for Renewable Energy Applications

A key to Enhance Conversion Ratio

Bhaskar, Mahajan Sagar; Padmanaban, Sanjeevkumar; Blaabjerg, Frede; Wheeler, Patrick William

Published in:
Proceedings of the 19th Workshop on Control and Modeling for Power Electronics (COMPEL)

DOI (link to publication from Publisher):
10.1109/COMPEL.2018.8459958

Publication date:
2018

Document Version
Early version, also known as pre-print

Link to publication from Aalborg University

Citation for published version (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

Take down policy
If you believe that this document breaches copyright please contact us at vbn@aub.aau.dk providing details, and we will remove access to the work immediately and investigate your claim.
An Improved Multistage Switched Inductor Boost Converter (Improved M-SIBC) for Renewable Energy Applications: A key to Enhance Conversion Ratio

Mahajan Sagar Bhaskar
Dept. of Electrical Engg.,
Qatar University, Doha, Qatar.
sagar25.mahajan@gmail.com

Sanjeevikumar Padmanaban
Dept. of Energy Technology,
Aalborg University, Denmark.
san@et.aau.dk, fbl@et.aau.dk

Patrick William Wheeler
Dept. of Electrical & Electronics Engg.,
Nottingham University, UK.
pat.wheeler@nottingham.ac.uk

Abstract—In this article, an improved Multistage Switched Inductor (M-SI) based power converter or Improved Multistage Switched Inductor Boost Converter (Improved M-SIBC) is proposed for renewable applications which provides a key to enhance voltage conversion ratio. An improved SI and M-SI network/technique is proposed to enhance the existing the voltage conversion capabilities of SI and M-SI by replacing central uncontrolled switches by polarized capacitor. The anticipated power converter configuration combines the feature of conventional boost converter and improved M-SI. The voltage conversion a capability is depends on the number of stages of M-SI and ON time of control switch. The operation modes and characteristics of proposed converter with steady state mathematical analysis for N-stages are discussed in detail. Moreover, the proposed converter compared with existing converter in terms of voltage conversion ratio and the detail of number of components is also provided. Matrix Laboratory R2016a simulation results of 100W proposed improved M-SIBC with considering three stages are provided and the results always shows a good agreement with theoretical analysis and also validates the improved M-SI network concept.

Keywords—Multistage; Switched Inductor; DC-DC; Renewable Energy; Voltage Conversion Ratio; Matrix Laboratory R2016a.

I. INTRODUCTION

Nowadays, renewable energy sources especially wind and photovoltaic technologies are well accepted due to over utilization and depletion of fossil fuels which increases the hotness of earth and also creates several environment issues. In photovoltaic, wind and fuel cells applications, power converters are stipulated and play a vital role for conditioning and conversion of energy [1]-[2]. Furthermore, DC-DC power converter used in renewable energy applications must have efficiency and high voltage capabilities with reduce cost and components. Practically, conventional DC-DC boost converters are not suitable for high voltage conversion due to the effect of inductor internal resistance, voltage stress across controlled switch (MOSFET) and uncontrolled switch (diodes). In addition, very large $T_{on}/T$ ($T_{on}$ is ON time of switch, $T=1/f$, $f$ is switching frequency) of MOSFET result in a severe reverse recovery issue of diodes. Recently, numerous DC-DC power converter configurations are addressed to achieve high voltage conversion ratio without using large $T_{on}/T$ MOSFET [1]-[7]. Using transformer, a fly-back converter is designed with high voltage conversion and electrical isolation capability but, not suitable for many applications due to transformer leakage inductance and high voltage stress of MOSFET. In, [3], DC-DC converters are addressed with regeneration energy techniques to reduce the voltage stress and recycle the leakage inductance energy. DC-DC converter designed by employing coupled inductor and transformer with or without electric isolation is another solution to attain high voltage conversion ratio, high efficiency, and low voltage stress across switch [4]-[5]. These types of power converters are large in size due to transformer and having more cost and weight.

Recently numerous boosting techniques without transformer are proposed to overcome the drawback of transformer in DC-DC converter [6]-[7]. The multiple boosting techniques are employed in a single power converter also called multistage power converter to enhance the voltage conversion ratio capability with reduce $T_{on}/T$. Multistage DC-DC power converter includes cascaded converter, quadratic converter, switched capacitor based converter, switched inductor based converter, voltage lift converter, voltage multiplier based converter, and XY converter family [8]-[20]. The block diagram of cascaded and quadratic power converter is depicted in Fig. 1(a) and Fig. 1(b) respectively. In cascaded power converter, several conventional boost converters are connected in cascaded manner, where output of $N$-th stage is feedback as input to the $N$-th stage [8]. Large number of inductors, capacitors, and control switches with various current and...
voltage rating, high voltage stress across switch, and complex control circuitry are the main drawbacks of cascaded converter. Quadratic converter is proposed by cascading two boost converters in a special manner using a single switch to overcome the drawback of a large number of control switches in cascaded converter [9]. The high voltage stress across switch (equal to output voltage) and large rating of inductor and capacitor are the main drawback of quadratic converter. Because of numerous attractive features like high efficiency, low weight, magnetic-less structure, switched capacitor structures gaining more popularity in DC-DC power converters [10]-[11]. These DC-DC converters provide a high efficiency with good regulation of output voltage and therefore several DC-DC switched capacitor based power converters are proposed in literature. Pulsating input current, unidirectional power flow, large number of capacitor with various rating and large number of switching devices are the main drawbacks of switched capacitor based DC-DC converter. To maintain high efficiency the main hurdle for practical design is TDPR (Total Device Power Rating) of converter. Due to these reasons, the switched capacitor converters have limited voltage conversion ratio and mostly employed for low power applications.

Hybridization of voltage multiplier with conventional boost converters is another popular solution to achieve high voltage conversion ratio with low voltage across switch. In [4], voltage multiplier circuitry is employed with conventional (Boost, Buck-Boost) and derived (Cuk, SEPIC) DC-DC converter. In [12], Nx multilevel power converter is proposed with inverting output voltage capability which provides N times voltage conversion ratio compared to conventional boost converter [14]-[16]. In [15], inverting Nx and 2Nx multilevel power converter is addressed to achieve inverting voltage with high voltage conversion ratio. These voltage multiplier based power converter provides a high voltage conversion ratio but the main drawbacks are capacitor voltage balancing, difficult in selection of capacitor with proper time constant (RC), large number of capacitor and diodes, the energies is flowing through many multiple stages which reduces the efficiency and the energy conversion is completely depends on charging and discharging of capacitors.

Switched Inductor (SI) based DC-DC converters also provide a viable solution to achieve high voltage conversion ratio [16]-[17]. In SI, two inductors are charged in parallel and discharge in series. Fig. 2(a) and 2(b) depicts the power circuit of Switched Inductor Boost Converter (SI-BC) and Switched Inductor Buck Boost Converter (SI-BBC) respectively. The power circuit SI-BC is designed by replacing inductor of conventional boost converter with SI. The main benefit of SI-BC is voltage conversion ratio is augmented by \((1+D)\) times compared to conventional boost converter. The power circuit SI-BBC is designed by replacing inductor of conventional buck-boost converter with SI. The main benefit of SI-BBC is voltage conversion ratio is augmented by two times compared to conventional buck-boost converter. The power circuitry of SI-BC and SI-BBC converter is simple and single switch is required. Large voltage stress across switch is the main drawback of the SI-BC and SI-BBC configurations. In [17], three new power converters (Converter I, II and III) are addressed to overcome the drawback of SI-BC. All the three converters have low voltage stress across switch, high voltage conversion ratio and the minimum numbers of power devices are present in the path of current flow. The power

![Fig. 2 Recently proposed Switched Inductor based DC-DC power converter (a) Switched Inductor Boost Converter (SI-BC) (b) Switched Inductor Buck Boost Converter (SI-BBC) (c) Converter-I (d) Converter-II (e) Converter-III (f) Generalized structure of XY converter family.](image-url)
the voltage conversion ratio of M-SIBC for renewable applications. An improved M-SI network or technique is proposed by replacing central uncontrolled switches of N-stage SI network by polarized capacitor. The mode of operation with mathematical analysis is explained in the following section. Matrix Laboratory R2016a simulation results are provided to validate the performance and functionality of Improved M-SIBC.

II. IMPROVED M-SIBC: POWER CIRCUITRY AND WORKING MODES

An improved M-SI network is proposed to enhance the voltage conversion ratio of boost converter. The power circuit of conventional boost converter Improved Two-stage SIBC is shown in Fig. 4(a). Its noticed that the circuitry of conventional boost converter and improved single-stage SIBC is same and having same performance. Two diodes, two inductor and single capacitor are required to design improved two-stage SI network. In two-stage SIBC, input supply is directly connected to improved two-stage SI network and remaining circuitry is similar to conventional boost converter. In improved two-stage SIBC, two inductor (L₁ and L₂) and single capacitor (C) are charged in parallel when control switch S is turned ON and discharge in series with input voltage \( V_{in} \) when control switch S is turned OFF. Diode D₁ and D₂ are forward biased and diode D₃ is reversed biased when switch S is turned ON. Diode D₄ and D₅ are reversed biased and diode D₆ is forward biased when switch S is turned OFF.

The power circuit of improved three-stage SI network based boost converter (Improved three-stage SIBC) is shown in Fig. 4(b). Four diodes, three inductors and two capacitors are required to design improved three-stage SI network. In three-stage SIBC, input supply is directly connected to improved three-stage SI network and remaining circuitry is similar to conventional boost converter. In improved three-stage SIBC, three inductor (L₆, L₇ and L₈) and two capacitors (C₆ and C₇) are charged in parallel when control switch S is turned ON and discharge in series with input voltage \( V_{in} \) when control switch S is turned OFF. Diode D₁, D₂, D₃ and D₄ are forward biased and diode D₅ is reversed biased when switch S is turned ON. Diode D₆, D₇, D₈ and D₉ are reverse biased and diode D₁₀ is forward biased when switch S is turned OFF.

![Fig. 3 Power circuit of existing N-stages Switched Inductor Boost Converter (M-SIBC for N stages)](image)

![Fig. 4 Power circuit of proposed Improved M-SIBC and its stages](image)
The power circuit of improved N-stage SI network based boost converter (Improved N-stage SIBC) is shown in Fig. 4(c). 2(N-1) diodes, N inductors and N-1 capacitors are required to design improved N-stage SI network. In N-stage SIBC, input supply \( V_{in} \) is directly connected to improved three-stage SI network and the remaining circuitry is similar to conventional boost converter. In improved N-stage SIBC, N inductors \( (L_1, L_2, L_3, \ldots, L_N) \) and N-1 capacitors \( (C_1, C_2, \ldots, C_{N-1}) \) are charged in parallel when control switch \( S \) is turned ON and discharge in series with input voltage \( V_{in} \) when control switch \( S \) is turned OFF. Diode \( D_1, D_2, D_3 \ldots \) and \( D_{2(N-1)} \) are forward biased and diode \( D_0 \) is reverse biased when switch \( S \) is turned ON. Diode \( D_1, D_2, D_3 \ldots \) and \( D_{2(N-1)} \) are in reverse biased and diode \( D_0 \) is forward biased when switch \( S \) is turned OFF.

![Fig. 5 Characteristics waveform of Improved N-stage SIBC](image)

When switch \( S \) is ON,

\[
\begin{align*}
V_L &= V_{L1} = V_{L2} = \ldots = V_{L_{N-1}} = V_{in} \\
V_{C1} &= V_{C2} = \ldots = V_{C_{N-1}} = V_{in} \\
V_{C0} &= V_{out} = V_{DS} = 0
\end{align*}
\]

(1)

When switch \( S \) is OFF,

\[
\begin{align*}
V_{in} - V_{L1} + V_{C1} &= V_{L2} - V_{C2} = \ldots = V_{L_N} - V_{C_{N-1}} = V_{out} \\
V_L &= V_{L1} = V_{L2} = \ldots = V_{L_N} \\
V_{in} - (N-1)V_{in} - NV_L &= V_{out} \\
V_{L} &= V_{in} - \left( \frac{V_{out}}{N} \right), V_{C0} &= V_{out} - V_{DS} = V_{out}
\end{align*}
\]

(2)

Using volt second balance method on inductor and following conversion ratio can be obtained where \( N \) is number

III. STEADY STATE ANALYSIS OF IMPROVED M-SIBC AND COMPARISON WITH EXISTING POWER CONVERTERS

Following assumption is considered to analyze the steady state characteristic of proposed improved M-SIBC:

1) All the devices having zero ON-state resistance, 2) Internal resistance of inductor is zero, 3) Always maintain a constant voltage across capacitor and 4) All the capacitors are sufficiently charging and discharging.

When switch \( S \) is ON,

<table>
<thead>
<tr>
<th>Number of Stages</th>
<th>Inductors</th>
<th>Capacitors</th>
<th>Switches</th>
<th>Diodes</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>2</td>
<td>2</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>3</td>
<td>3</td>
<td>3</td>
<td>1</td>
<td>5</td>
</tr>
<tr>
<td>N</td>
<td>N</td>
<td>N</td>
<td>1</td>
<td>2N-1</td>
</tr>
</tbody>
</table>

![Fig. 6 Equivalent circuit of Improved N-stage SIBC](image)

![Fig. 7 Graphical view of the relation between number of stages (N), capacitors (N_C) and diodes (N_D)](image)

![Fig. 8 Comparison of improved M-SIBC with existing converter](image)
of stages and $D$ is duty cycle,
\[ \frac{V_{out}}{V_{in}} = N / (1 - D) \text{ and } \frac{I_{out}}{I_{in}} = (1 - D) / N \quad (3) \]

Thus, Improved M-SIBC provides N times higher voltage conversion ratio compared to conventional boost converter. In Fig. 8, Improved M-SIBC compared with recently proposed SI based DC-DC converter in terms of voltage conversion ratio and it is observed that proposed converter attain higher voltage conversion ratio at low duty cycle. 3-dimensional view of relations between voltage conversion ratio, duty cycle and number of stages is shown in Fig. 9(a). 3-dimensional view of relations between current conversion ratio, duty cycle and number of stages is shown in Fig. 9(b). For the better understanding, the left and right view of Fig. 9(a) is shown in Fig. 9(c) and 9(d) respectively. From the plot it is observed that voltage conversion ratio is increased with number of stages and duty cycle. Right and left view of Fig. 9(b) is shown in Fig. 9(e) and 9(f) respectively. From the plot it is observed that current conversion ratio is decreased with the number of stages and duty cycle.

IV. NUMERICAL SIMULATION RESULTS AND DISCUSSION

Matrix Laboratory R2016a Simulink is used to verify the performance and functionality of improved M-SIBC. Improved M-SIBC is simulated for three-stage with 10V input supply, 100W power, 70% $T_{on}/T$ and 100kHz switching frequency. High switching frequency is used to reduce rating of inductor and semiconductor devices. $L_1$, $L_2$ and $L_3=100\mu H$, $C_0=5\mu F$, $C_1$ and $C_2=220\mu F$ are used to design three-stage proposed improved M-SIBC. Obtained output voltage waveform and its ripple content are shown in Fig. 10(a). It is investigated that nearly 100V with 1V ripple is achieved. Hence, voltage conversion ratio at 70% duty cycle is nearly 10. Obtained output current waveform and its ripple content are shown in Fig. 10(b). It is investigated that nearly 1A with 0.01A ripple is achieved. Obtained drain to source voltage of

![Fig. 10 Simulation Result Improved M-SI based power converter or Improved M-SIBC (a) Output Voltage (b) Output Current (c) Output Current (d) Drain to Source voltage of control switch](image)

![Fig. 9 Plot of Improved M-SIBC (a) Relation between number of stages ($N$), voltage conversion ratio and duty cycle (b) Relation between number of stages ($N$), current conversion ratio and duty cycle (c) Left view of Fig. 9(a), (d) Right view of Fig. 9(a), (e) Right view of Fig. 9(b), (f) Left view of Fig. 9(b).](image)
switch S is shown in Fig. 10(c). It is investigated that the voltage across switch in OFF state is 100V and it is equal to output voltage. The obtained power waveform with ripples is shown in Fig. 10(d) and 98W power is observed (2W is drop due to small on-state resistance of diode and switch).

V. CONCLUSIONS

An Improved Multistage Switched Inductor Boost Converter (Improved M-SIBC) is proposed for Renewable energy applications. A key is provided to improve the voltage conversion ratio of existing M-SIBC. The striking feature of Improved M-SIBC are 1) Required single switch and single gate driver, 2) High voltage conversion ratio without using high \( T_m / T \). 3) Configuration is derived from conventional boost converter and 4) Easy to increase number of stages without disturbing the output end of the converter. The converter operation modes are simple and converter circuitry is easy in control due to only single switch. Simulation results are provided which validates the proposed concept and converter functionality. The experimental setup is under investigation at Aalborg University, Denmark.

REFERENCES


